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[bookmark: _Toc535442627]Annex C (informative):
Test tolerances and derivation of test requirements
The test requirements explicitly defined in this specification have been calculated by relaxing the minimum requirements of the core specification TS 38.104 [2] using the test tolerances (TT) defined here. When the TT value is zero, the test requirement will be the same as the minimum requirement. When the TT value is non-zero, the test requirements will differ from the minimum requirements, and the formula used for this relaxation is given in the following tables.

<Unchanged Sections Skipped>

[bookmark: _Toc526258230]C.3	Measurement of Performance Requirements
Table C.3-1: Derivation of test requirements (FR1 OTA performance tests)
	Test 
	Minimum Requirement in TS 38.104 [2]
	Test Tolerance
(TTOTA)
	Test requirement in  the present document

	8.2.1	Performance requirements for PUSCH with transform precoding disabled
	See TS 38.104 [2]
subclause 11.2.1.1
	[0.8]dB
	Formula: SNR + TT
T-put limit unchanged

	8.2.2	Performance requirements for PUSCH with transform precoding enabled
	See TS 38.104 [2]
subclause 11.2.1.2
	[0.8]dB
	Formula: SNR + TT
T-put limit unchanged

	8.3.1	Performance requirements for PUCCH format 0
	See TS 38.104 [2]
subclause 11.3.1.2
	[0.6]dB
	Formula: SNR + TT
False ACK limit unchanged
Correct ACK limit unchanged

	8.3.2	Performance requirements for PUCCH format 1
	See TS 38.104 [2]
subclause 11.3.1.3 
	[0.6]dB
	Formula: SNR + TT
False ACK limit unchanged
Correct ACK limit unchanged

	8.3.3	Performance requirements for PUCCH format 2
	See TS 38.104 [2]
subclause 11.3.1.4 
	[0.6]dB
	Formula: SNR + TT
False ACK limit unchanged
Correct ACK limit unchanged
UCI BLER limit unchanged

	8.3.4	Performance requirements for PUCCH format 3
	See TS 38.104 [2]
subclause 11.3.1.5 
	[0.6]dB
	Formula: SNR + TT
UCI BLER limit unchanged

	8.3.5	Performance requirements for PUCCH format 4
	See TS 38.104 [2]
subclause 11.3.1.6 
	[0.6]dB
	Formula: SNR + TT
UCI BLER limit unchanged

	8.4.1	PRACH false alarm probability and missed detection
	See TS 38.104 [2]
subclause 11.4.1
	[0.6]dB for fading cases
[0.3]dB for AWGN cases
	Formula: SNR + TT
PRACH False detection limit unchanged
PRACH detection limit unchanged 



Table C.3-2: Derivation of test requirements (FR2 OTA performance tests)
	Test 
	Minimum requirement in TS 38.104 [2]
	Test Tolerance
(TTOTA)
	Test requirement in the present document

	8.2.1	Performance requirements for PUSCH with transform precoding disabled
	See TS 38.104 [2]
subclause 11.2.2.1
	TBD
	TBD

	8.2.2	Performance requirements for PUSCH with transform precoding enabled
	See TS 38.104 [2]
subclause 11.2.2.2
	TBD
	TBD

	8.3.1	Performance requirements for PUCCH format 0
	See TS 38.104 [2]
subclause 11.3.2.2
	TBD
	TBD

	8.3.2	Performance requirements for PUCCH format 1
	See TS 38.104 [2]
subclause 11.3.2.3 
	TBD
	TBD

	8.3.3	Performance requirements for PUCCH format 2
	See TS 38.104 [2]
subclause 11.3.2.4 
	TBD
	TBD

	8.3.4	Performance requirements for PUCCH format 3
	See TS 38.104 [2]
subclause 11.3.2.5 
	TBD
	TBD

	8.3.5	Performance requirements for PUCCH format 4
	See TS 38.104 [2]
subclause 11.3.2.6 
	TBD
	TBD

	8.4.1	PRACH false alarm probability and missed detection
	See TS 38.104 [2]
subclause 11.4.2
	TBD
	TBD




