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<Start of Changes>
6.2D
Transmitter power for UL-MIMO
6.2D.1
UE maximum output power for UL-MIMO 

For PC2 UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the maximum output power for any transmission bandwidth within the channel bandwidth is specified in Table 6.2D.1-1. The requirements shall be met with the UL-MIMO configurations specified in Table 6.2D.1-2. For UE supporting UL-MIMO, the maximum output power is measured as the sum of the maximum output power at each UE antenna connector. The period of measurement shall be at least one sub frame (1ms).
The requirements shall be met with the UL-MIMO configurations of using 2-layer UL-MIMO transmission with codebook of[image: image1.wmf]ú
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. DCI Format for UE configured in PUSCH transmission mode for uplink single-user MIMO shall be used. 

Table 6.2D.1-1: UE Power Class for UL-MIMO in closed loop spatial multiplexing scheme

	NR band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	n41
	
	
	26
	+2/-31
	23
	+2/-31
	
	

	n77
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n78
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n79
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	NOTE 1:
The transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 2:
Power class 3 is the default power class unless otherwise stated


Table 6.2D.1-2: UL-MIMO configuration in closed-loop spatial multiplexing scheme

	Transmission scheme
	DCI format
	Codebook Index

	 Codebook based uplink
	DCI format 0_1
	Codebook index 0


If UE is configured for transmission on single-antenna port, the requirements in subclause 6.2.1 apply.
6.2D.2
UE maximum output power reduction for UL-MIMO 

For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2D.1-1 is specified in Table 6.2.2-1. The requirements shall be met with UL-MIMO configurations defined in Table 6.2D.1-2. For UE supporting UL-MIMO, the maximum output power is measured as the sum of the maximum output power at each UE antenna connector.

For the UE maximum output power modified by MPR, the power limits specified in subclause 6.2D.4 apply.
The waveform defined by BW = 100 MHz, SCS = 30 KHz, CP-OFDM QPSK, 50RB68 is used as the reference waveform with 0 dB MPR for both PC3 and PC2 UE supporting UL MIMO.
If UE is configured for transmission on single-antenna port, the requirements in subclause 6.2.2 apply.
<End of Changes>
