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Background

This contribution provides analysis on the impact to BS specifications due to introduction of NR FDD bands with variable duplex. 
Discussion
Below are impacted 38.104 clauses due to introduction of new NR band:

5.2 Operating bands


5.3.5 BS channel bandwidth per operating band


5.4.2.3 Channel raster entries for each operating band


5.4.3.3 Synchronization raster entries for each operating band


6.6.4.2 Basic limits for Wide Area BS (Category A and/or Category B)


6.6.4.2.5 Additional operating band unwanted emissions limits (if any)

6.6.5.2.3 Additional spurious emissions requirements (BS spurious emissions for co-existence with systems operating in other frequency bands)


6.6.5.2.4 Co-location with other base stations

The same BS specifications impact is foreseen due to introduction of new NR FDD bands with variable duplex. With respect to the following objective [1], we do not see additional BS specification impact (see BS requirements defined in 38.104, Table 6.6.5.2.3-1 for co-existence or BS requirements defined in 38.104, Table 6.6.5.2.4-1 for co-location):
1) Framework part: For new frequency bands (like 2a), 2b), 2c), 2d) below) specified as standalone bands and as part of EN-DC operation that include spectrum designated for SDL licensed operation, identify how to enable in 3GPP specifications core RAN4 requirements for the following configuration aspects:

a) Base station RF requirements shall take into account the presence of an additional downlink LTE carrier, given that the uplink may be operating on a licensed band where downlink is used by other RATs.

Conclusion
Based on the discussion above the following is proposed:
Proposal: No additional BS specification impact (on top of generic one as explained above) is expected due to introduction of new NR FDD bands with variable duplex.
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