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< start of changes >
<< Unchanged sections omitted >>
[bookmark: _Toc21340743]5.4.2.3	Channel raster entries for each operating band
The RF channel positions on the channel raster in each NR operating band are given through the applicable NR-ARFCN in Table 5.4.2.3‑1, using the channel raster to resource element mapping in subclause 5.4.2.2.
-	For NR operating bands with 60 kHz channel raster above 24 GHz, ΔFRaster = I ×ΔFGlobal , where I ϵ {1,2}.  Every Ith NR‑ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in table 5.4.2.3-1 is given as <I>.
-	In frequency bands with two ΔFRaster, the higher ΔFRaster applies to channels using only the SCS that equals the higher ΔFRaster  and the SSB SCS(subcarrierspacingCommon) that is equal to or larger than the higher ΔFRaster.
Table 5.4.2.3-1: Applicable NR-ARFCN per operating band
	Operating Band
	ΔFRaster
(kHz) 
	Uplink and Downlink
Range of NREF
(First – <Step size> – Last)

	n257
	60
	2054166 – <1> – 2104165

	
	120
	2054167 – <2> – 2104165

	n258
	60
	2016667 – <1> – 2070832

	
	120
	2016667 – <2> – 2070831

	n260
	60
	2229166 – <1> – 2279165

	
	120
	2229167 – <2> – 2279165

	n261
	60
	2070833 – <1> – 2084999

	
	120
	2070833 – <2> – 2084999
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<< End of changes >>



