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[bookmark: _Toc16758][bookmark: _Toc16090][bookmark: _Toc478463326][bookmark: _Toc19201][bookmark: _Toc28897][bookmark: _Toc6033][bookmark: _Toc10103][bookmark: _Toc788][bookmark: _Toc17336][bookmark: _Toc5038][bookmark: _Toc497395449]--------------Start of text change-------------
[bookmark: _Toc13081939]6.3.5	Test requirement
[bookmark: _Toc13081940]6.3.5.1	BS type 1-O
The final TRP measurement result in step 9 of subclause 6.3.4.2 shall remain:
-	within +3.4 dB and -3.4 dB of the manufacturer's declared rated carrier TRP Prated,c,TRP carrier frequency f ≤ 3.0 GHz;
-	within +3.5 dB and –3.5 dB of the manufacturer's declared rated carrier TRP Prated,c,TRP for carrier frequency 3.0 GHz < f ≤ 4.2 GHz.
-	within +3.5 dB and –3.5 dB of the manufacturer's declared rated carrier TRP Prated,c,TRP for carrier frequency 4.2 GHz < f ≤ 6.0 GHz.
[bookmark: _Toc13081941]6.3.5.2	BS type 2-O
The final TRP measurement result in step 9 of subclause 6.3.4.2 shall remain:
-	within +5.1 dB and -5.1 dB of the manufacturer's declared rated carrier TRP Prated,c,TRP carrier frequency 24.25 GHz < f ≤ 29.5 GHz.
-	within +5.4 dB and –5.4 dB of the manufacturer's declared rated carrier TRP Prated,c,TRP for carrier frequency 37 GHz < f ≤ 40 GHz.
-------------End of first change-------------



--------------Start of next change-------------
[bookmark: _Toc13081942]6.4	OTA output power dynamics
[bookmark: _Toc13081943]6.4.1	General
The requirements in subclause 6.4 apply during the transmitter ON period. Transmit signal quality (as specified in subclause 6.6) shall be maintained for the output power dynamics requirements.
The OTA output power requirements are single directiondirectional requirements and apply to the beam peak directions over the OTA peak directions set.

-------------End of change-------------

