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<Start of Change 1>
9.1.21.23	Report Mapping for Downlink Channel Quality Measurement for UE Category M1
The report mapping for DL channel quality measurement are specified in Table 9.1.21.23-1 for reporting with 8-bit, and in Table 9.1.21.23-2 for reporting with 2-bit.
Table 9.1.21.23-1: Downlink channel quality measurement report mapping of DL channel quality reporting with 8-bit
	Reported level
	MPDCCH repetition level
	MPDCCH aggregation level
	CE mode

	0
	No measurement reporting
	No measurement reporting
	A, B

	1
	1
	1
	A

	2
	1
	2
	A

	3
	1
	4
	A

	4
	1
	8
	A

	5
	1
	12
	A

	6
	1
	16
	A

	7
	1
	24
	A

	8
	2
	24
	A, B

	9
	4
	24
	A, B

	10
	8
	24
	A, B

	11
	16
	24
	A, B

	12
	32
	24
	A, B

	13
	64
	24
	A, B

	14
	128
	24
	A, B

	15
	256
	24
	A, B


Table 9.1.21.23-2: Downlink channel quality measurement report mapping of DL channel quality reporting with 2-bit
	Reported value
	NPDCCH repetition level

	candidateRep-1
	Rmax/8 (NOTE 1)

	candidateRep-2
	Rmax/4 (NOTE 2)

	candidateRep-3
	Rmax (NOTE 3)

	candidateRep-4
	4×Rmax (NOTE 4)

	NOTE 1:	When Rmax is less than 8, set candidateRep-1 to 1.
NOTE 2:	When Rmax is less than 4, set candidateRep-2 to 1.
NOTE 3:	When Rmax is 1, set candidateRep-3 to 2.
NOTE 4:	When Rmax is more than 64, set candidateRep-4 to 256.
NOTE 5:	MPDCCH Aggregation level is assumed as 24.



<End of Change 1>



