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Introduction
During the last meeting, RAN4 RRM session made the following agreement [1]
	RAN4 agrees to define IAB RRM requirements based on the following table.

	Requirements
	Comments
	Is requirement needed? 
 

	Cell reselection
	· Intra-frequency
· Inter-frequency
	No

	Handover
	 
	FFS

	RRC Connection Mobility Control
	· RRC re-establishment
· Random access
· RRC release with redirection
	Yes 
 

	SCell activation/deactivation delays
	 
	No 

	Interruptions related to SCells addition, release, activation, deactivation
	Interruptions on serving cells due to any of the addition, release, activation, or deactivation procedures 
 
	No 

	PSCell addition/release delays
	 
	No 

	Active BWP switching
	· Interruptions at active BWP switching
· Active BWP switching delay
	No 
 

	TCI switching
	TCI switching delay
	FFS




	Requirements
	Comments
	Is requirement needed? 
 

	RLM
	Requirements for RLM, e.g., based on SSB, CSI-RS or both 
	FFS

	Link recovery procedures
	Requirements for SSB-based and CSI-RS based BFD and CBD
	FFS

	Measurements requirements (time duration, number of cells, etc.) 
	 
	FFS

	Measurement accuracy requirements
	 
	FFS

	MT timing related requirements
	· MT transmit timing (Te and Tq)
· Timing Advance
	Yes  

	
	· MRTD
· MTTD
	FFS

	Switching time between MT and DU
	---
	TBD in RAN4 RF session

	DU timing related requirements
	· 3 us requirement
	Yes

	
	
	FFS

	
	· T_delta command
	








This contribution focuses on the detailed requirements regarding RRC connection mobility control for IAB nodes.
Discussion
RAN4 already agreed to support 3 us cell phase synchronization accuracy requirement for IAB nodes. This requirement can be simply captured by using the term ‘IAB DU’ instead of ‘BS’ in the text corresponding to section of 7.4.2 of 38.133.
The corresponding text proposal is shown below.
---------  TP starts -------------------
[bookmark: _Toc5952605]7.4.2	Minimum requirements
The cell phase synchronization accuracy measured at BS and IAB DU antenna connectors shall be better than 3 µs.
---------  TP starts -------------------



Conclusion
Proposal 1: RAN4 uses the following TP to capture the 3 us cell phase synchronization accuracy in IAB networks.
---------  TP starts -------------------
7.4.2	Minimum requirements
The cell phase synchronization accuracy measured at BS and IAB DU antenna connectors shall be better than 3 µs.
---------  TP starts -------------------
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