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1 Introduction

RAN4 received an LS in [1] from RAN2, where RAN4 is asked whether there is an issue with allowing direct SCell activation in RRC resume before the UE sends early measurement results.
In this contribution we discuss and suggest a response to RAN2.

2 Discussion
According to [1], the UE in RRC_INACTIVE can report early measurements not before the RRC resume complete message, i.e., after the RRC resume message in which the network can configure an SCell to the activated or deactivated state.
To activate an SCell, the network does not need the early measurement results from the UE, so sending such a request from the network point of view is feasible. The advantage with RAN2 approach is that the network sends the activation/deactivation command with the unnecessary delay, the SCell can be activated with a default configuration (e.g., active TCI state) which can be changed later upon the need.
From the UE side, the UE receives the activation/deactivation request, performs the corresponding actions, and ensures that the activation/deactivation is complete by the time specified in the requirements, which may or may not happen before the UE sends the RRC resume complete message to the network (depends on the requirements). 
In fact, the UE can send the RRC resume complete message as soon as the UE:

· Has processed the RRC resume (with SCell) message from the network which should not take longer than 16 ms (section 12 , 38.331), and
· Has a valid grant UL grant, otherwise as soon as it gets a valid UL grant.

The applicable requirements for SCell activation here are the same as for direct SCell activation at RRC reconfiguration.

· Proposal 1: The applicable SCell activation requirements for the case described in [1] are the same as for direct SCell activation at RRC reconfiguration.
· Proposal 2: There is no issue with allowing the direct SCell activation before early measurement reporting from the UE.
Based on the above discussion, a draft LS is provided in [2].
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