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1 Introduction
In the RAN4#92bis a WF [1] on how to capture eh system parameters in section 5 was approved.
The open issues in that WF were discussed in [1] and the background for the decisions is captured in this text proposal to the technical report.
Note the intention of the text in the technical report is not to capture the specification requirements but the background as to why they were chosen.
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Text proposal
Text proposal to TR 38.xxx v0.1.0
<START OF CHANGE>
[bookmark: _Toc22280581]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[x]	3GPP TR 38.104: “NR;Base Station (BS) radio transmission and reception”
<NEXT CHANGE>
[bookmark: _Toc22280592]5  Operating band and channel arrangement 
[bookmark: _Toc22280593]5.1	General
<Text will be added>
[bookmark: _Toc22280594]The Frequency range definitions for IAB will be the same as for the NR BS in TS 38.104 [x].
5.2	Operating bands
<Text will be added>
Operating bands will be added to the IAB specification as they are approved, no bands are precluded at this stage and can be added based on consensus. Currently the FR1 bands n41 and n79 from TS 38.104 [x] and all Rel-15 FR2 bands shown in table 5.2-1 are to be included in the IAB specification.
Table 5.2-1: NR operating bands in FR2
	NR operating band
	Uplink (UL) and Downlink (DL) operating band
BS transmit/receive
UE transmit/receive
FUL,low   –  FUL,high
FDL,low   –  FDL,high
	Duplex mode

	n257
	26500 MHz – 29500 MHz
	TDD

	n258
	24250 MHz – 27500 MHz
	TDD

	n260
	37000 MHz – 40000 MHz
	TDD

	n261
	27500 MHz – 28350 MHz
	TDD



[bookmark: _Toc22280595]5.3	Channel bandwidth
<Text will be added>

[bookmark: _Toc22280596]5.4	Channel arrangement 
<Text will be added>
<END OF CHANGE>

