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1. Introduction
TP for TP for TR 36.716-04-01 v070 to align band 7 BW values for CA_1-3-7-28 configurations.
[bookmark: _Toc443593759][bookmark: _Toc460338137][bookmark: _Toc492043890][bookmark: _Toc492044144][bookmark: _Toc494295307]2. Text Proposal
---Start of changes---
[bookmark: _Toc23422481]5.20	CA_1-3-7-28
[bookmark: _Toc23422482]5.20.1	Channel bandwidths per operating band for CA
Table 5.20.1-1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations 
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_1A-1A-3A-7A-28A
	-
	1
	See CA_1A-1A Bandwidth Combination Set 0 in Table 5.6A.1-3
	100
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-1A-3A-7C-28A
	CA_7C
	1
	See CA_1A-1A Bandwidth Combination Set 0 in Table 5.6A.1-3
	120
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	7
	See CA_7C Bandwidth combination set 2 in Table 5.6A.1-1 
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-1A-3C-7A-28A
	CA_3C
	1
	See CA_1A-1A Bandwidth Combination Set 0 in Table 5.6A.1-3
	120
	0

	
	
	3
	See CA_3C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-1A-3C-7C-28A
	CA_3C
CA_7C
	1
	See CA_1A-1A Bandwidth Combination Set 0 in Table 5.6A.1-3
	140
	0

	
	
	3
	See CA_3C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	
	
	7
	See CA_7C Bandwidth combination set 2 in Table 5.6A.1-1
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-3A-3A-7A-28A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	3
	See CA_3A-3A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-3A-3A-7C-28A
	CA_7C
	1
	
	
	Yes
	Yes
	Yes
	Yes
	120
	0

	
	
	3
	See CA_3A-3A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	
	
	7
	See CA_7C Bandwidth combination set 2 in Table 5.6A.1-1
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-1A-3A-3A-7A-28A
	-
	1
	See CA_1A-1A Bandwidth Combination Set 0 in Table 5.6A.1-3
	120
	0

	
	
	3
	See CA_3A-3A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-1A-3A-3A-7C-28A
	CA_7C
	1
	See CA_1A-1A Bandwidth Combination Set 0 in Table 5.6A.1-3
	140
	0

	
	
	3
	See CA_3A-3A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	
	
	7
	See CA_7C Bandwidth combination set 2 in Table 5.6A.1-1
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	




[bookmark: _Toc23422483]5.20.2		ΔTIB,c and ΔRIB,c values
The ΔTIB,c and ΔRIB,c values for three band CA_1-3-7-28 are covered in TS 36.101 Table 6.2.5-4 (four bands) for ΔTIB,c  and Table 7.3.1-1C (four bands) for ΔRIB,c.
[bookmark: _Toc23422484]5.20.3	REFSENS requirements
Reference sensitivity requirements follow those already specified for CA_1A-3A-7A-28A in TS 36.101.
---End of changes---
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