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<< start of changes  >>
<< Unchanged sections omitted >>
[bookmark: _Toc21344187][bookmark: _Toc29801671][bookmark: _Toc29802095][bookmark: _Toc29802720]5.2A	Operating bands for CA
[bookmark: _Toc21344188][bookmark: _Toc29801672][bookmark: _Toc29802096][bookmark: _Toc29802721]5.2A.0	General
[bookmark: _Toc21344189]CA operating bands including Band n90 are defined by the corresponding CA operating bands including Band n41 with Band n90 replacing Band n41. For brevity the said CA operating bands including Band n90 are not listed in the tables below but are covered by this specification.
[bookmark: _Toc29801673][bookmark: _Toc29802097][bookmark: _Toc29802722]5.2A.1	Intra-band CA
NR intra-band carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.1-1 and Table 5.2A.1-2, where all operating bands are within FR1.
Table 5.2A.1-1: Intra-band contiguous CA operating bands in FR1
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n1
	n1

	CA_n7
	n7

	CA_n40
	n40

	CA_n411
	n41

	CA_n48
	n48

	CA_n66
	n66

	CA_n71
	n71

	CA_n771
	n77

	CA_n781
	n78

	CA_n791
	n79

	NOTE 1:	The minimum requirements only apply for non simultaneous Tx/Rx between all carriers.



Table 5.2A.1-2: Intra-band non-contiguous CA operating bands in FR1
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n3(2A)
	n3

	CA_n7(2A)
	n7

	CA_n25(2A)
	n25

	CA_n41-n41(2A)1
	n41

	CA_n48-n48(2A)1
	n48

	CA_n66-n66(2A)
	n66

	CA_n77(2A)
	n77

	CA_n78(2A)
	n78

	NOTE 1:	The minimum requirements only apply for non simultaneous Tx/Rx between all carriers.
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<< End of changes >>



