3GPP TSG-RAN WG4 Meeting #94-e                             R4-2000646
Online, 24 Feb. – 6 Mar., 2020
Title:
LS on inter-frequency measurement requirement without MG

Response to:


Release:
Rel-16

Work Item:
NR_RRM_enh-Core

Source:
RAN WG4

To:
RAN WG2

Cc:
RAN WG1
Contact Person:


Name:
ZHANG Xiaoran

E-mail Address:
zhangxiaoran@huawei.com

Attachments:
None
1. Overall Description:

RAN4 agreed to introduce inter-frequency measurement requirement without MG in Rel-16 NR RRM requirements enhancement WI. RAN4 made the following agreements in recent meetings: 

· The UE can perform inter-frequency SSB based measurements without measurement gaps if
· the SSB is completely contained in the active BWP of the UE.
· Synchronization is always assumed when UE performs inter-frequency measurement without gap on a TDD carrier, which means When UE performs inter-frequency measurement without measurement gaps in a TDD band, the UE assumes SFN and frame boundary alignment across serving cell and inter-frequency neighbor cells, and UE may use the timing of serving cell to derive the SSB index of inter-frequency neighbour cells.
2. To RAN WG2 group. 

ACTION: 
RAN4 respectfully asks RAN2 to take the above agreements into consideration and make corresponding changes in specifications.
3. Date of Next TSG-RAN WG4 Meetings:
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