

	
3GPP RAN WG4 Meeting #94-e                                                                        R4-2000943
Online, 24th February – 6th March 2020
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.133
	CR
	0473
	Rev
	
	Current version:
	[bookmark: _GoBack]16.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	CR of NR V2X RRM(introduction & reliability of GNSS signal) 

	
	

	Source to WG:
	LG Electronics

	Source to TSG:
	RAN4

	
	

	Work item code:
	5G_V2X_NRSL-Core
	
	Date:
	2020-02-12

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	Add 12.1 Introduction and 12.8 Reliability of GNSS signal for NR V2X RRM requirements based on the endorsed draft CR(R4-1915921).


	
	

	Summary of change:
	Add 12.1 Introduction and 12.8 Reliability of GNSS signal

	
	

	Consequences if not approved:
	Miss introduction and reliability of GNSS signal in NR V2X RRM requirements

	
	

	Clauses affected:
	12, 12.1, 12.8

	
	

	
	Y
	N
	
	

	Other specs
	
	
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc5952606]< START OF CHANGE #1 >
12	V2X Requirements
12.1	Introduction
This section contains the requirements for the UE capable of V2X sidelink communication when the UE is out of coverage on the carrier used for V2X sidelink operation, as defined in [1]. The requirements apply when the UE is:
-	in any cell selection state, or,
-    configured for V2X SL operation on a V2X carrier which is dedicated to only V2X SL operation and configured with only a PCell on WAN carrier.
Note:	Any cell selection state refers to a UE that is out of network coverage and is not associated with a serving cell on any carrier [1].
Note:	When a UE in RRC_CONNECTED state is performing transmissions and/or reception for V2X sidelink communication, the UE shall meet all the requirements specified in Section 9 assuming that UE has a dedicated RX/TX chain for V2X sidelink communication. Otherwise, the UE may interrup the V2X sidelink communication in order to meet the measurement requirements specified in Section 9.
< END OF CHANGE #1 >

< START OF CHANGE #2 >
12.8	Reliability of GNSS signal
This clause contains requirements regarding reliability of GNSS signal for the UE capable of  V2X sidelink communication under the following additional condition:
-	The UE is configured or pre-configured with parameters for enabling the UE to acquire the GNSS synchronization.
If UE considers GNSS is a reliable synchronization reference, the UE shall meet timing accuracy requirement as specified in 12.2 and frequency accuracy requirement as specified in [6.4E] of TS38.101-1. [Otherwise, the UE shall be capable to select another synchronization reference source.]

< END OF CHANGE #2 >

