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1. Introduction

The core requirements for SRVCC were completed at RAN4#93meeting. The core part of SRVCC is completed. This paper discusses the performance part for SRVCC.
2. Discussion
The following core requirements are specified for SRVCC:
- Measurement gap applicability
- Measurement capability
- UMTS inter-RAT measurement requirements
-CSSF value calculation
-inter-RAT handover to UMTS

The measurement capability focus on the supported frequency layer number when SRVCC is introduced. Generally no test case is specified to verify this. The inter-RAT UMTS measurement uses measurement gap, then gap pattern #0 or #1 is configured. Implicitly the measurement gap applicability is verified as well. For CSSF, there is only one inter-frequency layer in the existing inter-frequency measurement test case, the CSSF scheme is not verified in order to reduce the test complexity. According this rule, the CCSF will not be introduced in inter-RAT UMTS test cases. 
The R16 SRVCC WID only support the measurement from NR to UMTS, and the opposite direction(from UMTS to NR) is not supported. 
Based on the discussion, the following three test cases shall be specified for SRVCC,
-NR − UTRAN FDD measurements when non-DRX is used

-NR − UTRAN FDD measurements when DRX is used

- Inter-RAT handover from NR to UTRAN
Proposal 1: The following three test cases shall be specified for SRVCC.
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3. Conclusions

This contribution provides the discussion on the SRVCC test cases. The proposal is provided as below:
Proposal 1: The following three test cases shall be specified for SRVCC,
-NR − UTRAN FDD measurements when non-DRX is used

-NR − UTRAN FDD measurements when DRX is used

- Inter-RAT handover from NR to UTRAN
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