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1. [bookmark: OLE_LINK13][bookmark: OLE_LINK14]Introduction
After RAN4#92bis the IAB TR [1] is email approved. Section 2 provides text proposal on 9 Radiated transmit power for the IAB TR 38.xxx (Integrated access and backhaul radio transmission and reception).
2. Text Proposal

--------------------------------------------------Start of TP------------------------------------------------------
[bookmark: _Toc13080329][bookmark: _Toc18916183][bookmark: _Toc25739813]9.2	Radiated transmit power
Detailed structure of the subclause is TBD.
IAB DU and IAB MT will operate in TDM mode so radiated power will be relevant to either IAB DU or IAB MT at one time. For IAB DU and MT operate the FDM/SDM mode, the total radiated power shall not exceed the maximum declared IAB DU and IAB MT power, therefore, the radiated transmit power of simultaneous transmission of IAB MT and IAB DU will not be defined.
IAB MT radiated power is defined as the same as IAB DU. The minimum requirements for radiated transmit power for IAB MT, are placed on one or more manufacturer declared beam(s) over a declared OTA peak direction set. OTA requirements for IAB MT output power are defined for directional EIRP requirements as radiated transmit power requirements and for TRP requirements as OTA base station output power. 

--------------------------------------------------End of TP------------------------------------------------------
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