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1 Introduction
This TP introduces the following LTE inter-band CA for 3 bands DL with 1 band UL for the CA bands CA_2-7-26.
· CA_2A-7A-26A-BCS0
2 [bookmark: _Hlk31637762]Discussion



Since the revised WID has 20 MHz channel bandwidth which is undefined for band 26, it shall be updated to remove 20MHz. A proposed WID update and TP to the TR 36.716-02-01 is provided in the following.



Required revions to WID revision: Rel-16 LTE inter-band CA for 3 bands DL with 1 band UL (RP-192811).
**************************** Start of changes ********************************************
	CA configuration
	Uplink Configuration
	BCS
	contact
name, company
	contact
email
	other supporting companies
(min. 3)
	status
(new, ongoing, completed, stopped)
	supported next level fallback modes
(in DL and UL)

	CA_2A-7A-66A26A
	-
	0
	Marc Grant, AT&T
	marc.grant@att.com
	Ericsson, Nokia, ,
	On-going
	DL_2A-7A_1UL_BCS0 (complete)
[bookmark: OLE_LINK377][bookmark: OLE_LINK378]DL_2A7A-26A_1UL_BCS0
DL_2A-66A_1UL_BCS0 (complete)



**************************** Next changes ********************************************

	E-UTRA CA configuration / Bandwidth combination set

	

	E-UTRA CA Configuration
	Uplink CA configurations 
	E-UTRA Bands
	1.4
	3
	5
	10
	15
	20
	Maximum aggregated bandwidth
	Bandwidth combination set

	
	
	
	MHz
	MHz
	MHz
	MHz
	MHz
	MHz
	[MHz]
	

	CA_2A-7A-66A26A
	-
	2
	
	Yes
	Yes
	Yes
	Yes
	Yes
	6055
	0

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	6626
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	



**************************** End of changes ********************************************


TP to TR 36.716-03-01
**************************** Start of changes ********************************************
[bookmark: _Toc441567147][bookmark: _Toc445389379][bookmark: _Toc445389512][bookmark: _Toc445884643][bookmark: _Toc445884790][bookmark: _Toc449191972][bookmark: _Toc449197321][bookmark: _Toc449197756][bookmark: _Toc449198242][bookmark: _Toc457313289][bookmark: _Toc457313643][bookmark: _Toc462238133][bookmark: _Toc462239287][bookmark: _Toc462304967][bookmark: _Toc465262378][bookmark: _Toc465263353][bookmark: _Toc473107845][bookmark: _Toc477862070][bookmark: _Toc480650267][bookmark: _Toc480651248][bookmark: _Toc449192176][bookmark: _Toc449197525][bookmark: _Toc449197960][bookmark: _Toc449198445][bookmark: _Toc457313505][bookmark: _Toc457313859][bookmark: _Toc462238345][bookmark: _Toc462239499][bookmark: _Toc462305179][bookmark: _Toc465262591][bookmark: _Toc465263566][bookmark: _Toc473108058][bookmark: _Toc477862297][bookmark: _Toc480650495][bookmark: _Toc480651476]5.X	CA_2-7-26
[bookmark: _Toc441567149][bookmark: _Toc445389381][bookmark: _Toc445389514][bookmark: _Toc445884645][bookmark: _Toc445884792][bookmark: _Toc449191974][bookmark: _Toc449197323][bookmark: _Toc449197758][bookmark: _Toc449198244][bookmark: _Toc457313291][bookmark: _Toc457313645][bookmark: _Toc462238135][bookmark: _Toc462239289][bookmark: _Toc462304969][bookmark: _Toc465262380][bookmark: _Toc465263355][bookmark: _Toc473107847][bookmark: _Toc477862072][bookmark: _Toc480650269][bookmark: _Toc480651250]5.X.1	Channel bandwidths per operating band for CA
Table 5.X.1-1: Supported E-UTRA bandwidths per CA configuration for 3-band DL inter-band CA
	[bookmark: _Toc426544463]CA operating / Channel bandwidth

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth Combination Set

	CA_2A-7A-26A
	2
	
	Yes
	Yes
	Yes
	Yes
	Yes
	55
	0

	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	26
	
	Yes
	Yes
	Yes
	Yes
	
	
	



[bookmark: _Toc441567150][bookmark: _Toc445389382][bookmark: _Toc445389515][bookmark: _Toc445884646][bookmark: _Toc445884793][bookmark: _Toc449191975][bookmark: _Toc449197324][bookmark: _Toc449197759][bookmark: _Toc449198245][bookmark: _Toc457313292][bookmark: _Toc457313646][bookmark: _Toc462238136][bookmark: _Toc462239290][bookmark: _Toc462304970][bookmark: _Toc465262381][bookmark: _Toc465263356][bookmark: _Toc473107848][bookmark: _Toc477862073][bookmark: _Toc480650270][bookmark: _Toc480651251]5.X.2	∆TIB and ∆RIB values
The ∆TIB and ∆RIB values of CA_2-7-26 is proposed to be based on the high-low band diplexer combining CA_2-7 quadplexer and band 26 chain.
Table 5.X.2-1: ΔTIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB]

	CA_2-7-26
	2
	0.5

	
	7
	0.5

	
	26
	0.3



Table 5.X.2-2: ΔRIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c  [dB]

	CA_2-7-26
	2
	0

	
	7
	0

	
	26
	0



[bookmark: _Toc494326594]5.X.3	REFSENS requirements
There is no REFSENS exception for CA_2A-7A-26A.

**************************** End of changes ********************************************

