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1	Introduction
This is a TP into TR 37.716-11-11 to add DC_71A_n48A
=================================== Start of TP ===================================
[bookmark: _GoBack]6.1.x	DC_71_n48
[bookmark: _Toc494295561][bookmark: _Toc495923661][bookmark: _Toc500344914][bookmark: _Toc507677787][bookmark: _Toc512349565]6.1.x.1	Operating bands for DC
Table 6.1.x.1-1: DC band combination of 1 LTE band + 1 NR band
	EN-DC band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_71_n48
	71
	n48
	



[bookmark: _Toc494295562][bookmark: _Toc495923662][bookmark: _Toc500344915][bookmark: _Toc507677788][bookmark: _Toc512349566]6.1.x.2	Configuration for DC
Table 6.x.2.2-1:  Inter-band EN-DC configurations of 1 LTE band + 1 NR band
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_71A_n48A
	DC_71A_n48A
	71A
	n48A



[bookmark: _Toc520808396]6.1.x.3	Maximum output power for DC
Table 6.1.x.3-1: Maximum output power for inter-band EN-DC of 1 LTE band + 1 NR band
	DC configuration
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_71A_n48A
	23
	+2/-3



[bookmark: _Toc520808397]6.1.x.4	Spurious emission band UE co-existence for DC
Table 6.1.x.4-1: Spurious emissions for inter-band EN-DC of 1 LTE band + 1 NR band
	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_71A_n48A
	E-UTRA Band 2, 4, 5, 12, 13, 14, 17, 24, 25, 26, 29, 30, 41, 50, 51, 66, 70, 71, 74, 85
	FDL_low 
	-
	FDL_high
	-50
	1
	



[bookmark: _Toc494295563][bookmark: _Toc495923663][bookmark: _Toc500344916][bookmark: _Toc507677789][bookmark: _Toc512349567]6.1.x.5	MSD analysis for DC
For 2UL/2DL UE coexistence study 2nd, 3rd, 4th and 5th order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 6.1.x.5-1.
3rd order harmonic of bands 71 interferes DL of bands 2/n2, 25/n25,34/n34, n36 and 70/n70.
4th order harmonic of bands 71 interferes DL of bands 7/n7, 41/n41 and n90.
5th order harmonic of bands 71 interferes DL of bands 42, 52, n77 and n78.
3rd order IMD products may fall into Rx frequencies of bands 1/n1, 4, 10, 23, 30/n30, 40/n40, 65/n65, 66/n66 and 79.
4th order IMD products may fall into Rx frequencies of bands 11, 21, 24, 32, 45, 46, 47, 50/n50, 74/n74, 75/n75, n92 and n94.
5th order IMD products may fall into Rx frequencies of bands 5/n5, 6, 8/n8, 14/n14, 18/n18, 19, 20/n20, 26, 27, 28/n28, 44, 46, 68 and 252.

Table 6.1.x.5-1: Harmonic and IMD analysis
	[bookmark: _Toc460338151]UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	663
	698
	3550
	3700

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1326
	1396
	7100
	7400

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	1989
	2094
	10650
	11100

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	2652
	2792
	14200
	14800

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	3315
	3490
	17750
	18500

	Two tone 2nd order IMD products
	|fy_low - fx_high|
	|fy_high - fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2852
	3037
	4213
	4398

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2374
	2154
	6402
	6737

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4876
	5096
	7763
	8098

	Two-tone 4th order IMD products
	|3*fx_low - fy_high|
	|3*fx_high - fy_low|
	|3*fy_low - fx_high|
	|3*fy_high - fx_low|

	IMD frequency limits (MHz)
	1711
	1456
	9952
	10437

	Two-tone 4th order IMD products
	|3*fx_low + fy_low|
	|3*fx_high + fy_high|
	|3*fy_low + fx_low|
	|3*fy_high + fx_high|

	IMD frequency limits (MHz)
	5539
	5794
	11313
	11798

	Two-tone 4th order IMD products
	|2*fx_low - 2*fy_high|
	|2*fx_high - 2*fy_low|
	|2*fx_low + 2*fy_low|
	|2*fx_high + 2*fy_high|

	IMD frequency limits (MHz)
	6074
	5704
	8426
	8796

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high| 
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	14137
	13502
	758
	1048

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	14863
	15498
	6202
	6492

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	9774
	9254
	5006
	5411

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11976
	12496
	9089
	9494



6.1.x.6	∆TIB and ∆RIB values
For DC_71_n48, the TIB,c and RIB,c values are given in the tables below.

Table 6.1.x.6-1: ΔTIB,c
	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_71_n48
	71
	0.3

	
	N48
	0.3



Table 6.1.x.6-2: ΔRIB,c
	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	ΔRIB,c [dB]

	DC_71_n48
	71
	0

	
	N48
	0



6.1.x.7	Self-interference analysis
Based on the co-existence studies for DC_71_n48 in 6.1.x.5, there is no self-interference.
=================================== End of TP ===================================
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