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[bookmark: _Toc19201][bookmark: _Toc6033][bookmark: _Toc17336][bookmark: _Toc16758][bookmark: _Toc5038][bookmark: _Toc10103][bookmark: _Toc497395449][bookmark: _Toc478463326][bookmark: _Toc16090][bookmark: _Toc788][bookmark: _Toc28897]--------------Start of text change-------------
[bookmark: _Toc29811533][bookmark: _Toc29811082][bookmark: _Toc13079594][bookmark: _Toc13079794][bookmark: _Toc29811282][bookmark: _Toc29811733]5.3A	BS channel bandwidth for CA
[bookmark: _Toc29811083][bookmark: _Toc29811534][bookmark: _Toc13079595]5.3A.1	Transmission bandwidth configuration for CA
[bookmark: OLE_LINK5]For carrier aggregation, the transmission bandwidth configuration is defined per component carrier and the requirement is specified in clause 5.3.2.
[bookmark: _Toc29811535][bookmark: _Toc29811084][bookmark: _Toc13079596]5.3A.2	Minimum guardband and transmission bandwidth configuration for CA
For intra-band contiguous carrier aggregation, Aggregated BS Channel Bandwidth and Guard Bands are defined as follows, see Figure 5.3A.2-1.
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Figure 5.3A.2-1: Definition of Aggregated BS Channel Bandwidth for intra-band carrier aggregation
The aggregated BS Channel Bandwidth, BWChannel_CA, is defined as
	BWChannel_CA = Fedge,high - Fedge,low (MHz)
The lower bandwidth edge Fedge, low and the upper bandwidth edge Fedge,high of the aggregated BS channel bandwidth are used as frequency reference points for transmitter and receiver requirements and are defined by
	Fedge,low = FC,low - Foffset,low
	Fedge,high = FC,high + Foffset,high
The lower and upper frequency offsets depend on the transmission bandwidth configurations of the lowest and highest assigned edge component carrier and are defined as
Foffset,low = (NRB,low*12 + 1)*SCSlow/2 + BWGB,low (MHz)
Foffset,high = (NRB,high*12 - 1)*SCShigh/2 + BWGB,high (MHz)
BWGB, low and BWGB, high are the minimum guard band defined in clause 5.3.3 for lowest and highest assigned component carrier, while NRB,low and NRB,high are the transmission bandwidth configurations according to Table 5.3.2-1 or Table 5.3.2-2 for the lowest and highest assigned component carrier, SCSlow and SCShigh are the sub-carrier spacing for the lowest and highest assigned component carrier respectively.
For intra-band non-contiguous carrier aggregation sub-block bandwidth and sub-block edges are defined as follows, see figure 5.3A.2-2.
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Figure 5.3A.2-2: Definition of sub-block bandwidth for intra-band non-contiguous spectrum
The lower sub-block edge of the sub-block bandwidth (BWChannel,block) is defined as follows:
	Fedge,block, low = FC,block,low - Foffset,low
The upper sub-block edge of the sub-block bandwidth is defined as follows:
	Fedge,block,high = FC,block,high + Foffset,high
The sub-block bandwidth, BWChannel,block, is defined as follows:
	BWChannel,block = Fedge,block,high - Fedge,block,low (MHz)
The lower and upper frequency offsets Foffset,block,low and Foffset,block,high depend on the transmission bandwidth configurations of the lowest and highest assigned edge component carriers within a sub-block and are defined as
	Foffset,block,low =  (NRB,low*12 + 1)*SCSlow/2 + BWGB,low (MHz)
	Foffset,block,high =  (NRB,high*12 - 1)*SCShigh/2 + BWGB,high (MHz)
where NRB,low and NRB,high are the transmission bandwidth configurations according to Table 5.3.2-1 or Table 5.3.2-2 for the lowest and highest assigned component carrier within a sub-block, respectively. SCSlow and SCShigh are the sub-carrier spacing for the lowest and highest assigned component carrier within a sub-block, respectively. BWGB,low and BWGB,high are the minimum guard band defined in clause 5.3.3 for the lowest and highest assigned component carrier respectively.
The sub-block gap size between two consecutive sub-blocks Wgap is defined as follows:
	Wgap = Fedge,block n+1,low - Fedge,block n,high (MHz)
--------------Start of next change-------------

9.4.3	OTA total power dynamic range
[bookmark: _Toc13079795][bookmark: _Toc29811734][bookmark: _Toc29811283]9.4.3.1	General
The OTA total power dynamic range is the difference between the maximum and the minimum transmit power of an OFDM symbol for a specified reference condition.
This requirement shall apply at each RIB supporting transmission in the operating band.
[bookmark: _Hlk528437478]NOTE 1:	The upper limit of the OTA total power dynamic range is the BS maximum carrier EIRP (Pmax,c,EIRP) when transmitting on all RBs. The lower limit of the OTA total power dynamic range is the average EIRP for single RB transmission in the same direction using the same beam. The OFDM symbol carries PDSCH and not contain RS or SSB.
[bookmark: _Toc29811735][bookmark: _Toc13079796][bookmark: _Toc29811284]9.4.3.2	Minimum requirement for BS type 1-O
OTA total power dynamic range minimum requirement for BS type 1-O is specified such as for each NR carrier it shall be larger than or equal to the levels specified for the conducted requirement for BS type 1-C and BS type 1-H in table 6.3.3.2-1.
[bookmark: _Toc29811736][bookmark: _Toc29811285][bookmark: _Toc13079797]9.4.3.3	Minimum requirement for BS type 2-O
OTA total power dynamic range minimum requirement for BS type 2-O is specified such as for each NR carrier it shall be larger than or equal to the levels specified in table 9.4.3.3-1.
Table 9.4.3.3-1: Minimum requirement for BS type 2-O total power dynamic range
	SCS (kHz)
	OTA total power dynamic range (dB)

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	60
	18.1
	21.2
	24.2
	N/A

	120
	15.0
	18.1
	21.2
	24.2



--------------Start of next change-------------
[bookmark: _Toc29811821][bookmark: _Toc13079881][bookmark: _Toc29811370]10.6	OTA out-of-band blocking
[bookmark: _Toc13079882][bookmark: _Toc29811822][bookmark: _Toc29811371]10.6.1	General
The OTA out-of-band blocking characteristics are a measure of the receiver unit ability to receive a wanted signal at the RIB at its assigned channel in the presence of an unwanted interferer.
[bookmark: _Toc29811823][bookmark: _Toc13079883][bookmark: _Toc29811372]10.6.2	Minimum requirement for BS type 1-O
[bookmark: _Toc13079884][bookmark: _Toc29811373][bookmark: _Toc29811824]10.6.2.1	General minimum requirement
The requirement shall apply at the RIB when the AoA of the incident wave of the received signal and the interfering signal are from the same direction and are within the minSENS RoAoA.
The wanted signal applies to each supported polarization, under the assumption of polarization match. The interferer shall be polarization matched in-band and the polarization maintained for out-of-band frequencies.
For OTA wanted and OTA interfering signals provided at the RIB using the parameters in table 10.6.2.1-1, the following requirements shall be met:
-	The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel. The reference measurement channel for the OTA wanted signal is identified in clause 10.3.2 for each BS channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
For a multi-band RIB, the OTA out-of-band requirement shall apply for each supported operating band, with the exception that the in-band blocking frequency ranges of all supported operating bands according to clause 7.4.2.2 shall be excluded from the OTA out‑of‑band blocking requirement.
For BS type 1-O the OTA out-of-band blocking requirement apply from 30 MHz to FUL,low - ΔfOOB and from FUL,high + ΔfOOB up to 12750 MHz, including the downlink frequency range of the FDD operating band for BS supporting FDD. The ΔfOOB for BS type 1-O is defined in table 10.5.2.2-0.
Table 10.6.2.1-1: OTA out-of-band blocking performance requirement
	Wanted signal mean power (dBm)
	Interfering signal RMS field-strength (V/m)
	Type of interfering Signal

	EISminSENS + 6 dB
 (Note 1)
	0.36
	CW carrier

	NOTE 1:	EISminSENS depends on the channel bandwidth as specified in clause 910.2.

NOTE 2:	The RMS field-strength level in V/m is related to the interferer EIRP level at a distance described as , where EIRP is in W and r is in m; for example, 0.36 V/m is equivalent to 36 dBm at fixed distance of 30 m.


[bookmark: _Toc29811825][bookmark: _Toc29811374][bookmark: _Toc13079885]10.6.2.2	Co-location minimum requirement
This additional OTA out-of-band blocking requirement may be applied for the protection of BS receivers when NR, E‑UTRA BS, UTRA BS, CDMA BS or GSM/EDGE BS operating in a different frequency band are co-located with a BS.
The requirement is a co-location requirement. The interferer power levels are specified at the co-location reference antenna conducted input. The interfering signal power is specified per supported polarization.
The requirement is valid over the minSENS RoAoA.
For OTA wanted and OTA interfering signal provided at the RIB using the parameters in table 10.6.2.1-1, the following requirements shall be met:
-	The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel. The reference measurement channel for the OTA wanted signal is identified in clause 10.3.2 for each BS channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
For BS type 1-O the OTA blocking requirement for co-location with BS in other frequency bands is applied for all operating bands for which co-location protection is provided.
Table 10.6.2.2-1: OTA blocking requirement for co-location with BS in other frequency bands
	Frequency range of interfering signal
	Wanted signal mean power (dBm)
	Interfering signal mean power for WA BS (dBm)
	Interfering signal mean power for MR BS (dBm)
	Interfering signal mean power for LA BS (dBm)
	Type of interfering signal

	Frequency range of co-located downlink operating band
	EISminSENS + 6 dB
 (Note 1)
	+46
	+38
	+24
	CW carrier

	NOTE 1:	EISminSENS depends on the BS class and on the BS channel bandwidth, see clause 10.32.
NOTE 2:	The requirement does not apply when the interfering signal falls within any of the supported uplink operating band(s) or in ΔfOOB immediately outside any of the supported uplink operating band(s).



-------------End of change-------------
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