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1. Introduction
This contribution is a text proposal for TR 37.716-21-21 to include DC_28A_n3A-n77A according to the request in [1].
2. Reference
[1] RP-200080, Revised WID on EN-DC of x bands (x=1, 2, 3, 4) LTE inter-band CA (xDL/1UL) and 2 bands NR inter-band CA (2DL/1UL), LG Electronics.
3. Text Proposal
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[bookmark: _Toc22735628][bookmark: _Toc22819660]6.x.1	Operating bands for DC
Table 6.x.1-1: DC band combination of LTE 1DL/1UL + NR 2DL/1UL
	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_28A_n3A-n77A
	28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	FDD

	
	n3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	n77
	3300 MHz
	–
	4200 MHz
	3300 MHz
	–
	4200 MHz
	TDD



[bookmark: _Toc22735629][bookmark: _Toc22819661]6.x.2	Channel bandwidths per operating band for DC
Table 6.x.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + NR 2DL/1UL 
	
	
	DC operating / channel bandwidth [MHz]

	E-UTRA and NR DC Configuration
	UL Configuration
	E-UTRA and NR Band
	SCS
(kHz)
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	Maximum aggregated bandwidth
[MHz]

	DC_28A_n3A-n77A
	DC_28A_n3A
DC_28A_n77A
	28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	150

	
	
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	n77
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	



[bookmark: _Toc22735630][bookmark: _Toc22819662]6.x.3	Co-existence studies
The 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products for the UE coexistence analysis of DC_28A_n3A-n77A with dual uplink on DC_28A_n3A and DC_28A_n77A were calculated and listed in Table 6.x.3-1 and 6.x.3-2 respectively.
Table 6.x.3-1: Harmonic and IMD analysis for DC_28_n3-n77 with UL on DC_28_n3
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	703
	748
	1710
	1785

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1406
	1496
	3420
	3570

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2109
	2244
	5130
	5355

	Two tone 2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	962
	1082
	2413
	2533

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	214
	379
	2672
	2867

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	3116
	3281
	4123
	4318

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	|3*fy_low – fx_high|
	|3*fy_high – fx_low|

	IMD frequency limits (MHz)
	324
	534
	4382
	4652

	Two-tone 4th order IMD products
	|3*fx_low + fy_low|
	|3*fx_high + fy_high|
	|3*fy_low + fx_low|
	|3*fy_high + fx_high|

	IMD frequency limits (MHz)
	3819
	4029
	5833
	6103

	Two-tone 4th order IMD products
	|2*fx_low – 2*fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low + 2*fy_low|
	|2*fx_high + 2*fy_high|

	IMD frequency limits (MHz)
	1924
	2164
	4826
	5066

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high| 
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	6092
	6437
	1027
	1282

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	7543
	7888
	4522
	4777

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	3634
	3949
	1176
	1461

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	6536
	6851
	5529
	5814



Table 6.x.3-2: Harmonic and IMD analysis for DC_28_n3-n77 with UL on DC_28_n77
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	703
	748
	3300
	4200

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1406
	1496
	6600
	8400

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2109
	2244
	9900
	12600

	Two tone 2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2552
	3497
	4003
	4948

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	1804
	2794
	5852
	7697

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4706
	5696
	7303
	9148

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	|3*fy_low – fx_high|
	|3*fy_high – fx_low|

	IMD frequency limits (MHz)
	1056
	2091
	9152
	11897

	Two-tone 4th order IMD products
	|3*fx_low + fy_low|
	|3*fx_high + fy_high|
	|3*fy_low + fx_low|
	|3*fy_high + fx_high|

	IMD frequency limits (MHz)
	5409
	6444
	10603
	13348

	Two-tone 4th order IMD products
	|2*fx_low – 2*fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low + 2*fy_low|
	|2*fx_high + 2*fy_high|

	IMD frequency limits (MHz)
	5104
	6994
	8006
	9896

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high| 
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	12452
	16097
	308
	1388

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	13903
	17548
	6112
	7192

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	8404
	11194
	4356
	6291

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11306
	14096
	8709
	10644



The coexistence studies of Band28 + Band n3 and Band28 + Band n77 will be captured in the constituent fallback modes. The summary of self-interference issues for the 3rd own receive band are listed below.
Based on Table 6.x.3-1 and Table 6.x.3-2: 
- 3rd, 4th and 5th order IMD generated by dual uplink of Band 28 + Band n3 may also fall into own Rx of band n77, it can reuse the MSD of DC_3A_n28A-n78A
- 3rd and 4th order IMD generated by dual uplink of Band 28 + Band n77 may also fall into own Rx of band n3, it can reuse the MSD for DC_3A-28A-n77A.

[bookmark: _Toc22735631][bookmark: _Toc22819663]6.x.4	∆TIB and ∆RIB values
For DC_28A_n3A-n77A, the TIB,c and RIB,c values can reuse the values of DC_3A-28A_n77A as given in the tables below.
Table 6.x.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_28_n3-n77
	28
	0.5

	
	n3
	0.6

	
	n77
	0.8



Table 6.x.4-2: ΔRIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB,c [dB]

	DC_28_n3-n77
	28
	0.2

	
	n3
	0.2

	
	n77
	0.5



6.x.5	MSD
Table 6.x.5-1 shows the required MSD:
Table 6.x.5-1: MSD exception for Scell due to dual uplink operation for EN-DC_28A_n3A-n77A
	DC bands
	UL DC
	IMD
	UL Fc (MHz)
	UL BW (MHz)
	UL 
RB #
	DL Fc (MHz)
	MSD (dB)

	DC_28A_n3A-n77A
	28
	IMD3
	|2*fB28-fn77|
	735
	5
	25
	790
	N/A

	
	n3
	
	
	1755
	5
	25
	1850
	17.0

	
	n77
	
	
	3320
	10
	52
	3320
	N/A

	
	28
	IMD3
	|fB18 +2*fn3|
	733
	5
	25
	788
	N/A

	
	n3
	
	
	1720
	5
	25
	1815
	

	
	n77
	
	
	4173
	10
	50
	4173
	15.9

	NOTE 1:  This band is subject to IMD4 also which MSD is not specified
NOTE 2:  This band is subject to IMD5 also which MSD is not specified
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