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1. Overall Description:
RAN4 discussed the applicability for SRS-RSRP and CLI-RSSI based on RAN1 LS (R1-2001320). In TS38.133, the requirements for CLI measurements has considered as following:
· The UE capable of performing CLI measurements shall be able to measure SRS-RSRP and CLI-RSSI which defined in TS38.215 within active DL BWP.
· For SRS-RSRP measurements, the requirements apply when the subcarrier spacing for SRS-RSRP measurement resource configuration is the same as the subcarrier spacing of the active DL BWP of serving cell.
· For CLI-RSSI measurements, the subcarrier spacing for CLI-RSSI measurement resource configuration can be same of different from the subcarrier spacing of active BWP.
Additionally, RAN4 has already agreed that no measurement gap is needed for CLI measurement in RAN4#92, and it means that inter-frequency measurements for CLI are not taken into account in RAN4.
Based on above agreements, RAN1 assumptions for applicable CLI measurements (R1-2001320) are valid from RAN4 point of view.

2. Actions:
[bookmark: _GoBack]To RAN1:
ACTION: RAN4 respectfully asks RAN1 to take the above RAN4 confirmation for RAN1 assumptions into consideration for their further work.

3. Date of Next TSG-RAN4 Meetings:	
3GPP RAN4 #95 		25 - 29 May 2020, 		, Online
3GPP RAN4 #98 		24 - 28 August 2020, 		, Toulouse, France
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