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Attachments:


1. Overall Description:

RAN4 has agreed further details on the Rel-16 FR2 MPE enhancement signalling, which is used to mitigate RLF due to sudden and unpredictable large back off caused UE’s actions to ensure compliance with MPE regulation.

In addition to the previous details provided for the Rel-16 FR2 MPE enhancement signalling RAN4 would like to ask RAN2 to take the following additional details into account when developing MAC-CE based signalling for the FR2 MPE enhancements:

· Network configured threshold for P-MPR event-triggered reporting for FR2 MPE is absolute P-MPR threshold 
· P-MPR reporting range and reporting granularity as defined in the following table:
	Reported value
	P-PMR value
	Unit

	P-MPR_0
	1 ≤ P-MPR< 2
	dB

	P-MPR_1
	2 ≤ P-MPR< 3
	dB

	P-MPR _2
	3 ≤ P-MPR< 4
	dB

	P-MPR _3
	4 ≤ P-MPR< 5
	dB

	P-MPR _4
	5 ≤ P-MPR< 6
	dB

	P-MPR _5
	6 ≤ P-MPR< 7
	dB

	P-MPR _6
	7 ≤ P-MPR< 8
	dB

	P-MPR _7
	8 ≤ P-MPR< 9
	dB

	P-MPR _8
	9 ≤ P-MPR< 10
	dB

	P-MPR _9
	10 ≤ P-MPR< 11
	dB

	P-MPR _10
	11 ≤ P-MPR< 12
	dB

	P-MPR _11
	12 ≤ P-MPR< 13
	dB

	P-MPR _12
	13 ≤ P-MPR< 14
	dB

	P-MPR _13
	14 ≤ P-MPR< 15
	dB

	P-MPR _14
	15 ≤ P-MPR< 16
	dB

	P-MPR _16
	16 ≤ P-MPR< 17
	dB

	P-MPR _16
	17 ≤ P-MPR< 18
	dB

	P-MPR _17
	18 ≤ P-MPR< 19
	dB

	P-MPR _18
	19 ≤ P-MPR< 20
	dB

	P-MPR _19
	20 ≤ P-MPR< 21
	dB

	P-MPR _20
	21 ≤ P-MPR< 22
	dB

	P-MPR _21
	22 ≤ P-MPR< 23
	dB

	P-MPR _22
	23 ≤ P-MPR< 24
	dB

	P-MPR _23
	24 ≤ P-MPR< 25
	dB

	P-MPR _24
	25 ≤ P-MPR< 26
	dB

	P-MPR _25
	26 ≤ P-MPR< 27
	dB

	P-MPR _26
	27 ≤ P-MPR< 28
	dB

	P-MPR _27
	28 ≤ P-MPR< 29
	dB

	P-MPR _28
	29 ≤ P-MPR< 30
	dB

	P-MPR _29
	30 ≤ P-MPR< 31
	dB


2. Actions:

To RAN WG2 group.
ACTION: 
RAN4 asks RAN2 group to take the above-mentioned information into account when defining Rel-16 FR2 MPE signalling
3. Date of Next RAN4 Meeting:

3GPP RAN4#95
25th May – 5th June, 2020
e-meeting 

3GPP RAN4#96
24th – 28th August, 2020
Toulouse , France
