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1. Introduction
In RAN4 #94e meeting, one WF on NR-U RRM was approved in [1], and the open issues on cell detection and measurement are as below,
	Issue 7-1: UE behavior upon exceeding the maximum number of DL LBT failures during PSS/SSS detection
· Candidate options:
· Option 1) Behavior is implementation specific
· Option 2) Upon exceeding LPSS/SSS,max, the UE is not required to meet the corresponding intra-frequency PSS/SSS detection requirement.
· Option 3) 
· Upon exceeding the maximum acceptable number of DL LBT failures UE would stop the PSS/SSS detection on the target unlicensed frequency layer, and UE would switch to another carrier for new PSS/SSS detection if this carrier is configured in the MOs.
· RAN4 shall allow UE to stop PSS/SSS detection if UE exceeds the maximum acceptable number of DL LBT failures for PSS/SSS detection on the target carrier and no other MOs are configured from network.

Sub-topic 7-3: UE behaviour in RRC_CONNECTED mode when the serving cell is unavailable for consecutive SSB bursts
· Whether it is necessary to specify a UE behavior in connected mode when the serving cell is unavailable for consecutive SSB bursts.



 
The UE behavior and max number of DL LBT failure is still open by the end of last meeting. In this contribution, we have further analysis on the UE behavior for PSS/SSS detection and serving cell measurement for NR-U.
2. Discussion on PSS/SSS detection for NR-U
In last meeting, we proposed to stop the PSS/SSS detection on target frequency layer if the maximum acceptable number of DL LBT failures is exceeded, in order to address the issue of LBT failure during PSS/SSS detection. As illustrated in figure 1, if multiple MOs are configured and maximum acceptable number of DL LBT failures is exceeded on carrier #1, UE may stop PSS/SSS detection on carrier #1 and switch to carrier #2(in configured MO) for PSS/SSS detection.
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Figure 1. UE behaviour of PSS/SSS detection after maximum acceptable number of DL LBT failure is exceeded when multiple MOs are configured
It’s a very rare case that UE has no other configured MOs either from RRC dedicated signaling or from system information. In case this situation happens, we propose to allow UE stop PSS/SSS detection, and after a certain time period (e.g. T310 timer in RLM) RLF will be triggered and UE will enter the re-establishment procedure.
	· Option 2) Upon exceeding LPSS/SSS,max, the UE is not required to meet the corresponding intra-frequency PSS/SSS detection requirement.
· Option 3) 
· Upon exceeding the maximum acceptable number of DL LBT failures UE would stop the PSS/SSS detection on the target unlicensed frequency layer, and UE would switch to another carrier for new PSS/SSS detection if this carrier is configured in the MOs.
· RAN4 shall allow UE to stop PSS/SSS detection if UE exceeds the maximum acceptable number of DL LBT failures for PSS/SSS detection on the target carrier and no other MOs are configured from network.



As shown in the above table, in last meeting, we received some comments to leave all the UE behavior to implementation but it does not need to capture anything in specification. It would be quite difficult for UE to meet the cell identification requirement if consistent LBT failure happens at network side. In case UE has been configured with multiple layer to monitor/synchronize, the consistent LBT on one layer may also fail UE to meet the identification requirement on other layers. In LTE, we have such test cases of multiple layer monitoring in section A.8.11 in TS36.133, and it will be a big potential issue if similar test cases are also introduced in the future for NR-U. We need to make sure that the CC who has consistent LBT failure will not destroy the cell detection on other CCs, and the delay of other CC detection shall still meet the requirement. To be more specific, if UE needs X SMTCs on one CC for cell detection, and UE is configured with 2 frequency layers and the max number of DL LBT failures during PSS/SSS detection is defined as L; if on CC#1 UE exceed L due to consistent LBT failure, the delay requirement for CC#2 needs to meet requirement of (L+2*X) SMTC rather than “don’t need to meet requirement on the LBT failure CC”.
Based on the options 2), it’s not only about intra-frequency PSS/SSS detection requirement as we discussed above, so we need to consider all the configured frequency layers which may be impacted by the PSS/SSS detection failure on one CC. In order to move forward, we propose that,
Proposal 1: Upon exceeding the maximum acceptable number of DL LBT failures on target unlicensed frequency layer, there are two alternatives acceptable to us:
Option 1: clarify in the spec that UE would stop the PSS/SSS detection on the target unlicensed frequency layer, and UE would switch to another carrier for new PSS/SSS detection if this carrier is configured in the MOs, otherwise allow UE to stop PSS/SSS detection if no other MOs are configured from network.
Option 2: UE is not required to meet concerned intra-frequency PSS/SSS detection requirement and concerned inter-frequency PSS/SSS detection requirement if this target unlicensed frequency layer shares the measurement resource with other configured intra- or inter- frequency layers for measurement. 
3. Discussion on serving cell measurement for NR-U
Upon exceeding the maximum acceptable number of DL LBT failures over the corresponding period of time, the UE has to restart the corresponding procedure, e.g., time index detection and measurements. In our understanding, this rule is applied for both serving and neighbour cell measurement. However, serving cell measurement is a little more special than neighbour cell, i.e. beside the restarting of the measurement, serving cell also need to consider whether it’s necessary to trigger neighbour cell measurement. In serving cell evaluation in IDLE mode, it was agreed in RAN4 #92 that,
	UE shall initiate measurements on neighbour cells indicated by the serving cell if it is unable to measure on the serving cell for at least Mp consecutive number of DRX cycles not available at the UE, where the value of Mp is TBD
UE shall initiate the measurements on neighbour cells of any intra-frequency or inter-frequency if it is unable to measure on serving cell during at least consecutive Mq number of DRX cycles not available at the UE, regardless of any condition of SnonIntraSearchP and SnonIntraSearchQ



Similar as IDLE mode, in RRC_CONNECTED mode, it’s also necessary to consider the mobility impact if LBT failure result into multiple times of restarting serving cell measurements. If UE only wait to resume serving cell measurement from LBT failure, that may cause potential problem on the mobility performance and eventually it may result into RLF. So if UE could smartly initialize the neighbor cell measurement in case LBT failure lasted too long time during serving cell measurement period, it would help UE to handover to a proper neighbor cell before RLF is triggered. 
In last meeting, companies commented that in Connected mode UE is configured with MOs and will do the measurement all the time, however, it’s not true based on the measurement mechanism design. In Measurement configuration, UE will be configured with s-MeasureConfig.
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[image: ]
So UE will perform the non-serving cell measurement when the serving cell signal strength is lower than the s-MeasureConfig, and it is similar as IDLE mode (if UE reach max LBT failure number we require UE to do neighbour cell measurement regardless of the actual serving cell evaluation results or S thresholds). If LBT failure interrupts the serving cell evaluation consistently, we shall also require UE to do neighbour cell measurement regardless of s-MeasureConfig. Compared with IDLE mode, the mobility performance is even more critical to be guaranteed.
Based on the discussion above, for serving cell measurement in RRC_CONNECTED mode, we would like to reuse the similar mechanism of serving cell measurement from IDLE mode, i.e., UE will initiate neighbour cell measurement if it is unable to measure on the serving cell for at least certain consecutive number of SSB bursts. 
Proposal 2: In RRC_CONNECTED mode, UE shall initiate measurements on neighbour cells indicated by the serving cell if it is unable to measure on the serving cell for at least X consecutive number of SSB bursts not available at the UE, where the value of X is TBD.
4. Conclusion
In this contribution, we have further analysis on the UE behavior for PSS/SSS detection and serving cell measurement for NR-U.
Proposal 1: Upon exceeding the maximum acceptable number of DL LBT failures on target unlicensed frequency layer, there are two alternatives acceptable to us:
Option 1: clarify in the spec that UE would stop the PSS/SSS detection on the target unlicensed frequency layer, and UE would switch to another carrier for new PSS/SSS detection if this carrier is configured in the MOs, otherwise allow UE to stop PSS/SSS detection if no other MOs are configured from network.
Option 2: UE is not required to meet concerned intra-frequency PSS/SSS detection requirement and concerned inter-frequency PSS/SSS detection requirement if this target unlicensed frequency layer shares the measurement resource with other configured intra- or inter- frequency layers for measurement. 
Proposal 2: In RRC_CONNECTED mode, UE shall initiate measurements on neighbour cells indicated by the serving cell if it is unable to measure on the serving cell for at least X consecutive number of SSB bursts not available at the UE, where the value of X is TBD.
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-- TAG-MEASCONFIG-STOP 
-- ASN1STOP 
 



MeasConfig field descriptions 
measGapConfig 
Used to setup and release measurement gaps in NR. 
measIdToAddModList 
List of measurement identities to add and/or modify. 
measIdToRemoveList 
List of measurement identities to remove. 
measObjectToAddModList 
List of measurement objects to add and/or modify. 
measObjectToRemoveList 
List of measurement objects to remove. 
reportConfigToAddModList 
List of measurement reporting configurations to add and/or modify. 
reportConfigToRemoveList 
List of measurement reporting configurations to remove. 
s-MeasureConfig 
Threshold for NR SpCell RSRP measurement controlling when the UE is required to perform measurements on non-serving cells. Choice of ssb-RSRP corresponds to cell 
RSRP based on SS/PBCH block and choice of csi-RSRP corresponds to cell RSRP of CSI-RS.  
measGapSharingConfig 
Specifies the measurement gap sharing scheme and controls setup/ release of measurement gap sharing. 



 



– MeasGapConfig 
The IE MeasGapConfig specifies the measurement gap configuration and controls setup/release of measurement gaps. 



MeasGapConfig information element 



-- ASN1START 
-- TAG-MEASGAPCONFIG-START 
 
MeasGapConfig ::=                   SEQUENCE { 
    gapFR2                              SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M 
    ..., 
    [[ 
    gapFR1                              SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M 
    gapUE                               SetupRelease { GapConfig }                                              OPTIONAL    -- Need M 
    ]] 
 
} 
 
GapConfig ::=                       SEQUENCE { 
    gapOffset                           INTEGER (0..159), 
    mgl                                 ENUMERATED {ms1dot5, ms3, ms3dot5, ms4, ms5dot5, ms6}, 
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MAC-CellGroupConfig field descriptions 
csi-Mask 
If set to true, the UE limits CSI reports to the on-duration period of the DRX cycle, see TS 38.321 [3]. 
dataInactivityTimer 
Releases the RRC connection upon data inactivity as specified in clause 5.3.8.5 and in TS 38.321 [3]. Value s1 corresponds to 1 second, value s2 corresponds to 2 seconds, 
and so on. 
drx-Config 
Used to configure DRX as specified in TS 38.321 [3]. 
skipUplinkTxDynamic 
If set to true, the UE skips UL transmissions as described in TS 38.321 [3]. 



 



Conditional Presence Explanation 
MCG-Only This field is optionally present, Need M, for the MAC-CellGroupConfig of the MCG. It is absent otherwise. 



 



– MeasConfig 
The IE MeasConfig specifies measurements to be performed by the UE, and covers intra-frequency, inter-frequency and inter-RAT mobility as well as configuration of 
measurement gaps. 



MeasConfig information element 



-- ASN1START 
-- TAG-MEASCONFIG-START 
 
MeasConfig ::=                      SEQUENCE { 
    measObjectToRemoveList              MeasObjectToRemoveList                                              OPTIONAL,   -- Need N 
    measObjectToAddModList              MeasObjectToAddModList                                              OPTIONAL,   -- Need N 
    reportConfigToRemoveList            ReportConfigToRemoveList                                            OPTIONAL,   -- Need N 
    reportConfigToAddModList            ReportConfigToAddModList                                            OPTIONAL,   -- Need N 
    measIdToRemoveList                  MeasIdToRemoveList                                                  OPTIONAL,   -- Need N 
    measIdToAddModList                  MeasIdToAddModList                                                  OPTIONAL,   -- Need N 
    s-MeasureConfig                     CHOICE { 
        ssb-RSRP                            RSRP-Range, 
        csi-RSRP                            RSRP-Range 
    }                                                                                                       OPTIONAL,   -- Need M 
    quantityConfig                      QuantityConfig                                                      OPTIONAL,   -- Need M 
    measGapConfig                       MeasGapConfig                                                       OPTIONAL,   -- Need M 
    measGapSharingConfig                MeasGapSharingConfig                                                OPTIONAL,   -- Need M 
    ... 
} 
 
MeasObjectToRemoveList ::=              SEQUENCE (SIZE (1..maxNrofObjectId)) OF MeasObjectId 
 
MeasIdToRemoveList ::=                  SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasId 
 
ReportConfigToRemoveList ::=            SEQUENCE (SIZE (1..maxReportConfigId)) OF ReportConfigId 
 











