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1. Introduction
New WID on introduction of NR band n13 was approved in RAN#87-e [1]. This contribution provides a proposal on system parameters.
2. Discussion
The objective of the work item is to specify a new NR FDD operating band n13 to include the core requirements with supported subcarrier spacing of 15 kHz for 5 MHz channel bandwidth, and subcarrier spacing of 15 kHz and 30 kHz for 10 MHz channel bandwidth. We provide a proposal on system parameters as below.

· operating band
	NR operating band
	Uplink (UL) operating band
BS receive / UE transmit

FUL,low   –  FUL,high
	Downlink (DL) operating band
BS transmit / UE receive

FDL,low   –  FDL,high
	Duplex Mode

	n13
	777 MHz – 787 MHz
	746 MHz – 756 MHz
	FDD


· channel bandwidth
	NR band / SCS / BS channel bandwidth

	NR Band
	SCS

kHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	70 MHz
	80 MHz
	90 MHz
	100 MHz

	n13
	15
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	


· Channel raster
	NR Operating band
	ΔFRaster
(kHz) 
	Uplink

Range of NREF

(First – <Step size> – Last)
	Downlink

Range of NREF

(First – <Step size> – Last)

	n13
	100
	155400 – <20> – 157400
	149200 – <20> – 151200


· Synchronization raster
	NR Operating band
	SS  Block SCS
	SS Block pattern1
	Range of GSCN
(First – <Step size> – Last)

	n13
	15 kHz
	Case A
	1871 – <1> – 1885


3. Conclusion
It is proposed to approve the proposal on common parameter as defined in clause 2.
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