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1 Introduction
There is a typo for the band combination DC_25A-41D_n41A and DC_25A-25A-41D_n41A where they appear as DC_25A-41DA_n41A and DC_25A-25A-41DA_n41A. This has been corrected in 38.101-3 and needs to be updated in TR 37.716-21-11.
2 Proposal

It is proposed that the following change be incorporated into TR 37.716-21-11:

<Start of changes>
5.1.81.2
Inter-band EN-DC configurations within FR1 (three bands)

Table 5.1.81.2-1: Inter-band EN-DC configurations (three bands)

	EN-DC

configuration
	Uplink EN-DC

configuration

(NOTE 1)

	DC_25A-41A_n41A

DC_25A-41C_n41A
DC_25A-41D_n41A
DC_25A-25A-41A_n41A

DC_25A-25A-41C_n41A

DC_25A-25A-41D_n41A
	DC_25A_n41A
DC_41A_n41A

	DC_25A-(n)41AA

DC_25A-25A-(n)41AA
	DC_25A_n41A

DC_(n)41AA

	DC_25A-(n)41CA
DC_25A-(n)41DA
DC_25A-25A-(n)41CA

DC_25A-25A-(n)41DA
	DC_25A_n41A

DC_(n)41AA
DC_41A_n41A


<End of changes>

3GPP


