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1. Introduction
This contribution is a text proposal for TR 38.716-02-00 to include CA_n1-n40 as defined in WID [1].
[bookmark: _Toc443593759][bookmark: _Toc460338137][bookmark: _Toc492043890][bookmark: _Toc492044144][bookmark: _Toc494295307]2. Text Proposal
---Start of changes---
[bookmark: _Toc527641601]6.x	n1-n40
[bookmark: _Toc527641602]6.x.1	Common for 1 band UL and 2 bands UL CA
[bookmark: _Toc527641603]6.x.1.1		Operating bands for CA
Table 6.x.1.1-1: CA band combination of band n1 and n40
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	n1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	n40
	2300 MHz
	–
	2400 MHz
	2300 MHz
	–
	2400 MHz
	TDD



[bookmark: _Toc527641604]6.x.1.2		Channel bandwidths per operating band for CA
Table 6.x.1.2-1: Supported bandwidths per CA band combination of band n1 and n40
	NR CA configuration
	Uplink CA configuration
	NR Band
	SCS
(kHz)
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25 MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	90
MHz
	100 MHz
	Bandwidth combination set

	CA_n1A-n40A
	CA_n1A-n40A
	n1
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	100

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	n40
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	



[bookmark: _Toc527641605]6.x.1.3		UE co-existence studies
Table 6.x.1.3-1 lists up to 7th harmonics for n1A-n40A. As can be seen there are no harmonic issues.
Table 6.x.1.3-1: Impact of UL/DL Harmonic 
	
	
	2nd  Harmonic
	3rd  Harmonic
	4th Harmonic
	5th Harmonic
	6th Harmonic
	7th Harmonic

	Band
	UL  Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	n1
	1920
	1980
	3840
	3960
	5760
	5940
	7680
	7920
	9600
	9900
	11520
	11880
	13440
	13860

	n40
	2300
	2400
	4600
	4800
	6900
	7200
	9200
	9600
	11500
	12000
	13800
	14400
	16100
	16800



[bookmark: _Toc527641606]Table 6.x.1.3-2 list harmonic mixing issue for the 2DL bands CA with 1 UL. As can be seen there are no harmonic mixing issues.
Table 6.x.1.3-2 Harmonic mixing for 2DLs/1UL
	
	
	
	
	
	2nd Harmonic
	3rd Harmonic
	4th Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge

	n1
	1920
	1980
	2110
	2170
	4220
	4340
	6330
	6510
	8440
	8680

	n40
	2300
	2400
	2300
	2400
	4600
	4800
	6900
	7200
	9200
	9600



6.x.1.4		∆TIB and ∆RIB values
[bookmark: _Toc527641607]For CA_n1-n40, the TIB,c and RIB,c values are derived from LTE combination CA_1-40 and are given in the tables below.
Table 6.x.1.4-1: ΔTIB,c
	NR CA Configuration
	NR Band
	ΔTIB,c [dB]

	CA_n1-n40
	n1
	0.5

	
	n40
	0.5



Table 6.x.1.4-2: ΔRIB,c
	NR CA Configuration
	NR Band
	ΔRIB,c [dB]

	CA_n1-n40
	n1
	0

	
	n40
	0



6.x.1.5 		REFSENS requirements
As can be seen in the co-existence studies in 6.x.1.3 there are no harmonics issues.
6.x.2	Specific for 2 bands UL CA
6.x.2.1		UE co-existence studies
Table 6.x.2.1-1 lists Band n1 + Band n40 2UL bands CA  2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 
Table 6.x.2.1-1: Band n1 and Band n40 UL IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1920
	1980
	2300
	2400

	2nd harmonics frequency limits
	2* fy_low
	2* fy_high
	2*fx_low
	2*fx_high

	2nd harmonics frequency limits (MHz) 
	3840
	3960
	4600
	4800

	3rd harmonics frequency limits
	3* fy_low
	3* fy_high
	3*fx_low
	3*fx_high

	3rd harmonics frequency limits (MHz)
	5760
	5940
	6900
	7200

	4th harmonics frequency limits
	4* fy_low
	4* fy_high
	4*fx_low
	4*fx_high

	4th harmonics frequency limits (MHz)
	7680
	7920
	9200
	9600

	5th harmonics frequency limits
	5* fy_low
	5* fy_high
	5*fx_low
	5*fx_high

	5th harmonics frequency limits (MHz)
	9600
	9900
	11500
	12000

	6th harmonics frequency limits
	6* fy_low
	6* fy_high
	6*fx_low
	6*fx_high

	6th harmonics frequency limits (MHz)
	11520
	11880
	13800
	14400

	7th harmonics frequency limits
	7* fy_low
	7* fy_high
	7*fx_low
	7*fx_high

	7th harmonics frequency limits (MHz)
	13440
	13860
	16100
	16800

	2nd order IMD products
	|fy_high – fx_low|
	|fy_low – fx_high|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	480
	320
	4220
	4380

	3rd order IMD products
	|fy_high – 2*fx_low|
	|fy_low – 2*fx_high|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	1440
	1660
	2620
	2880

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	6140
	6360
	6520
	6780

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	960
	640
	8440
	8760

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	3360
	3640
	4920
	5280

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high +1* fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	8060
	8340
	8820
	9180

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	7680
	7220
	5620
	5280

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	11120
	11580
	9980
	10320

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	3360
	2940
	1340
	960

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	10740
	11160
	10360
	10740



Based on Table 6.x.2.1-1 there are no IMD issues affecting own Rx frequencies.
Table 6.x.2.1-2 lists the protected bands required for the 2UL bands CA configuration as to be used in Table 6.5A.3.2.3-1 of TS 38.101-1, and with same bands as for DC_1_n40 in TS 38.101-3.


Table 6.x.2.1-2: Protected bands for the 2UL bands CA configuration
	UL NR CA Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_n1-n40
	E-UTRA Band 1, 5, 7, 8, 11, 18, 19, 20, 21, 22, 26, 27, 28, 31, 32, 38, 41, 42, 43, 44, 45, 50, 51, 52, 65, 67, 68, 69, 72, 73, 74, 75, 76
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	Band 3, 34
	FDL_low 
	-
	FDL_high
	-50
	1
	4

	
	Frequency range
	1880
	
	1895
	-40
	1
	4, 14

	
	Frequency range
	1895
	
	1915
	-15.5
	5
	4, 7, 14

	
	Frequency range
	1915
	
	1920
	+1.6
	5
	4, 7, 14

	NOTE 4:	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
NOTE 7:	For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.
NOTE 14:	This requirement is applicable in the case of a 10 MHz NR carrier confined within 703 MHz and 733 MHz, otherwise the requirement of -25 dBm with a measurement bandwidth of 8 MHz applies.



6.x.2.2		REFSENS requirements
There is a need to define MSD for CA_n1-n40. Same MSD values as for DC_1_n40.
Table 6.x.2.2-1: MSD for the CA configuration for asynchronous operation and cross band isolation for CA
	NR Band / Channel bandwidth of the affected DL band

	NR CA Configuration
	UL band
	DL band
	5
MHz (dB)
	10
MHz (dB)
	15
MHz (dB)
	20
MHz (dB)
	25
MHz (dB)
	30 MHz (dB)
	40 MHz (dB)
	50 MHz (dB)
	60 MHz (dB)
	80 MHz (dB)
	90 MHz (dB)
	100 MHz (dB)

	CA_n1-n40
	n40
	n1
	8.3
	8.3
	8.3
	8.3
	
	
	
	
	
	
	
	

	CA_n1-n40
	n1
	n40
	6.6
	6.6
	6.6
	6.6
	6.6
	6.6
	6.6
	6.6
	6.6
	6.6
	
	



Table 6.x.2.2-2: Uplink configuration for reference sensitivity exceptions due to cross band isolation for CA
	NR Band / SCS / Channel bandwidth of the affected DL band

	UL band
	DL band
	SCS of UL band (kHz)
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	n40
	n1
	30
	25
	50
	75
	100
	
	
	
	
	
	
	
	

	n1
	n40
	15
	25
	50
	75
	100
	100
	100
	100
	100
	100
	100
	
	


---End of changes---
Reference
[bookmark: _Hlk535913204][1] 		RP-200168, “Revised WID on Rel-16 NR Inter-band Carrier Aggregation/Dual Connectivity for 2 bands DL with x bands UL (x=1,2)”, ZTE Corporation
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NR   Band  Uplink (UL) band  Downlink (DL) band  Duplex   mode  

BS receive / UE transmit  BS transmit / UE receive  

F UL_low   –   F UL_high  F DL_low   –   F DL_high  

n 1  1920   MHz  –  1980   MHz  2110   MHz  –  2170   MHz  FDD  

n 40  23 00   MHz  –  24 00   MHz  2 300   MHz  –  24 00   MHz  TDD  

  6.x.1. 2     Channel bandwidths per operating band for  CA   Table  6.x . 1 . 2 - 1: Supported  b andwidths per  CA   band combination of  band  n 1   and  n 40  

NR CA configuration Uplink CA  configura tion  NR  Band  SCS   (kHz)  5   MHz  10   MHz  15   MHz  20   MHz  25  MHz  30  MHz  40   MHz  50   MHz  60   MHz  80   MHz  90   MHz  100   MHz  Bandw idth  combi nation  set  

CA_n1A-n40A CA_ n1A - n40A  n1  15  Yes  Yes  Yes  Yes          10 0  

30   Yes  Yes  Yes          

60   Yes  Yes  Yes          

n40  15  Yes  Yes  Yes  Yes  Yes  Yes  Yes  Yes      

30   Yes  Yes  Yes  Yes  Yes  Yes  Yes  Yes  Yes    

60   Yes  Yes  Yes  Yes  Yes  Yes  Yes  Yes  Yes    

  6.x.1.3     UE co - existence studies   Table  6.x . 1.3 - 1  list s  up to  7 th   harmonics for  n1A - n40A .   As can be seen t here are no harmonic issues.   Table  6.x . 1.3 - 1: Impact of UL/DL Harmonic   

