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[bookmark: _Toc525607245]Change 1

[bookmark: _Toc5952517]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [11] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [11].
BFD	Beam Failure Detection
BFD-RS	BFD Reference Signal
BLER	Block Error Rate
BM-RS	Beam Management Reference Signal
BWP	Bandwidth Part
CA	Carrier Aggregation
CBD	Candidate Beam Detection
CC	Component Carrier
CCA	Clear Channel Assessment
CLI	Cross Link Interference
CORESET	Control Resource Set
CP	Cyclic Prefix
CSI	Channel-State Information
CSI-RS	CSI Reference Signal
DC	Dual Connectivity
DCI	Downlink Control Information
DL	Downlink
DMRS	Demodulation Reference Signal
DRX	Discontinuous Reception
E-CID	Enhanced Cell ID
E-UTRA	Evolved UTRA
E-UTRAN	Evolved UTRAN
EN-DC	E-UTRA-NR Dual Connectivity
FDD	Frequency Division Duplex
FR	Frequency Range
HARQ	Hybrid Automatic Repeat Request
HO	Handover
L1-RSRP	Layer 1 RSRP
MAC	Medium Access Control
MCG	Master Cell Group
MDT	Minimization of Drive Tests
MG	Measurement Gap
MGL	Measurement Gap Length
MGRP	Measurement Gap Repetition Period
MIB	Master Information Block
MN	Master Node
MR-DC	Multi-Radio Dual Connectivity
NE-DC	NR-E-UTRA Dual Connectivity
NGEN-DC	NG-RAN E-UTRA-NR Dual Connectivity
NR	New Radio
NR-DC	NR-NR Dual Connectivity
OFDM	Orthogonal Frequency Division Multiplexing
OFDMA	Orthogonal Frequency Division Multiple Access
OTDOA	Observed Time Difference Of Arrival
PBCH	Physical Broadcast Channel
PCC	Primary Component Carrier
PCell	Primary Cell
PDCCH	Physical Downlink Control Channel
PDSCH	Physical Downlink Shared Channel
PLMN	Public Land Mobile Network
PRACH	Physical RACH
PSCell	Primary SCell
PSS	Primary Synchronization Signal
pTAG	Primary Timing Advance Group
PUCCH	Physical Uplink Control Channel
PUSCH	Physical Uplink Shared Channel
QCL	Quasi Co-Location
RACH	Random Access Channel
RAT	Radio Access Technology
RLM	Radio Link Monitoring
RLM-RS	Reference Signal for RLM
RMSI	Remaining Minimum System Information
RRC	Radio Resource Control
RRM	Radio Resource Management
RSSI	Received Signal Strength Indicator
RSTD	Reference Signal Time Difference
SA	Standalone operation mode
SCC	Secondary Component Carrier
SCell	Secondary Cell
SCG	Secondary Cell Group
SCS	Subcarrier Spacing
SCSSSB	SSB subcarrier spacing
SDL	Supplementary Downlink
SFN	System Frame Number
SFTD	SFN and Frame Timing DifferenceSI	System Information
SIB	System Information Block
SMTC	SSB-based Measurement Timing configuration
SpCell	Special Cell
SRS	Sounding Reference Signal
SS-RSRP	Synchronization Signal based Reference Signal Received Power
SS-RSRQ	Synchronization Signal based Reference Signal Received Quality
SS-SINR	Synchronization Signal based Signal to Noise and Interference Ratio
SSB	Synchronization Signal Block
SSB_RP	Received (linear) average power of the resource elements that carry NR SSB signals and channels, measured at the UE antenna connector.
SSS	Secondary Synchronization Signal
sTAG	Secondary Timing Advance Group
SUL	Supplementary Uplink
TA	Timing Advance
TAG	Timing Advance Group
TCI	Transmission Configuration Indicator
TDD	Time Division Duplex
TTI	Transmission Time Interval
UE	User Equipment
UL	Uplink
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3.5.2	NR operating bands in FR1
NR frequency bands grouping for FR1 is specified in Table 3.5.2-1.
Table 3.5.2-1: NR frequency band groups for FR1
	Group
	NR FDD
	NR TDD
	NR SDL

	
	Band group notation
	Operating bands
	Band group notation
	Operating bands
	Band group notation
	Operating bands

	A
	NR_FDD_FR1_A
	n1, n18, n70, n744, n91, n92, n93, n94
	NR_TDD_FR1_A
	n34, n38, n39, n40, n50, n51, n53
	NR_SDL_FR1_A
	n75, n76

	B
	NR_FDD_FR1_B
	n66, n743
	NR_TDD_FR1_B
	-
	NR_SDL_FR1_B
	-

	C
	NR_FDD_FR1_C
	-
	NR_TDD_FR1_C
	n771, n78, n79
	NR_SDL_FR1_C
	-

	D
	NR_FDD_FR1_D
	n28
	NR_TDD_FR1_D
	n772
	NR_SDL_FR1_D
	-

	E
	NR_FDD_FR1_E
	n2, n5, n7
	NR_TDD_FR1_E
	n41, n90
	NR_SDL_FR1_E
	-

	F
	NR_FDD_FR1_F
	n266
	NR_TDD_FR1_F
	-
	NR_SDL_FR1_F
	-

	G
	NR_FDD_FR1_G
	n3, n8, n12, n20, n71
	NR_TDD_FR1_G
	-
	NR_SDL_FR1_G
	n29

	H
	NR_FDD_FR1_H
	n25
	NR_TDD_FR1_H
	-
	NR_SDL_FR1_H
	-

	I
	NR_FDD_FR1_I
	-
	NR_TDD_FR1_I
	n46Editor’s note 1
	NR_SDL_FR1_I
	-

	NOTE 1:	Except 3.8 GHz to 4.2 GHz.
NOTE 2:	Only 3.8 GHz to 4.2 GHz.
NOTE 3:	Except 1475.9 MHz to 1510.9 MHz.
NOTE 4:	Only when the band is confined in 1475.9 MHz to 1510.9 MHz.
NOTE 5:	These bands are used only in NR carrier aggregation with other NR bands according to NR CA band combinations specified in TS 38.101-1 [18] and TS 38.101-3 [20].
NOTE 6:   The minimum Io condition is reduced by 0.5 dB when the carrier frequency of the assigned NR channel bandwidth is within 865-894 MHz.
Editor’s note 1: Any additional bands specified for unlicensed NR operation will be added to this table when RF requirements are agreed



