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Introduction
New WID on introduction of NR band n13 was approved in RAN#87-e [1]. This contribution provides a work plan for the WI.
Discussion
The objective of the work item is to specify a new NR FDD operating band n13 to include the core requirements with supported subcarrier spacing of 15 kHz for 5 MHz channel bandwidth, and subcarrier spacing of 15 kHz and 30 kHz for 10 MHz channel bandwidth
The work can be divided into 3 parts and the expected changes are listed as below:
· Common part
· operating band
· channel bandwidth
· Channel raster
· Synchronization raster
· BS part

· operating band unwanted emission limits
· co-existence
· Additional spurious emissions
· Co-location with other base stations
· UE part

· TX–RX frequency separation
· UE maximum output power
· A-MPR for NS_06 and NS_07
· UE co-existence
· Reference sensitivity
· Blocking
Work plan
Work Plan:
1. By end of RAN4#94bis (April 2020): 
· To reach agreement on common part

· Channel raster

· Synchronization raster

· Agree on the additional spurious emission requirements for A-MPR and corresponding simulation assumptions
2. By end of RAN4#95 (May 2020): 
· A-MPR simulation 
· Draft CRs to TS 38.101-1 and TS 38.104
3. By end of RAN4#96 (Aug. 2020)

· To reach agreement on A-MPR table

· Agree on the final CRs 
Conclusion
It is proposed to approve the work plan on introduction of NR band n13.
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