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<<< Start of changed sections>>>
<<< Unchanged Parts Skipped>>>
[bookmark: _Toc21344445][bookmark: _Toc29801933][bookmark: _Toc29802357][bookmark: _Toc29802982]5.5F	Operating bands for category NB1 and NB2
Category NB1 and NB2 are designed to operate in the E-UTRA operating bands 1, 2, 3, 5, 8, 11, 12, 13, 17, 18, 19, 20, 21, 25, 26, 28, 31, 66 and 70 which are defined in Table 5.5-1. Category NB1 and NB2 systems operate in HD-FDD duplex mode.
In case UE receives network signaling value NS_04 on operating bands 2, 3, 5, 12, 17, 25, 26 and 66, the lower limit and upper limit of operating bands are 100KHz narrower from both lower and upper band edge defined in table 5.5-1 to account for band 26 then the lower limit of band 26 uplink is 814.1 MHz and lower limit of downlink is 859.1 MHz to account for the PLMR emission requirement and FCC regulations.



<<< Unchanged Parts Skipped>>>
Table 6.2.4F-1: Additional Maximum Power Reduction (A-MPR) for category NB1 and NB2 UE
	Network Signalling value
	Requirements (subclause)
	E-UTRA Band
	A-MPR (dB)

	NS_01
	6.6.2F.1
	Operating bands defined in 5.5F
	N/A

	NS_02
	6.6.2F.2.1
	[1, 2, 3, 5, 8, 11, 12, 13, 17, 18, 19, 20, 21, 25, 26, 28, 66 and 70]
	[N/A]

	NS_03
	6.6.2F.2.2
	[1, 2, 3, 5, 8, 11, 12, 13, 17, 18, 19, 20, 21, 25, 26, 28, 66 and 70]
	[N/A]

	NS_04
	5.5F
	2, 3, 5, 12, 17, 25, 26, 66
	N/A
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