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	Reason for change:
	AMPR for NS_201 is modified in TS 38.101 f70 compared with previous version.

	
	

	Summary of change:
	Adding modifed MPR/AMPR bit for NS_201 AMPR.

	
	

	Consequences if not approved:
	UEs support the modified AMPR for NS_201 can not indicate to the network.
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[bookmark: OLE_LINK2]<Start of change>
[bookmark: _Toc21345704][bookmark: _Toc29806553]Annex H (normative): VoidModified MPR behavior
[bookmark: _Toc21345705][bookmark: _Toc29806554]H.1	Indication of modified MPR behavior
This annex contains the definitions of the bits in the field modifiedMPR-Behavior indicated per supported NR band in the IE RF-Parameters [7] by a UE supporting an MPR or A-MPR modified in a given version of this specification. A modified MPR or A-MPR behaviour can apply to a supported NR band in stand-alone operation (including CA and NN-DC operation) or in non-standalone operation with the said NR band as part of an EN-DC or NE-DC band combination.
NOTE 1:	In the present release, the modifiedMPR-Behavior is indicated [7] by an 8-bit bitmap per supported NR band.
Table H.1-1: Definitions of the bits in the field modifiedMPRbehavior
	NR Band
	Index of field
(bit number)
	Definition
(description of the supported functionality if indicator set to one)
	Notes

	n258
	0 (leftmost bit)
	- AMPR for NS_201 as defined in clausue 6.2.3.2 of 38.101-2 v15.7.0
	- This bit may be set to 1 by a UE supporting n258 
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