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1 Introduction
This contribution provides a text proposal on LTE CA band combination CA_8-40-41 for TR 36.717-03-01 [1]. Only 1 UL is considered.
The (TIB,c and (RIB values provided are derived from the relevant subsets already present in 36101.

2 Reference

[1] TR 36.716-03-01, LTE inter-band CA for 3 bands DL with 1 band UL. V0.0.1
Text Proposal

----- Start of TP -----

5.x
CA_8-40-41
5.x.1
Channel bandwidths per operating band for CA
Table 5.x.1-1: Supported channel bandwidths per CA configuration for 3DL inter-band CA
	E-UTRA CA Configuration
	UL CA configurations
	E-UTRA Bands
	1.4
	3
	5
	10
	15
	20
	Maximum aggregated bandwidth
	Bandwidth combination set

	
	
	
	MHz
	MHz
	MHz
	MHz
	MHz
	MHz
	[MHz]
	

	CA_8A-40A-41A
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	50
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	


5.x.2
∆TIB and ∆RIB values
For CA_8A-40A-41A, the (TIB,c and (RIB,c values are shown in table 5.x.2-1 and table 5.x.2-2, respectively.

Table 5.x.2-1: ΔTIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_8A-40-41A

	8
	0.3

	
	40
	0.54

	
	41
	0.54

	NOTE 4:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.


Table 5.x.2-2: ΔRIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_8A-40A-41A
	8
	0

	
	40
	04

	
	41
	04

	NOTE 4:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.


5.x.3
REFSENS requirements
Compared to its fall back modes, there are no additional MSD requirements for this band combination.
----- End of TP -----
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