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1. Overall Description
RAN2 has discussed whether the simultaneous RxTx UE capability is needed for inter-band NR-DC (for TDD-TDD and TDD-FDD band combinations) but does not reach consensus. In TS 38.306, there are simultaneous RxTx UE capabilities for NR CA and (NG)EN-DC/NE-DC defined as following:
	simultaneousRxTxInterBandCA
Indicates whether the UE supports simultaneous transmission and reception in TDD-TDD and TDD-FDD inter-band NR CA. It is mandatory for certain TDD-FDD and TDD-TDD band combinations defined in TS 38.101-1 [2], TS 38.101-2 [3] and TS 38.101-3 [4].
	BC
	CY
	N/A
	N/A



	simultaneousRxTxInterBandENDC
Indicates whether the UE supports simultaneous transmission and reception in TDD-TDD and TDD-FDD inter-band (NG)EN-DC/NE-DC. It is mandatory for certain TDD-FDD and TDD-TDD band combinations defined in TS 38.101-3 [4].
	BC
	CY
	N/A
	N/A



The capabilities are introduced based on the LS from RAN4 [1] but it is not clear that whether similar capability is required for NR-DC. RAN2 would like to consult with RAN4 on the need of this capability.

2. Actions:
ACTION: 	RAN2 respectfully asks RAN4 to provide guideline on whether simultaneous RxTx UE capability is needed for inter-band NR-DC.

3. References:
[1] R4-1808093, “Reply LS to RAN2 on UE capability clarification for simultaneousRxTx for NR”

4. Date of Next RAN2 Meetings:
RAN2#112e, eMeeting, 02-13 Nov. 2020
RAN2#113, Athens, 01-05 March. 2021
