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1. Introduction
In last RAN4 #96e meeting, the core part of UE specific CBW change has been finalized. From this RAN4 meeting, RAN4 focuses on the test case design for this feature. We had some email discussion on test case list and work splitting before the meeting, and in this meeting, we propose this test case list formally for approval.
2. Proposal on TC list for UE specific CBW change
The requirement of UE specific CBW change is almost same as RRC based BWP switching and also we think the test case coverage could be same as RRC based BWP switching, i.e., 4 TCs in total: (a)EN-DC with FR1 NR PScell, (b)EN-DC with FR2 NR PScell, (c)NR SA with FR1 PCell, (d)NR SA with FR2 PCell.
	Test case list for UE specific CBW change
	TC parameters

	TC1: UE specific CBW change on FR1 NR PSCell with non-DRX in synchronous EN- DC (A.4.5.x)
	· offsetToCarrier is changed for TC of UE specific CBW change, while carrierBandwidth is unchanged in this TC (same as RF channel BW defined in each test).

· Reuse the parameters as much as possible from TC of RRC based BWP switching except the BWP switching parameters.

	TC2: UE specific CBW change on FR2 NR PSCell with non-DRX in synchronous EN- DC (A.5.5.x)
	

	TC3: UE specific CBW change on FR1 NR PCell with non-DRX in NR SA (A.6.5.x)
	

	TC4: UE specific CBW change on FR2 NR PCell with non-DRX in NR SA (A.7.5.x)                               
	



 Proposal: RAN4 agrees on the above TC list.
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