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<<< Start of changed sections >>>
[bookmark: _Toc21344183][bookmark: _Toc29801667][bookmark: _Toc29802091][bookmark: _Toc29802716][bookmark: _Toc36107458][bookmark: _Toc37251217][bookmark: _Toc45887996][bookmark: _Toc45888595]4.3	Specification suffix information
Unless stated otherwise the following suffixes are used for indicating at 2nd level clause, shown in Table 4.3-1.
Table 4.3-1: Definition of suffixes
	Clause suffix
	Variant

	None
	Single Carrier

	A
	Carrier Aggregation (CA)

	B
	Dual-Connectivity (DC)

	C
	Supplement Uplink (SUL)

	D
	UL MIMO

	E
	V2X

	F
	Shared spectrum channel access



A terminal which supports the above features needs to meet both the general requirements and the additional requirement applicable to the additional clause (suffixes A to F) in clauses 5, 6 and 7. Where there is a difference in requirement between the general requirements and the additional clause requirements (suffixes A to F) in clauses 5, 6 and 7, the tighter requirements are applicable unless stated otherwise in the additional clause.
A terminal which supports more than one feature in clauses 5, 6 and 7 shall meet all of the separate corresponding requirements.
For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly. For a terminal that supports SUL, the current version of the specification assumes the terminal is not configured with UL MIMO on SUL carrier.
For a terminal that supports wideband operation in shared spectrum, as defined by UE capability [TBD], the current version of this specification assumes in the uplink sub-bands within a wideband channel shall be contiguously allocated to the UE.  The uplink requirements for one or more non-transmitted sub-bands between two transmitted sub-bands does not form a part of the current version of this specification.

<<< Unchanged sections omitted >>>
<<< Start of changed sections >>>
[bookmark: _Toc21344196][bookmark: _Toc29801680][bookmark: _Toc29802104][bookmark: _Toc29802729][bookmark: _Toc36107471][bookmark: _Toc37251230][bookmark: _Toc45888016][bookmark: _Toc45888615]5.3.3	Minimum guardband and transmission bandwidth configuration
The minimum guardband for each UE channel bandwidth and SCS is specified in Table 5.3.3-1,
Table 5.3.3-1: Minimum guardband for each UE channel bandwidth and SCS (kHz)
	SCS (kHz)
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	70 MHz
	80 MHz
	90 MHz
	100 MHz

	15
	242.5
	312.5
	382.5
	452.5
	522.5
	592.5
	552.5
	692.5
	N/A
	N/A
	N/A
	N/A
	N/A

	30
	505
	665
	645
	805
	785
	945
	905
	1045
	825
	965
	925
	885
	845

	60
	N/A
	1010
	990
	1330
	1310
	1290
	1610
	1570
	1530
	1490
	1450
	1410
	1370



NOTE:	The minimum guardbands have been calculated using the following equation: (BWChannel x 1000 (kHz) - NRB x SCS x 12) / 2 - SCS/2, where NRB are from Table 5.3.2-1.
Figure 5.3.3-1: Void
The number of RBs configured in any channel bandwidth shall ensure that the minimum guardband specified in this clause is met.
[image: ]
Figure 5.3.3-2: UE PRB utilization
In the case that multiple numerologies are multiplexed in the same symbol due to BS transmission of SSB, the minimum guardband on each side of the carrier is the guardband applied at the configured channel bandwidth for the numerology that is received immediately adjacent to the guard.
If multiple numerologies are multiplexed in the same symbol and the UE channel bandwidth is >50 MHz, the minimum guardband applied adjacent to 15 kHz SCS shall be the same as the minimum guardband defined for 30 kHz SCS for the same UE channel bandwidth.

[image: ]
Figure 5.3.3-3 Guard band definition when transmitting multiple numerologies
NOTE:	Figure 5.3.3-3 is not intended to imply the size of any guard between the two numerologies. Inter-numerology guard band within the carrier is implementation dependent.
If a UE supporting wideband operation, as defined by UE capability [TBD], is configured with channel bandwidths of greater than 20 MHz as specified in 38.214, the nominal intra-cell guard bands and the corresponding sizes (transmission bandwidth configuration) of the RB sets separated by the said guard bands are as specified in Table 5.3.3-2 for each UE channel bandwidth and sub-carrier spacing for the downlink and uplink. The intra-cell guard band configuration in Table 5.3.3-2 is applicable when the IE intraCellGuardBand in TS 38.331 is not provided.
Table 5.3.3-2: Nominal intra-cell guard bands for wideband operation
	SCS
(kHz)
	20 MHz
	40 MHz
	60 MHz
	80 MHz

	15
	106
(106)
	105-6-105
(216)
	N/A
	N/A

	30
	51
(51)
	50-6-50
(106)
	50-6-50-6-50
(162)
	50-6-50-5-50-6-50
(217)

	NOTE 1:	The intra-cell guard band is denoted TBW0-GB0-…-GBN_RBset-2-TBWN_RBset-1 for N_RBset > 1 number of RB-sets with TBWr the maximum transmission bandwidth (PRB) of RB-set r and GBr the guard band (PRB) above the upper edge of RB-set r. The RB-set 0 is starting at the first common resource block (CRB) of the carrier as indicated by offsetToCarrier. The total transmission bandwidth configuration (size of resource grid) including guard bands is given in between parentheses.



For each UE channel bandwidth and sub-carrier spacing given by Table 5.3.3-2, the maximum transmission bandwidth configuration including intra-cell guard band(s), if configured by IE intraCellGuardBands in TS 38.331 in the uplink and/or downlink, and corresponding RB-set(s) shall be in accordance with clause 5.3.2 with a minimum inter-cell guard band of the UE channel bandwidth as specified in Table 5.3.3-1 for the uplink and downlink. Minimum requirements specified for wideband operation in Clause 6 and Clause 7 also apply for intra-cell guard bands larger than the nominal sizes in Table 5.3.3-2 as listed in Table 5.3.3-3 for each sub-carrier spacing; each guard band in order of CRB index must be larger than or equal to the corresponding nominal guard band specified in Table 5.3.3-2 for each channel bandwidth.
Table 5.3.3-3: Applicable intra-cell guard bands for wideband operation
	Parameter
	Unit
	SCS

	
	
	15 kHz
	30 kHz

	Intra-cell guard band (size)
	PRB
	6,7
	5,6,7

	Transmission bandwidth (size) of RB-set
	PRB
	104,105
	49,50,51



If the UE is configured with zero intra-cell guard bands by IE intraCellGuardBands in 38.331 in the uplink and/or downlink on a carrier greater than 20 MHz, the maximum transmission bandwidth configuration for the uplink and downlink shall be in accordance with clause 5.3.2 with a minimum inter-cell guard band of the UE channel bandwidth as specified in Table 5.3.3-1.
<<< Unchanged sections omitted >>>
<<< Start of changed sections >>>
[bookmark: _Toc21344205][bookmark: _Toc29801689][bookmark: _Toc29802113][bookmark: _Toc29802738][bookmark: _Toc36107480][bookmark: _Toc37251239][bookmark: _Toc45888025][bookmark: _Toc45888624][bookmark: _Toc21345669][bookmark: _Toc29806518][bookmark: _Toc37256051][bookmark: _Toc37256392][bookmark: _Toc45890225]5.3A.5	UE channel bandwidth per operating band for CA
The requirements for carrier aggregation in this specification are defined for carrier aggregation configurations.
For intra-band contiguous carrier aggregation, a carrier aggregation configuration is a single operating band supporting a carrier aggregation bandwidth class with associated bandwidth combination sets specified in clause 5.5A.1. For each carrier aggregation configuration, requirements are specified for all aggregated channel bandwidths contained in a bandwidth combination set, a UE can indicate support of several bandwidth combination sets per carrier aggregation configuration. For intra-band non-contiguous carrier aggregation, a carrier aggregation configuration is a single operating band supporting two or more sub-blocks, each supporting a carrier aggregation bandwidth class.
For inter-band carrier aggregation, a carrier aggregation configuration is a combination of operating bands, each supporting a carrier aggregation bandwidth class.
Table 5.3A.5-1: NR CA bandwidth classes
	NR CA bandwidth class
	Aggregated channel bandwidth
	Number of contiguous CC
	Fallback group

	A
	BWChannel ≤ BWChannel,max
	1
	1, 2, 3

	B
	20 MHz ≤ BWChannel_CA ≤ 100 MHz
	2
	2, 3

	C
	100 MHz < BWChannel_CA ≤ 2 x BWChannel,max
	2
	1, 3

	D
	200 MHz < BWChannel_CA ≤ 3 x BWChannel,max
	3
	

	E
	300 MHz < BWChannel_CA ≤ 4 x BWChannel,max
	4
	

	G
	100 MHz < BWChannel_CA ≤ 150 MHz
	3
	2

	H
	150 MHz < BWChannel_CA ≤ 200 MHz
	4
	

	I
	200 MHz < BWChannel_CA ≤ 250 MHz
	5
	

	J
	250 MHz < BWChannel_CA ≤ 300 MHz
	6
	

	K
	300 MHz < BWChannel_CA ≤ 350 MHz
	7
	

	L
	350 MHz < BWChannel_CA ≤ 400 MHz
	8
	

	M3
	50 MHz ≤< BWChannel_CA ≤ [180]200 MHz
	3
	3

	N3
	80 MHz ≤< BWChannel_CA ≤ [240]300 MHz
	4
	

	O3
	100 MHz ≤ BWChannel_CA ≤ [300]400 MHz
	5
	

	NOTE 1:	BWChannel, max is maximum channel bandwidth supported among all bands in a release
NOTE 2:	It is mandatory for a UE to be able to fallback to lower order NR CA bandwidth class configuration within a fallback group. It is not mandatory for a UE to be able to fallback to lower order NR CA bandwidth class configuration that belong to a different fallback group.
NOTE 3:	This bandwidth class is only applicable to bands identified for use with shared spectrum channel access in Table 5.2-1.



<<< Unchanged sections omitted >>>

[bookmark: _Toc29801708][bookmark: _Toc29802132][bookmark: _Toc29802757][bookmark: _Toc36107499][bookmark: _Toc37251258][bookmark: _Toc45888057][bookmark: _Toc45888656]5.5A.1	Configurations for intra-band contiguous CA
Table 5.5A.1-1: NR CA configurations and bandwidth combination sets defined for intra-band contiguous CA 
	NR CA configuration / Bandwidth combination set

	NR CA configuration
	Uplink CA configurations
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	CA_n1B
	-
	10
	10,15
	
	
	
	40
	0

	
	
	15
	15,20
	
	
	
	
	

	
	
	20
	20
	
	
	
	
	

	CA_n7B
	CA_n7B
	10, 15, 20
	10, 15, 20, 30, 35, 40
	
	
	
	50
	0

	CA_n40B
	-
	20
	80
	
	
	
	100
	0

	
	
	50
	50
	
	
	
	
	

	CA_n41B
	CA_n41B
	10, 20, 30, 40, 50
	10, 20, 30, 40, 50
	
	
	
	100
	0

	CA_n41C
	CA_n41C
	40
	80, 100
	
	
	
	180
	0

	
	
	50, 60, 80
	60, 80, 100
	
	
	
	
	

	
	
	10, 15, 20, 40, 50, 60, 80, 90
	15, 20, 40, 50, 60, 80, 90, 100
	
	
	
	190
	1

	CA_n46B
	-
	20, 40, 60
	20, 40
	
	
	
	100
	0

	CA_n46C
	-
	60, 80
	60, 80
	
	
	
	160
	0

	CA_n46D
	-
	60, 80
	80
	80
	
	
	240
	0

	CA_n46E
	-
	80
	80
	80
	80
	
	320
	0

	CA_n46G
	-
	40, 60
	40
	40
	
	
	140
	0

	CA_n46H
	-
	40, 80
	40
	40
	40
	
	200
	0

	CA_n46I
	-
	60
	40
	40
	40
	40
	220
	0

	CA_n46M
	-
	20, 40, 60
	20, 40
	20, 40
	
	
	60140
	0

	CA_n46N
	-
	20, 40, 80
	20, 40
	20, 40
	20, 40
	
	80200
	0

	CA_n46O
	-
	20, 60
	20, 40
	20, 40
	20, 40
	20, 40
	100220
	0

	CA_n48B
	CA_n48B
	5, 10
	10, 15, 20
	
	
	
	40
	0

	
	
	15, 20
	5, 10, 15, 20
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	-
	10
	50, 60, 80, 90
	
	
	
	100
	1

	
	
	15, 20
	40, 50, 60, 80
	
	
	
	
	

	
	
	40
	40, 50, 60
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	CA_n48C
	-
	10
	100
	
	
	
	140
	0

	
	
	15
	90,100
	
	
	
	
	

	
	
	20
	90, 100
	
	
	
	
	

	
	
	40
	80, 90, 100
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	CA_n66B
	-
	5 1
	20, 40
	
	
	
	50
	0

	
	
	10
	15, 20, 40
	
	
	
	
	

	
	
	15
	10, 15, 20
	
	
	
	
	

	
	
	20
	5 1, 10, 15
	
	
	
	
	

	
	
	40
	5 1, 10
	
	
	
	
	

	CA_n71B
	-
	5
	20
	
	
	
	25
	0

	
	
	10
	15
	
	
	
	
	

	
	
	15
	10
	
	
	
	
	

	
	
	20
	5
	
	
	
	
	

	
	
	10
	20
	
	
	
	35
	1

	
	
	15
	15, 20
	
	
	
	
	

	
	
	20
	10, 15
	
	
	
	
	

	CA_n77C
	CA_n77C
	50
	60, 80, 100
	
	
	
	200
	0

	
	
	60
	60, 80, 100
	
	
	
	
	

	
	
	80
	80, 100
	
	
	
	
	

	
	
	100
	100
	
	
	
	
	

	
	
	10, 15, 20, 25, 30, 40, 50, 60, 70,80,90, 100
	10, 15, 20, 25, 30, 40, 50, 60, 70,80,90, 100
	
	
	
	200
	1

	CA_n77D
	-
	100
	100
	100
	
	
	300
	0

	CA_n78B
	-
	20
	50
	
	
	
	70
	0

	CA_n78C

	CA_n78C
	50
	60, 80, 100
	
	
	
	200
	0

	
	
	60
	60, 80, 100
	
	
	
	
	

	
	
	80
	80, 100
	
	
	
	
	

	
	
	100
	100
	
	
	
	
	

	
	
	10, 15, 20, 25, 30, 40, 50, 60, 70,80,90, 100
	10, 15, 20, 25, 30, 40, 50, 60, 70,80,90, 100
	
	
	
	200
	1

	CA_n78D
	-
	100
	100
	100
	
	
	300
	0

	CA_n79C
	CA_n79C
	50
	60, 80, 100
	
	
	
	200
	0

	
	
	60
	60, 80, 100
	
	
	
	
	

	
	
	80
	80, 100
	
	
	
	
	

	
	
	100
	100
	
	
	
	
	

	CA_n79D
	-
	100
	100
	100
	
	
	300
	0

	NOTE 1:	5 MHz is not applicable for 30/60 kHz SCS.



<<< Unchanged sections omitted >>>

6.2F.3.6	A-MPR for NS_53
When "NS_53" is indicated in the cell, the A-MPR is specified in Table 6.2F.3.6-1.
Table 6.2F.3.6-1: A-MPR for NS_53 power class 5
	Pre-coding
	Modulation
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz

	
	
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)

	DFT-s-ODFM
	QPSK
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ [4.5]
	≤ [6.5]
	≤ [3.0]
	≤ [5.5]

	
	16 QAM
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ [4.5]
	≤ [6.5]
	≤ [3.0]
	≤ [5.5]

	
	64 QAM
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ [4.5]
	≤ [6.5]
	≤ [4.0]
	≤ [5.5]

	
	256 QAM
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ [5.0]
	≤ [7.0]
	≤ [5.0]
	≤ [5.5]

	CP-OFDM
	QPSK
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ [4.5]
	≤ [6.5]
	≤ [4.0]
	≤ [5.5]

	
	16 QAM
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ [4.5]
	≤ [6.5]
	≤ [4.0]
	≤ [5.5]

	
	64 QAM
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ [5.5]
	≤ [6.5]
	≤ [5.5]
	≤ [5.5]

	
	256 QAM
	≤ 9.0
	≤ 12.0
	≤ 7.0
	≤ 8.5
	≤ [7.0]
	≤ [7.0]
	≤ [7.0]
	≤ [7.0]

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated but when all sub-bands within the channel are transmitted.  When not all sub-bands within the channel are transmitted, the A-MPR associated with the channel bandwidth according to the bandwidth of the contiguously transmitted sub-bands and according to the allocation type applies.



6.2F.3.7	A-MPR for NS_54
When "NS_54" is indicated in the cell, the A-MPR is specified in Table 6.2F.3.7-1.
Table 6.2F.3.7-1: A-MPR for NS_54 power class 5
	Pre-coding
	Modulation
	RB Allocation (Note 2)
	RB Allocation (Note 3)

	
	
	Full/Partial
	Full (dB)
	Partial (dB)

	DFT-s-ODFM
	QPSK
	See Table 6.2F.2-1
	≤ [2.5]
	≤ [5.0]

	
	16 QAM
	
	≤ [3.0]
	≤ [5.0]

	
	64 QAM
	
	≤ [3.5]
	≤ [5.0]

	
	256 QAM
	
	≤ [5.0]
	≤ [6.0]

	CP-OFDM
	QPSK
	
	≤ [4.5]
	≤ [6.0]

	
	16 QAM
	
	≤ [4.5]
	≤ [6.0]

	
	64 QAM
	
	≤ [5.5]
	≤ [6.0]

	
	256 QAM
	
	≤ [7.0]
	≤ [7.0]

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated or when not all transmitted sub-bands for wideband operation are transmitted.
NOTE 2:	Applicable for all valid channels and bandwidths other than those enumerated in NOTE 3.
NOTE 3:	Applicable for 40 MHz channels centered at the nearest NR-ARFCN corresponding to [5965 MHz], 60 MHz channels centered at the nearest NR-ARFCN corresponding to [5975 and 5995 MHz], and 80 MHz channels centered at the nearest NR-ARFCN corresponding to [5985 MHz].



<<< Unchanged sections omitted >>>

7.3G.2	Reference sensitivity power level
The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2.2, A.2.3.2, A3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3G.2-1, Table 7.3G.2-2, and Table 7.3G.2-3.
Table 7.3G.2-1: Two antenna port reference sensitivity QPSK PREFSENS
	Operating band / SCS / Channel bandwidth

	Operating Band
	SCS kHz
	20 MHz (dBm)
	40 MHz (dBm)
	60 MHz (dBm)
	80 MHz (dBm)

	n46
	15
	-89.7
	-86.6
	
	

	
	30
	-89.9
	-86.7
	-84.8
	-83.6

	n96
	15
	[-89.7 to - 87.3]-89.2
	[-86.6 to -84.2]-86.1
	
	

	
	30
	[-89.9 to -87.5]-89.4
	[-86.7 to -84.3]-86.2
	[-84.8 to -82.4]-84.3
	[-83.6 to -81.2]-83.1



For UE(s) equipped with 4 Rx antenna ports, reference sensitivity for 2Rx antenna ports in Table 7.3G.2-1 shall be modified by the amount given in ΔRIB,4R in Table 7.3G.2-2 for the applicable operating bands.
Table 7.3G.2-2: Four antenna port reference sensitivity allowance ΔRIB,4R
	Operating band
	ΔRIB,4R (dB)

	n46, n96
	-2.2



The reference receive sensitivity (REFSENS) requirement specified in Table 7.3G.2-1 and Table 7.3G.2-2 shall be met with uplink transmission bandwidth less than or equal to that specified in Table 7.3G.2-3.  
Table 7.3G.2-3: Uplink configuration for reference sensitivity
	Operating band / SCS / Channel bandwidth

	Operating Band
	SCS kHz
	20 MHz (dBm)
	40 MHz (dBm)
	60 MHz (dBm)
	80 MHz (dBm)

	n46
	15
	100
	216
	
	

	
	30
	50
	100
	162
	216

	n96
	15
	100
	216
	
	

	
	30
	50
	100
	162
	216



Unless given by Table 7.3G.2-4, the minimum requirements specified in Tables 7.3G.2-1 and 7.3G.2-2 shall be verified with the network signalling value NS_01 (Table 6.2F.3.1-1) configured.
Table 7.3G.2-4: Network signaling value for reference sensitivity
	Operating band
	Network Signalling value

	n46
	NS_01

	n96
	NS_53



<<< Unchanged sections omitted >>>

7.5F	Adjacent channel selectivity
7.5F.1	General
Adjacent channel selectivity (ACS) is a measure of a receiver's ability to receive an NR signal at its assigned channel frequency in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of the assigned channel. ACS is the ratio of the receive filter attenuation on the assigned channel frequency to the receive filter attenuation on the adjacent channel(s).
Instead of the general ACS requirements specified in sub-clause 7.5, the UE shall fulfil the minimum requirements specified in Table 7.5F.1-1. These requirements apply for any SCS specified for the channel bandwidth of the wanted signal.  For the test parameters specified in Table 7.5F.1-2, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1).
Table 7.5F.1-1: ACS for shared spectrum channel access bands
	RX parameter
	Units
	Channel bandwidth

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz

	ACS
	dB
	[24]
	[21]
	[19.2]
	[18]



Table 7.5F.1-2: Test parameters for shared spectrum channel acess bands
	RX parameter
	Units
	Channel bandwidth

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB

	Pinterferer
	dBm
	REFSENS + [24] +12.536.5 dB
	REFSENS + [24] + 9.533.5 dB
	REFSENS + [24] + 7.731.7 dB
	REFSENS + [24] + 6.530.5 dB

	BWinterferer
	MHz
	20

	Finterferer (offset)
	MHz
	20 / -20

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.
NOTE 3:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1.



7.5F.2	Intra-band contiguous shared spectrum channel access CA
ACS for intra-band contiguous shared access CA requirements are specified in Table 7.5F.2-1.  These requirements apply for any SCS specified for the channel bandwidth of the wanted signal.  For the test parameters specified in Table 7.5F.2-2, the throughput of each carrier shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1). 
Table 7.5F.2-1: ACS for intra-band contiguous shared access CA
	
	
	NR-U CA bandwidth class

	Rx Parameter
	Units
	B
	C
	D
	E
	I
	M
	N
	O

	ACS
	dB
	[24] – 10log10(BWChannel_CA/20)



Table 7.5F.1-2: Test parameters for intra-band contiguous NR-U CA 
	Rx Parameter
	Units 
	NR-U CA bandwidth class

	
	
	B, C, D, E, I, M, N, O

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	REFSENS + 14 dB

	PInterferer
	dBm
	Aggregated power + [24] – 1.522.5 – 10log10(BWChannel_CA/20) dB

	BWInterferer
	MHz
	20

	FInterferer (offset)
	MHz
	10 + Foffset
/
-10 - Foffset

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4 .

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the carrier closest to the interferer in MHz. The interferer is an NR signal with an SCS equal to that of the closest carrier.
NOTE 3:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1. 



<<< Unchanged sections omitted >>>

7.6F.2.2	Intra-band contiguous shared spectrum channel access CA
In-band blocking for intra-band contiguous shared access CA requirements are specified in Table 7.6F.2.2-1.  These requirements apply for any SCS specified for the channel bandwidth of the wanted signal.  For the test parameters specified in Table 7.6F.2.2-2, the throughput of each carrier shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1). 
Table 7.6F.2.2-1: In-band blocking parameters for intra-band contiguous shared access CA
	Rx Parameter
	Units 
	Shared access CA bandwidth class

	
	
	B, C, D, E, I, M, N, O

	Pw in Transmission Bandwidth Configuration, per CC 
	dBm
	REFSENS + aggregated channel bandwidth value below

	
	dB
	9 + 10log10(BWChannel_CA/20)

	BWInterferer 
	MHz
	20

	FIoffset, case 1 
	MHz
	30

	FIoffset, case 2 
	MHz
	≥ 50

	NOTE 1:	The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.
NOTE 2:	The interferer consists of the Reference measurement channel specified in Annexes A.3.2 and A.3.3 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1



Table 7.6F.2.2-2: In-band blocking for intra-band contiguous shared access CA  
	Operating band
	Parameter
	Unit
	Case 1
	Case 2

	
	Pinterferer
	dBm
	-56
	-44

	
	Finterferer (offset)
	MHz
	-BWchannel CA/2 –FIoffset, case 1
and
BWchannel CA/2 +FIoffset, case 1
	≤ -BWchannel CA/2 –FIoffset, case 2
and
≥ BWchannel CA/2 +FIoffset, case 2

	n46
	Finterferer
	MHz
	NOTE 2
	FDL_low – 3* BWchannel CA
to
FDL_high + 3* BWchannel CA
NOTE 4

	
NOTE 1:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the carrier closest to the interferer in MHz. The interferer is an NR signal with an SCS equal to that of the closest carrier.
NOTE 2:	For each carrier frequency, the requirement applies for two interferer carrier frequencies: a: -BWchannel CA/2 – FIoffset, case 1; b: BWchannel CA/2 + FIoffset, case 1
NOTE 3:	BWchannel CA denotes the aggregated channel bandwidth of the wanted signal
NOTE 4:	Interferer carrier frequencies in the frequency range for Case 2 shall be located at discrete frequencies in integer multiples of 20 MHz offset from - BWchannel CA /2 – FIoffset, case 2 and BWchannel CA /2 + FIoffset, case 2



<<< Unchanged sections omitted >>>

7.6F.3.2	Intra-band contiguous shared spectrum channel access CA
Out-of-band blocking for intra-band contiguous shared access CA requirements are specified in Table 7.6F.3.2-1.  These requirements apply for any SCS specified for the channel bandwidth of the wanted signal.  For the test parameters specified in Table 7.6F.3.2-2, the throughput of each carrier shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1).
Table 7.6F.3.2-1: Out-of-band blocking parameters for intra-band contiguous shared access CA
	Rx Parameter
	Units 
	Shared access CA bandwidth class

	
	
	B, C, D, E, I, M, N, O

	Pw in Transmission Bandwidth Configuration, per CC 
	dBm
	REFSENS + CA bandwidth class specific value below

	
	dB
	9

	NOTE 1:	The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.



Table 7.6F.3.2-2: Out of-band blocking for intra-band contiguous CA
	Operating band
	Parameter
	Unit
	Range1
	Range 2
	Range 3

	
	Pinterferer
	dBm
	-45
	-30
	-15

	n46
	Finterferer (CW)
	MHz
	N/A
	-200 < f – FDL_low ≤ -3*BWChannel_CA
or
3*BWChannel_CA ≤ f – FDL_high < 200
	1 ≤ f ≤ FDL_low – MAX(200,3*BWChannel_CA)
or
FDL_high + MAX(200,3*BWChannel_CA)
≤ f ≤ 12750

	NOTE 1:	The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm, for FInterferer > 4200 MHz.



<<< End of changed sections>>>
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