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	Reason for change:
	During the Rel-16 FR2 RF enhancement work item, two categories of new frequency separation classes were introduced:
1. Rel-16 enhancement, FS>1400 MHz
2. Rel-15 compliant FS = 1000 MHz

Unfortunately, both categories were implemented by RAN2 exclusively as a Rel-16 enhancement due to lack of clarity in LS from RAN4 on this aspect.

FS = 1000 MHz is contained inside the range of FS that is supportable by Rel-15 infra hardware (800 to 1400 MHz). Consequently there would be network benefit to enhancing the Rel-15 list of FS class for UEs by introduction of FS = 1000 MHz 

Cat A (mirror) CR not required because this is a case of Rel-15 catching up to Rel-16


	
	

	Summary of change:
	Add 1000 MHz to list of frequency separation classes

	
	

	Consequences if not approved:
	UEs that support 1000 MHz must continue to declare support for only 800 MHz FS. Network loses visibility of additional UE capabilty
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< start changes >
[bookmark: _Toc21339283][bookmark: _Toc29804500][bookmark: _Toc36548070][bookmark: _Toc37253288][bookmark: _Toc37253620][bookmark: _Toc37321389][bookmark: _Toc37322574][bookmark: _Toc45889442][bookmark: _Toc52203633][bookmark: _Toc53172423]5.3A.4	UE channel bandwidth per operating band for CA
For intra-band contiguous carrier aggregation, a carrier aggregation configuration is a single operating band supporting a carrier aggregation bandwidth class with associated bandwidth combination sets specified in clause 5.5A.1. For each carrier aggregation configuration, requirements are specified for all aggregated channel bandwidths contained in a bandwidth combination set, UE can indicate support of several bandwidth combination sets per carrier aggregation configuration. The requirements are applicable only when Uplink CCs are configured within the frequency range between lower edge of lowest downlink component carrier and upper edge of highest downlink component carrier.
[bookmark: OLE_LINK22]For intra-band non-contiguous downlink carrier aggregation, a carrier aggregation configuration is a single operating band supporting two or more sub-blocks, each supporting a carrier aggregation bandwidth class. The requirements are applicable only when Uplink CCs are configured within the frequency range between lower edge of lowest downlink component carrier and upper edge of highest downlink component carrier.
[bookmark: OLE_LINK21]Frequency separation class specified in Table 5.3A.4-2 indicates the maximum frequency span between lower edge of lowest component carrier and upper edge of highest component carrier that UE can support per band in downlink or uplink respectively in non-contiguous intra-band operation.
For inter-band carrier aggregation, a carrier aggregation configuration is a combination of operating bands, each supporting a carrier aggregation bandwidth class.
Table 5.3A.4-1: CA bandwidth classes
	NR CA bandwidth class
	Aggregated channel bandwidth
	Number of contiguous CC
	Fallback group

	A
	BWChannel ≤ 400 MHz
	1
	 1,2,3,4

	B
	400 MHz < BWChannel_CA ≤ 800 MHz
	2
	1

	C
	800 MHz < BWChannel_CA ≤ 1200 MHz
	3
	

	D
	200 MHz < BWChannel_CA ≤ 400 MHz
	2
	2

	E
	400 MHz < BWChannel_CA ≤ 600 MHz
	3
	

	F
	600 MHz < BWChannel_CA ≤ 800 MHz
	4
	

	G
	100 MHz < BWChannel_CA ≤ 200 MHz
	2
	3

	H
	200 MHz < BWChannel_CA ≤ 300 MHz
	3
	

	I
	300 MHz < BWChannel_CA ≤ 400 MHz
	4
	

	J
	400 MHz < BWChannel_CA ≤ 500 MHz
	5
	

	K
	500 MHz < BWChannel_CA ≤ 600 MHz
	6
	

	L
	600 MHz < BWChannel_CA ≤ 700 MHz
	7
	

	M
	700 MHz < BWChannel_CA ≤ 800 MHz
	8
	

	O
	100 MHz ≤ BWChannel_CA ≤ 200 MHz
	2
	4

	P
	150 MHz ≤ BWChannel_CA ≤ 300 MHz 
	3
	

	Q
	200 MHz ≤ BWChannel_CA ≤ 400 MHz 
	4
	

	NOTE 1:	Maximum supported component carrier bandwidths for fallback groups 1, 2, 3 and 4 are 400 MHz, 200 MHz, 100 MHz and 100 MHz respectively except for CA bandwidth class A.
NOTE 2:	It is mandatory for a UE to be able to fallback to lower order CA bandwidth class configuration within a fallback group. It is not mandatory for a UE to be able to fallback to lower order CA bandwidth class configuration that belong to a different fallback group.



Table 5.3A.4-2: Frequency separation classes for non-contiguous intra-band operation
	Frequency separation class
	Frequency separation (Fs) 

	I
	Fs ≤ 800 MHz

	II
	Fs ≤ 1200 MHz

	III
	Fs ≤ 1400 MHz

	IV
	Fs ≤ 1000 MHz
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