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	Reason for change:
	Side condition for CSI-RS based beam correspondence is not defined.

	
	

	Summary of change:
	Define the SNR for CSI-RS signal as 3dB, and the corresponding Minimum CSI-RS_RP values are provided with 3dB SNR.

	
	

	Consequences if not approved:
	There is no side condition for CSI-RS based beam correspondence.
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[bookmark: _Toc52196559][bookmark: _Toc52197539][bookmark: _Toc53173262][bookmark: _Toc53173631]6.6.4.3.3	Side Condition for CSI-RS based enhanced Beam Correspondence requirements
The beam correspondence requirements for beam correspondence based on CSI-RS are only applied under the following side conditions:
-	The downlink reference signals including both SSB and CSI-RS are provided. Conditions for ensuring CSI-RS based beam correspondence is according to Table 6.6.4.3.3-1TBD.
-	The reference measurement channel for beam correspondence are fulfilled according to the CSI-RS configuration in Annex A.3.
-	For beam correspondence, conditions for L1-RSRP measurements are fulfilled according to Table 6.6.4.3.1-2.
Table 6.6.4.3.3-1: Conditions for CSI-RS based L1-RSRP measurements for beam correspondence
	Angle of arrival
	NR operating bands
	Minimum CSI-RS_RP Note 2
	CSI-RS Ês/Iot

	
	
	dBm / SCSCSI-RS
	dB

	
	
	SCSCSI-RS = 120 kHz
	

	All angles Note 1
	n257
	-99.4
	≥3

	
	n258
	-99.4
	

	
	n260
	-95.1
	

	
	n261
	-99.4
	

	NOTE 1:	For UEs that support multiple FR2 bands, the Minimum CSI-RS_RP values are increased by ΣMBS, the UE multi-band relaxation factor in dB specified in clause 6.2.1.
NOTE 2:	Values specified at the radiated requirements reference point to give minimum CSI-RS Ês/Iot, with no applied noise.
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