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1   Introduction
In WF [1] agreed in RAN4#97e meeting, there are a few open issues left, we present our view in this contribution.
2   Discussion
There are two TC sets listed as FFS in RAN4#97e WF [1]:

· Set A: FR1+FR2 CA with SRS switching within same FR

· Set B: FR1+FR2 CA with SRS switching between different FRs

Note that FR1 tests are conducted, while FR2 tests are OTA. Therefore, FR1 + FR2 CA may not be testable under normal condition. In addition, we do not see much additional benefit by adding these two test sets, for the following reasons: 

·  FR1 to FR1 and FR2 to FR2 carrier switch are tested in both NR-SA and EN-DC test cases, the only difference to set A is testing interruption across FRs. Given that less RF components are shared across FRs, if UE passed same FR interruption tests, same requirement on across FRs can be easily fulfilled.
·  SRS switching across FRs is not practical implementation, UE is unlikely to operate in an FR without any Tx antenna. If same FR carrier switching option is available, it should be used instead of cross FR carrier switching. Therefore, test set B is irrelevant since the scenario is not practical.

Proposal 1: Do not introduce FR1+FR2 SRS carrier switching tests.

SRS configuration is discussed and listed in the WF in RAN4#97e meeting. We noticed that the usage is listed as codebook. However, according to 38.214 section 6.2.1.3 UE sounding procedure between component carriers, for SRS carrier switching, usage should be set to ‘antennaSwitching’.

Proposal 2: Set usage to ‘antennaSwitching’ in SRS configuration.

Finally, to simplify the test procedure, UE type doesn’t need to be specified in the tests.

Proposal 3: Do not specify UE type in the tests.
3   Conclusion
Proposal 1: Do not introduce FR1+FR2 SRS carrier switching tests.
Proposal 2: Set usage to ‘antennaSwitching’ in SRS configuration.

Proposal 3: Do not specify UE type in the tests.
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