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[Start of change]
The following requirement may apply to E-UTRA BS operating in Band 41 in certain regions. Emissions shall not exceed the maximum levels specified in Table .3-7.
Table 6.6.3.3-7: Additional operating band unwanted emission limits for Band 41Void
	Channel bandwidth
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 8)

	10 MHz
	10 MHz  f < 20 MHz
	10.5 MHz  f_offset < 19.5 MHz
	-22 dBm
	1 MHz 

	20 MHz
	20 MHz  f < 40 MHz
	20.5 MHz  f_offset < 39.5 MHz
	-22 dBm
	1 MHz 

	NOTE:	This requirement applies for carriers allocated within 2545-2575MHz or 2595-2645MHz.



[Unaffected Portions Skipped]
The following requirement may apply to E-UTRA BS operating in Band 41 in certain regions. This requirement is also applicable at the frequency range from 10 MHz below the lowest frequency of the BS downlink operating band up to 10 MHz above the highest frequency of the BS downlink operating band.
The power of any spurious emission shall not exceed:
Table 6.6.4.3.1-6: Additional E-UTRA BS Spurious emissions limits for Band 41
	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	2505 MHz – 2535 MHz
	-42 dBm
	1 MHz
	

	2535MHz – 2655MHz
	-22dBm
	1 MHz
	Applicable at offsets ≥ 250% of channel bandwidth from carrier frequency.

	NOTE:	This requirement applies for 10 or 20 MHz E-UTRA carriers allocated within 2545-2575MHz or 2595-26452545-2645 MHz.



[Unaffected Portions Skipped]
[bookmark: _Toc20997143][bookmark: _Toc44753802][bookmark: _Toc45826291][bookmark: _Toc61123563]6.7.2	Additional requirement for Band 41
In certain regions the following requirement may apply. For E-UTRA BS operating in Band 41, the transmitter intermodulation level shall not exceed the maximum levels specified in Table 6.6.2.1-2 with a square filter in the first adjacent channel, Table 6.6.3.3-7 and Table 6.6.4.3.1-6 in the presence of an interfering signal according to Table 6.7.2‑1.
Table 6.7.2-1 Interfering and wanted signals for the additional transmitter intermodulation requirement for Band 41
	Parameter
	Value

	Wanted signal
	E-UTRA single carrier (NOTE)

	Interfering signal type
	E-UTRA signal of the same channel bandwidth as the wanted signal

	Interfering signal level
	Rated total output power in the operating band – 30 dB

	Interfering signal centre frequency offset from the lower/upper carrier centre  frequency of the wanted signal 
	± BWChannel
± 2 x BWChannel

	NOTE:	This requirement applies for 10 or 20 MHz E-UTRA carriers allocated within 2545-2575MHz or 2595-26452545-2645 MHz.



[End of change]

