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[bookmark: _Toc53185600][bookmark: _Toc53185976][bookmark: _Toc57820462][bookmark: _Toc57821389][bookmark: _Toc61183665][bookmark: _Toc61184059][bookmark: _Toc61184451][bookmark: _Toc61184843][bookmark: _Toc61185233]12.3	Signalling Characteristics for IAB MTs
[bookmark: _Toc53185601][bookmark: _Toc53185977][bookmark: _Toc57820463][bookmark: _Toc57821390][bookmark: _Toc61183666][bookmark: _Toc61184060][bookmark: _Toc61184452][bookmark: _Toc61184844][bookmark: _Toc61185234]12.3.1	Radio Link Monitoring
[bookmark: _Toc53185602][bookmark: _Toc53185978][bookmark: _Toc57820464][bookmark: _Toc57821391][bookmark: _Toc61183667][bookmark: _Toc61184061][bookmark: _Toc61184453][bookmark: _Toc61184845][bookmark: _Toc61185235]12.3.1.1	Introduction
The UE requirements in sub-clause 8.1.1 [6] apply for IAB-MT.
The measurement gaps referenced in the RLM requirements in clauses 12.3.1.2.2 and 12.3.1.3.2 correspond to the measurement gap configuration defined in Table 12.3.1.1-1:
Table 12.3.1.1-1: Measurement Gap Pattern Configurations
	Gap Pattern Id
	Measurement Gap Length (MGL, ms)
	Measurement Gap Repetition Period (MGRP, ms)

	0
	6
	40
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[bookmark: _Toc53185615][bookmark: _Toc53185991][bookmark: _Toc57820477][bookmark: _Toc57821404][bookmark: _Toc61183680][bookmark: _Toc61184074][bookmark: _Toc61184466][bookmark: _Toc61184858][bookmark: _Toc61185248]12.3.2.1	Introduction
The UE requirements in sub-clause 8.5.1 [6] apply for IAB-MT.
The measurement gaps referenced in the link recover procedure requirements in clauses 12.3.2.2.2, 12.3.2.3.2, 12.3.2.5.2 and 12.3.2.6.2 correspond to the measurement gap configuration defined in Table 12.3.2.1-1:
Table 12.3.1.1-1: Measurement Gap Pattern Configurations
	Gap Pattern Id
	Measurement Gap Length (MGL, ms)
	Measurement Gap Repetition Period (MGRP, ms)

	0
	6
	40
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