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15.4a
Terminating Identification Restriction / Signalling

15.4a.1
Definition
Test to verify that the UE correctly invokes the IMS Multimedia Telephony Terminating Identification Restriction in temporary mode. This process is described in 3GPP TS 24.608 [103]. 

15.4a.2
Conformance requirement

Generic requirements for Originating Identification Restriction can be found in Annex F.3.

 [TS 24.608 clause 4.2.1]:

The Terminating Identification Restriction (TIR) is a service offered to the terminating party which enables the terminating party to prevent presentation of the terminating identity information to originating party.

[TS 24.608 clause 4.5.2.12]:



The destination UE, if the terminating user wishes to override the default setting of "presentation not restricted" of the TIR service in temporary mode, shall include a Privacy header with privacy type of "id" in any non-100 responses it sends upon receipt of a SIP request.

….
NOTE:
It is assumed that TIR subscribers support IETF RFC 3325.

Reference(s)

3GPP TS 24.608 [103], clauses 4.2.1 and 4.5.2.12.

15.4a.3
Test purpose

To verify that the UE includes a Privacy header with privacy type of "id" in any non-100 responses it sends upon receipt of a SIP request when using the TIR service in temporary mode and the terminating user wishing to override the default setting currently set to “not restricted”
15.4a.4
Method of test
Same as clause 12.13 with the following exceptions.
Initial conditions

Same as clause 12.13 with the following addition:

The UE is configured to use Terminating Identification Restriction in temporary mode. The corresponding default is currently set to “presentation not restricted”.
Expected sequence

NOTE:
Only the IMS procedure relevant to the test purpose is described below.

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1-11
	
	Steps 1-11 defined in annex C.11
	MTSI MT speech call. Referred from 36.508 [94] table 4.5A.7.3-1 for a UE with E-UTRA support.

	12
	
	
	Make UE accept the MTSI MT speech  offer with Terminating Identification Restriction

	13-16
	
	Steps  12-15 defined in annex C.11
	MTSI MT speech call. Referred from 36.508 [94] table 4.5A.7.3-1 for a UE with E-UTRA support.


Specific Message Contents

Steps 1-11 and 13-16 as specified in annex C.11 with the following exceptions:

183 Session Progress (Step 4)

Use the default message "183 Session Progress" in annex A.2.3 with the following exceptions:

	Header/param
	Value/remark
	Reference

	Privacy
	id
	RFC 3323 [135]

RFC 3325 [136]


180 Ringing (Step 9)

Use the default message “180 Ringing for INVITE” in annex A.2.6 with the following exceptions:

	Header/param
	Value/remark
	Reference

	Privacy
	id
	RFC 3323 [135]

RFC 3325 [136]


200 Ok (Step 12)

Use the default message “200 OK for other requests than REGISTER or SUBSCRIBE” in annex A.3.1 with the following exceptions:

	Header/param
	Value/remark
	Reference

	Privacy
	id
	RFC 3323 [135]

RFC 3325 [136]


15.4a.5
Test requirements

Steps 4, 9 and 12: The UE shall include a Privacy header with privacy type set to "id".

