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4.2
RRM conformance test cases

Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]
NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	Number of TC Executions
	Release on other RAT

	E-UTRAN RRC_IDLE State Mobility

	4.2.1
	E-UTRAN FDD - FDD cell re-selection intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	4.2.2
	E-UTRAN TDD - TDD cell re-selection intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	<Unchanged lines omiited>

	7.3.54
	E-UTRAN HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category M1 configured in CEMode A
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and UE Category M1
	
	

	7.3.55
	E-UTRAN HD-FDD Radio Link Monitoring Test for In-sync in DRX for UE Category M1 configured in CEMode A
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and UE Category M1
	
	

	7.3.56
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync for Cat-M1 UE in CEMode A
	Rel-13
	C93a
	UE supporting E-UTRA TDD and UE Category M1
	
	

	7.3.57
	E-UTRAN TDD Radio Link Monitoring Test for In-Sync for Cat-M1 UE in CEMode A
	Rel-13
	C93a
	UE supporting E-UTRA TDD and UE Category M1
	
	

	7.3.58
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category M1 configured in CEMode A
	Rel-13
	C93a
	UE supporting E-UTRA TDD and UE Category M1
	
	

	7.3.59
	E-UTRAN TDD Radio Link Monitoring Test for In-sync in DRX for UE Category M1 configured in CEMode A
	Rel-13
	C93a
	UE supporting E-UTRA TDD and UE Category M1
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