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Table 7.3.4.4.3.3-11: LPP Provide Location Information (steps 5 a1, 5b1 and 5b3, Table 7.3.4.4.3.2-1)

	Derivation Path: 36.355 clause 6.2

	Information Element
	Value/remark
	Comment
	Condition

	LPP-Message ::= SEQUENCE {
	
	
	

	 transactionID SEQUENCE {
	
	
	

	      initiator
	locationServer
	
	

	      transactionNumber
	(0..255)
	Contains the same value as the corresponding field in LPP Request Location Information message in step 2, Table 7.3.4.4.3.1-1
	

	 }
	
	
	

	 endTransaction
	Step 5a1, 5b3: TRUE
	
	

	
	Step 5b1: FALSE
	
	

	 sequenceNumber
	(0..255) 
	
	

	 acknowledgement SEQUENCE {
	Present, or not present
	
	

	     ackRequested
	TRUE 
	
	

	     ackIndicator
	Not present
	
	

	 }
	
	
	

	 lpp-MessageBody CHOICE {
	
	
	

	   c1 CHOICE {
	
	
	

	      provideLocationInformation SEQUENCE {
	
	
	

	          criticalExtensions CHOICE {
	
	
	

	               c1 CHOICE {
	
	
	

	                   provideLocationInformation-r9

                   SEQUENCE {
	
	
	

	                     commonIEsProvideLocationInformation

                     SEQUENCE {
	Step 5a1, 5b3: May be present
	
	

	
	Step 5b1: Present
	
	

	                          locationEstimate
	Not present
	
	

	                          velocityEstimate
	Not present
	
	

	                          locationError
	Not present
	
	

	                          earlyFixReport-r12
	Step 5a1, 5b3: Not present
	Rel-12 onwards
	

	
	Step 5b1: Any value acceptable
	
	

	                     }
	
	
	

	                     a-gnss-ProvideLocationInformation 
                     SEQUENCE {
	Step 5a1: Present for sub-tests 1-4, 7, 8, 9, 10
	
	

	
	Step 5b1, 5b3: May be present
	One of a-gnss-ProvideLocationInformation or otdoa-ProvideLocationInformation shall be present
	

	                          gnss-SignalMeasurementInformation 
                          SEQUENCE {
	Present
	
	

	                               measurementReferenceTime
	Any value acceptable
	
	

	                               gnss-MeasurementList
	Any value acceptable
	
	

	                          }
	
	
	

	                          gnss-LocationInformation
	Not present
	
	

	                          gnss-Error
	Not present
	
	

	                     }
	
	
	

	                     otdoa-ProvideLocationInformation
                      SEQUENCE {
	Step 5a1: Present for sub-tests 5, 7
	
	

	
	Step 5b1, 5b3: May be present
	One of a-gnss-ProvideLocationInformation or otdoa-ProvideLocationInformation shall be present
	

	                          otdoaSignalMeasurementInformation
	Present. Any value acceptable
	
	

	                          otdoa-Error
	May be present
	
	

	                     }
	
	
	

	                     ecid-ProvideLocationInformation
                      
	Not present
	
	

	                        
	
	
	

	                          
	
	
	

	                   
	
	
	

	                     epdu-ProvideLocationInformation
	Not present
	
	

	                     tbs-ProvideLocationInformation-r13
	Not present
	Rel-13 onwards
	

	                     sensor-ProvideLocationInformation-r13
	Not present
	Rel-13 onwards
	

	                     wlan-ProvideLocationInformation-r13
	Not present
	Rel-13 onwards
	

	                     bt-ProvideLocationInformation-r13
	Not present
	Rel-13 onwards
	

	                   }
	
	
	

	               }
	
	
	

	         }
	
	
	

	      }
	
	
	

	   }
	
	
	

	 }
	
	
	

	}
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