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7.1.6.1
DRX operation / Short cycle not configured / Parameters configured by RRC

7.1.6.1.1
Test Purpose (TP)

(1)

with { UE in CONNECTED mode }

ensure that {

  when { Long DRX cycle is configured and [(SFN * 10) + subframe number] modulo (LongDRX-Cycle) = drxStartOffset }

    then { UE starts the OnDurationTimer and monitors the PDCCH for OnDurationTimer PDCCH-subframes }
            }

(2)

with { UE in CONNECTED mode }

ensure that {

  when { Long DRX cycle is configured and a new DL transmission is indicated on the PDCCH during Active Time }

    then { UE starts or restarts the Drx-InactivityTimer and monitors the PDCCH for Drx-InactivityTimer PDCCH sub-frames starting from the next PDCCH sub-frame of the PDCCH sub-frame where the DL new transmission was indicated }

            }

(3)

with { UE in CONNECTED mode }

ensure that {

  when { Long DRX cycle is configured and if a HARQ RTT Timer expires in this subframe and the data in the soft buffer of the corresponding HARQ process was not successfully decoded }

    then { UE starts the drx-RetransmissionTimer for the corresponding HARQ process and monitors the PDCCH for drx-RetransmissionTimer consecutive PDCCH-subframes }

            }

(4)

with { UE in CONNECTED mode }

ensure that {

  when { Long DRX cycle is configured and an uplink grant for a pending HARQ retransmission can occur in this subframe }

    then { UE monitors the PDCCH in this subframe }

            }
<skip to next change>
7.1.6.1.3.2
Test procedure sequence

For FDD, NormalSF(current SFN,current subframe number,y)=y; For TDD, NormalSF(current SFN,current subframe number,y) counts the minimum number of normal subframes needed to cover y number of PDCCH-subframes until next PDCCH-subframe available, starting from current subframe number on current SFN. For example at step 1, drxStartOffset can point to UL or DL subframe for TDD. If it points to a UL subframe, NormalSF(current SFN,current subframe number,0) counts the number of normal subframes until reach the first DL/special subframe available. If drxStartOffset points to a DL subframe, NormalSF(current SFN,current subframe number,0)=0.

For example at step 13, assuming drxStartOffset points to subframe number 0 at frame number A,  NormalSF(A, 0, onDurationTimer-2) is first added, which counts 18 PDCCH-subframes/30  normal subframes in this case. The current subframe becomes subframe number 0 at frame number A+3. Secondly, HARQ RTT timer is added, which is 11 normal subframes. The current subframe becomes subframe number 1 at frame number A+4. To further add in NormalSF(A+4, 1, drx-RetransmissionTimer-1), which is to counts 5 PDCCH-subframes/9 normal subframes, the current subframe is subframe number 0 at frame number A+5.
Table 7.1.6.1.3.2-1: Main Behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	0A
	SS Transmits RRCConnectionReconfiguration to configure specific DRX parameters
	<--
	-
	-
	-

	0B
	The UE transmits RRCConnectionReconfigurationComplete
	-->
	-
	-
	-

	1
	In the first PDCCH sub frame when the OnDurationTimer is running, the SS indicates the transmission of a DL MAC PDU on the PDCCH.
i.e., on the subframe with the subframe number = [csfn1 + NormalSF(SFN1, csfn1, 0)] modulo 10, and system frame number = SFN1 + floor([csfn1 + NormalSF(SFN1, csfn1, 0)]/10); where [(SFN1 * 10) + csfn1] modulo (LongDRX-Cycle) = drxStartOffset
	<--
	MAC PDU
	-
	-

	2
	Check: Does the UE transmit a HARQ ACK for  the DL MAC PDU in Step 1?
	-->
	HARQ ACK
	1
	P

	3
	At least drx-InactivityTimer PDCCH-sub frames after the transmission of the MAC PDU in Step 1 has been indicated(This means the next DRX cycle or later after Step 1) in the last PDCCH sub frame while the onDurationTimer is still running, the SS indicates the transmission a DL MAC PDU on the PDDCH. (Note 4).

i.e., on the subframe with the subframe number = [csfn2 + NormalSF(SFN2,csfn2,onDurationTimer-1)] modulo 10, and system frame number = SFN2 + floor([csfn2 + NormalSF(SFN2,csfn2,onDurationTimer-1)]/10); where [(SFN2 * 10) + csfn2] modulo (LongDRX-Cycle) = drxStartOffset
	<--
	MAC PDU
	-
	-

	4
	Check: Does the UE transmit a HARQ ACK for  the DL MAC PDU in Step 3?
	-->
	HARQ ACK
	1
	P

	5
	drx-InactivityTimer PDCCH-subframes after the transmission of the MAC PDU transmitted in step 3 was indicated on the PDCCH, the SS indicates the transmission of a DL MAC PDU on the PDCCH. (Note 4)
i.e. on the subframe with the subframe number = [csfn2 + NormalSF(SFN2,csfn2,onDurationTimer + drx-InactivityTimer-1)] modulo 10, and system frame number = SFN2 + floor([csfn2 + NormalSF(SFN2,csfn2,onDurationTimer+ drx-InactivityTimer-1)]/10)

	<--
	MAC PDU
	-
	-

	6
	Check: Does the UE transmit a HARQ ACK for the DL MAC PDU in Step 5?
	-->
	HARQ ACK
	2
	P

	7
	At least drx-InactivityTimer PDCCH sub frames after the transmission of the MAC PDU in Step 5 has been indicated (This means the next DRX cycle or later after Step 3) and 1 PDCCH sub-frame before the OnDurationTimer expires, the SS indicates the transmission of a DL MAC PDU on the PDDCH. The DL MAC PDU transmitted is invalid. (Note 1, Note 4)
i.e., on the subframe with the subframe number = [csfn3 + NormalSF(SFN3, csfn3, onDurationTimer-2)] mod 10, and system frame number = SFN3 + floor([csfn3 + NormalSF(SFN3, csfn3, onDurationTimer-2)]/10); where [(SFN3 * 10) + csfn3] modulo (LongDRX-Cycle) = drxStartOffset

	<--
	Invalid MAC PDU
	-
	-

	8
	Check: Does the UE transmit a HARQ NACK for the DL MAC PDU in Step 7?
	-->
	HARQ NACK
	1
	P

	9
	In the first PDCCH sub frame when the Drx-RetransmissionTimer for the MAC PDU in Step 7 is started, the SS indicates the transmission of a DL MAC PDU on the PDCCH.
i.e., on the subframe with the subframe number = [csfn4 + NormalSF(SFN4, csfn4, 0)] modulo 10, and system frame number = SFN4 + floor([csfn4 + NormalSF(SFN4, csfn4, 0)]/10); where csfn4 = [csfn3 + NormalSF(SFN3, csfn3, onDurationTimer-2)+HARQ RTT timer] modulo 10 and SFN4=SFN3+floor([csfn3 + NormalSF(SFN3, csfn3, onDurationTimer-2)+HARQ RTT timer]/10)
For TDD the HARQ RTT timer is the HARQ RTT timer for the DL transmission in Step 7.
	<--
	MAC PDU
	-
	-

	10
	Check: Does the UE transmit a HARQ ACK for the DL MAC PDU in Step 9?
	-->
	HARQ ACK
	3
	P

	11
	At least drx-InactivityTimer PDCCH sub frames after the transmission of the DL MAC PDU in Step 9 has been indicated (This means the next DRX cycle or later after Step 9) and 1 PDCCH sub-frame before the OnDurationTimer expires, the SS indicates the transmission of DL MAC PDU on the PDCCH. The DL MAC PDU transmitted is invalid(Note 1, Note 4)
i.e., on the subframe with the subframe number = [csfn5 + NormalSF(SFN5, csfn5, onDurationTimer-2)] modulo 10 and system frame number=SFN5+floor([csfn5 + NormalSF(SFN5, csfn5, onDurationTimer-2)]/10) ; where [(SFN5 * 10) + csfn5] modulo (LongDRX-Cycle) = drxStartOffset

	<--
	Invalid MAC PDU
	-
	-

	12
	Check: Does the UE transmit a HARQ NACK for the DL MAC PDU in Step 11?
	-->
	HARQ NACK
	1
	P

	13
	In the last PDCCH sub frame when the drx-RetransmissionTimer for MAC PDU in Step 11 is still running, the SS indicates the transmission of a DL MAC PDU on the PDCCH.
i.e. on the subframe with subframe number = [csfn6 + NormalSF(SFN6,csfn6,drx-RetransmissionTimer -1)] modulo 10 and the system frame number=SFN6+floor([csfn6 + NormalSF(SFN6,csfn6,drx-RetransmissionTimer -1)]/10); where the csfn6 = [csfn5 + NormalSF(SFN5, csfn5, onDurationTimer-2)+HARQ RTT timer] modulo 10 and SFN6=SFN5+floor([csfn5 + NormalSF(SFN5, csfn5, onDurationTimer-2)+HARQ RTT timer]/10); 

For TDD the HARQ RTT timer is the HARQ RTT timer for the DL transmission in Step 11.
	<--
	MAC PDU
	-
	-

	14
	Check: Does the UE transmit a HARQ ACK for the DL MAC PDU in Step 13?
	-->
	HARQ ACK
	3
	P

	15
	The SS is configured for Uplink Grant Allocation Type 2. At least drx-InactivityTimer PDCCH sub frames after the transmission of the DL MAC PDU in Step 13 has been indicated in the last sub-frame when the onDuratiopnTimer is still running (This means the next DRX cycle or later after Step 7), the SS indicates an UL grant to the UE on the PDCCH. (Note 4)
i.e., on the subframe with the subframe number = [csfn7 + NormalSF(SFN7, csfn7, onDurationTimer-1)] modulo 10 and system frame number=SFN7 + floor([csfn7 + NormalSF(SFN7, csfn7, onDurationTimer-1)]/10); where [(SFN7 * 10) + csfn7] modulo (LongDRX-Cycle) = drxStartOffset
	<--
	UL grant on PDCCH
	-
	-

	16
	Check: Does the UE transmit a Buffer Status Report on the UL indicating an empty buffer?
	-->
	Buffer Status Report MAC control element
	1
	P

	17
	X sub frames after the sub frame in which the UL grant was indicated on the PDCCH for the UL MAC PDU sent in the previous step the SS indicates the transmission of a DL MAC PDU on the PDCCH.
X is the number of sub frames required to do a  retransmission of the UL MAC PDU transmitted in the previous Step maxHARQ-Tx -1 times (for FDD this is 8x maxHARQ-Tx sub frames, for TDD this is 10x maxHARQ-Tx sub frames considering the default configuration 1.).
	<--
	MAC PDU
	-
	-

	18
	Check: Does the UE transmit a HARQ ACK for the DL MAC PDU in Step 17?
	-->
	HARQ ACK
	4
	P

	Note 1:
Invalid MAC PDU is a MAC PDU that fails the CRC check.

Note 2:
All the DL MAC PDU are transmitted with the NDI set on the PDCCH.

Note 3:
Timer tolerances for the MAC DRX related timers measured in subframes or PDCCH subframes is 0. These timers are: drx-InactivityTimer, drx-RetransmissionTimer, HARQ RTT Timer.
Note 4:
The drx-InactivityTimer is started in the next PDCCH sub-frame of the PDCCH sub-frame where DL new transmission is indicated.


3GPP


