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	Reason for change:
	In the current version of the specification the UECapabilityEnquiry message is defined in clause 4 of 36.508 with only the basic Rel-8 information elements. However in R2-142893 new information elements were added to the UECapabilityEnquiry.To be able to deal with the increasing number of bands and CA combinations also the newer information elements are required for RF testing, since otherwise the UE might not be able to report all supported bands or band combination. This might lead to the UE unfairly failing the TCs.
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	New clause 5.2A.7 to retrieve all band combinations after UE is in State 3A-RF. Modified State 3A-RF to also include 
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	Other comments:
	


< Unchanged sections omitted >
5.2A.2
Generic Default Radio Bearer Establishment, UE Test Mode Activated (State 3A-RF)

In tests referring to test mode State 3A-RF, in order to avoid any uncontrollable transmission of uplink U-plane data, test mode State 4A-RF (specified in 5.2A.3) may be used and configured instead.

5.2A.2.1
Initial conditions

System Simulator:

-
1 cell, default parameters.

-
The procedure shall be performed under ideal radio conditions as defined in clause 5

User Equipment:

-
The Test USIM shall be inserted.

5.2A.2.2
Definition of system information messages

The default system information messages are used.

5.2A.2.3
Procedure

Table 5.2A.2.3-1: UE registration with default EPS bearer establishment and test mode activation procedures

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	
	<--
	RRC: SYSTEM INFORMATION (BCCH)

	2 to 18
	Steps 2 to 18 as specified in the procedure in clause 5.2A.1A.3 take place.
	-
	-


For Rel-11 or higher UEs, that support frequencyBandRetrieval_r11, where the UE has not sent all supported band combinations in UECapabilityInformation (Step 15 of table 5.2A.2.3-1) the following procedure shall be executed after the completion of the procedure in table 5.2A.2.3-1:
Table 5.2A.2.3-2: Retrieval of additional UE capabilities for Rel-11 and higher UEs that support frequencyBandRetrieval_r11
	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1 to 3
	Steps 1 to 3 as specified in the procedure in clause 5.2A.7.3 take place.
	-
	-


5.2A.2.4
Specific message contents

All specific message contents shall be referred to clause 5.2A.1A.4 with the exception below:

-
In addition to any other conditions use the condition CEmodeB if the test case specifically tests CE mode B else use condition CEmodeA.

< Unchanged sections omitted >
5.2A.7
Procedure to retrieve additional UE Capabilities for Rel-11 and higher UEs that support frequencyBandRetrieval_r11 
5.2A.7.1
Initial conditions

System Simulator:

-
1 cell, default parameters.

-
The procedure shall be performed under ideal radio conditions as defined in clause 5

User Equipment:

- 
The Test USIM shall be inserted.

5.2A.7.2
Definition of system information messages

The default system information messages are used.

5.2A.7.3
Procedure
Table 5.2A.7.3-1: Procedure to retrieve additional UE capbilities
	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	If the UE sent freqBandretrieval-r11 in previous UECapabilityInformation, the SS transmits a UECapabilityEnquiry message to initiate the UE radio access capability transfer procedure
	<--
	RRC: UECapabilityEnquiry

	2
	The UE transmits a UECapabilityInformation message to transfer UE radio access capability.
	-->
	RRC: UECapabilityInformation


	3
	If the UE did not report all supported E-UTRA bands relevant to the tested bands, repeat steps 1 and 2.
	
	


5.2A.7.4
Specific message contents
Table 5.2A.7.4-1: UECapabilityEnquiry (Step 1)
	Derivation Path: Clause 6.2.2 Table 4.6.1-22

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityEnquiry ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ueCapabilityEnquiry-r8 SEQUENCE {
	
	
	

	        ue-CapabilityRequest
	eutra
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          lateNonCriticalExtension
	Not present
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              requestedFrequencyBands-r11 SEQUENCE

                (SIZE (1..16)) OF SEQUENCE{
	
	
	

	                  FreqBandIndicator-r11
	
	
	

	                }
	
	
	

	                nonCriticalExtension SEQUENCE {}
	Not Present
	
	

	            }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


< End of changes >
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