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5.4.12
Generic Test Procedure for MCPTT communication over MBMS
5.4.12.1
Initial conditions

System Simulator:

-
SS (MCPTT server)

-
SS E-UTRA

-
E-UTRA related parameters are set to the default parameters for the basic single cell environment, as defined in TS 36.508 [6] clause 4.4, unless otherwise specified in the test case.
-
MBSFNAreaConfiguration as defined in TS 36.508[6] table 4.6.1-4A is transmitted on MCCH
User Equipment:

-
E-UTRAN UE supporting MBMS services. The UE has performed the Generic Test Procedure for MCPTT UE registration as specified in subclause 5.4.2 and is in E-UTRA Registered, Idle Mode state. The UE is made interested in receiving MBMS service in the PLMN of Cell 1 with MBMS Service ID 0.
-
Detailed initial conditions for the UE (MCPTT client) shall be specified in the TC referring to the present procedure.
5.4.12.2
Definition of system information messages

The E-UTRA default system information messages as defined in TS 36.508 [6] are used. System information combination 15 as defined in TS 36.508[6] clause 4.4.3.1 is used in the E-UTRA cell.
5.4.12.3
Procedure
Table 5.4.12.3-1: MCPTT communication over MBMS
	St
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	SS transmits MBSFNAreaConfiguration message
	<--
	MBSFNAreaConfiguration 

	2
	Wait for a period equal to the MCCH modification period for the UE to receive  MBSFNAreaConfiguration message.
	-
	-

	-
	EXCEPTION: Step 3 is repeated continuously to cary the relevant MCPTT protocol data units provided by the higher layers.
	-
	-

	3
	The SS transmits 1 MBMS Packet on the MTCH in the next MCH Scheduling Period.
NOTE: Which MCPTT protocol data units are sent and at which time is defined in the test case using the present generic procedure.
	<--
	MBMS Packet


5.4.12.4
Specific message contents
None.
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