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< Unchanged sections omitted >

A.4
CQI reference measurement channels
This section defines the DL signal applicable to the reporting of channel quality information (Clause 9.2, 9.3 and 9.5).

In Table A.4-1 are specified the reference channels. Table A.4-13 specifies the mapping of CQI index to modulation coding scheme, which complies with the CQI definition specified in Section 7.2.3 of [10].

Table A.4-0: Void

Table A.4-1: CSI reference measurement channels

	RMC Name
	Duplex
	CH-BW
	Alloc. RB-s
	UL/DL Config
	Alloc. SF-s
	MCS Scheme
	Nr. HARQ Proc.
	Max. nr HARQ Trans.
	Notes

	1 CRS Port

	RC.1 FDD
	FDD
	10
	50
	-
	
	MCS.1
	8
	1
	

	RC.1A FDD
	FDD
	10
	50
	
	
	MCS.1A
	8
	1
	

	RC.1 TDD
	TDD
	10
	50
	Note 3
	
	MCS.1
	10
	1
	

	RC.1A TDD
	TDD
	20
	100
	Note 3
	
	MCS.1B
	10
	1
	

	RC.3 FDD
	FDD
	10
	6
	-
	
	MCS.10
	8
	1
	

	RC.3 TDD
	TDD
	10
	6
	Note 3
	
	MCS.10
	10 or 7 (Note 9)
	1
	

	RC.4 FDD
	FDD
	10
	15
	-
	
	MCS.15
	8
	1
	Note 6

	RC.4 TDD
	TDD
	10
	15
	Note 3
	
	MCS.15
	10
	1
	Note 6

	RC.5 FDD
	FDD
	10
	3
	-
	
	MCS.17
	8
	1
	

	RC.5 TDD
	TDD
	10
	3
	Note 3
	
	MCS.17
	10
	1
	

	RC.14 FDD
	FDD
	5
	25
	-
	
	MCS.14
	8
	1
	

	RC.15 FDD
	FDD
	5
	15
	-
	
	MCS.15
	8
	1
	Note 6

	RC.16 FDD
	FDD/HD-FDD
	10
	2
	
	
	MCS.20
	8
	1
	Note 8,10

	RC.16 TDD
	TDD
	10
	2
	Note 3
	
	MCS.20
	10
	1
	Note 8

	RC.23 FDD
	FDD/HD-FDD
	10
	3
	
	
	MCS.28
	8
	1
	Note 12, 13

	RC.23 TDD
	TDD
	10
	3
	
	
	MCS.28
	10
	1
	Note 12

	RC.25 FDD
	FDD/HD-FDD
	10
	3
	
	
	MCS.28
	8
	1
	Note 12, 14

	RC.25 TDD
	TDD
	10
	3
	
	
	MCS.28
	10
	1
	Note 12, 15

	2 CRS Ports

	RC.2 FDD
	FDD
	10
	50
	-
	
	MCS.2
	8
	1
	

	RC.2A FDD
	FDD
	20
	100
	
	
	MCS.2A
	8
	1
	

	RC.2 TDD
	TDD
	10
	50
	Note 3
	
	MCS.2
	10 or 7 (Note 9)
	1
	

	RC.4A FDD
	FDD
	20
	15
	
	
	MCS.16
	8
	1
	Note 6

	RC.6 FDD
	FDD
	10
	15
	-
	
	MCS.16
	8
	1
	Note 6

	RC.6 TDD
	TDD
	10
	15
	Note 3
	
	MCS.16
	7
	1
	Note 6

	4 CRS Ports

	RC.17 FDD
	FDD
	10
	50
	-
	
	MCS.18
	8
	1
	

	RC.17 TDD
	TDD
	10
	50
	Note 3
	
	MCS.18
	7
	1
	

	RC.21 FDD
	FDD
	10
	50
	-
	
	MCS.26
	8
	1
	

	RC.21 TDD
	TDD
	10
	50
	Note 3
	
	MCS.26
	7
	1
	

	1 CRS Port + CSI-RS

	RC.8 FDD
	FDD
	10
	6
	-
	Non
CSI-RS
	MCS.11
	8
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.12
	
	
	

	RC.8A FDD
	FDD
	10
	6
	-
	Non
CSI-RS
	MCS.11A
	8
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.12A
	
	
	

	RC.8 TDD
	TDD
	10
	6
	Note 3
	Non
CSI-RS
	MCS.11
	10
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.12
	
	
	

	RC.8A TDD
	TDD
	20
	8
	Note 3
	Non
CSI-RS
	MCS.11B
	10
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.12B
	
	
	

	RC.9 FDD
	FDD
	10
	50
	-
	Non
CSI-RS
	MCS.3
	8
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.4
	
	
	

	RC.9A FDD
	FDD
	20
	100
	
	Non
CSI-RS
	MCS.3A
	8
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.4A
	
	
	

	RC.9 TDD
	TDD
	10
	50
	Note 3
	Non
CSI-RS
	MCS.3
	7
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.4
	
	
	

	2 CRS Port + CSI-RS

	RC.7 FDD
	FDD
	10
	50
	-
	Non
CSI-RS
	MCS.5
	8
	1
	

	
	
	
	
	
	4 CSI-RS
	MCS.7
	
	
	

	RC.7 TDD
	TDD
	10
	50
	Note 3
	Non
CSI-RS
	MCS.5
	10
	1
	

	
	
	
	
	
	8 CSI-RS
	MCS.8
	
	
	

	RC.11 FDD
	FDD
	10
	50
	-
	Non
CSI-RS
	MCS.5
	8
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.6
	
	
	

	RC.11 TDD
	TDD
	10
	50
	Note 3
	Non
CSI-RS
	MCS.5
	10
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.6
	
	
	

	RC.18 FDD
	FDD
	10
	6
	-
	Non
CSI-RS
	MCS.13
	8
	1
	

	
	
	
	
	
	4 CSI-RS
	MCS.19
	
	
	

	RC.18 TDD
	TDD
	10
	6
	Note 3
	Non
CSI-RS
	MCS.13
	7
	1
	

	
	
	
	
	
	4 CSI-RS
	MCS.19
	
	
	

	RC.17 TDD
	TDD
	10
	6
	Note 3
	4 ZP-CSI-RS
	MCS.21
	10
	1
	

	RC.18 TDD
	TDD
	10
	6
	Note 3
	4 ZP-CSI-RS
	MCS.22
	10
	1
	

	RC.19 TDD
	TDD
	10
	41
	Note 3
	4 ZP-CSI-RS
	MCS.23
	10
	1
	Note 11

	RC.20 TDD
	TDD
	10
	50
	Note 3
	Non
CSI-RS
	MCS.24
	10
	1
	

	
	
	
	
	
	2 CSI-RS, 4 ZP-CSI-RS 
	MCS.25
	
	
	

	RC.22 FDD
	FDD
	10
	50
	-
	Non
CSI-RS
	MCS.5
	8
	1
	

	
	
	
	
	
	4 CSI-RS
	MCS.27
	
	
	

	RC.22 TDD
	TDD
	10
	50
	Note 3
	Non
CSI-RS
	MCS.5
	10
	1
	

	
	
	
	
	
	4 CSI-RS
	MCS.27
	
	
	

	1 CRS Port + CSI-RS + CSI-IM

	RC.13 FDD
	FDD
	10
	50
	-
	Non CSI-RS/IM
	MCS.3
	8
	1
	

	
	
	
	
	
	CSI-RS/IM
	N/A
	
	
	

	RC.13 TDD
	TDD
	10
	50
	Note 3
	Non CSI-RS/IM
	MCS.3
	10
	1
	

	
	
	
	
	
	CSI-RS/IM
	N/A
	
	
	

	2 CRS Port + CSI-RS + CSI-IM

	RC.10 FDD
	FDD
	10
	50
	-
	Non
CSI-RS
	MCS.5
	8
	1
	

	
	
	
	
	
	4 CSI-RS, 
1 CSI process
	MCS.8
	
	
	

	RC.10 TDD
	TDD
	10
	50
	Note 3
	Non
CSI-RS
	MCS.5
	10
	1
	

	
	
	
	
	
	8 CSI-RS,
1 CSI process
	MCS.9
	
	
	

	RC.12 FDD
	FDD
	10
	6
	-
	Non CSI-RS/IM
	MCS.13
	8
	1
	

	
	
	
	
	
	CSI-RS/IM
	N/A
	
	
	

	RC.12 TDD
	TDD
	10
	6
	Note 3
	Non CSI-RS/IM
	MCS.13
	10
	1
	

	
	
	
	
	
	CSI-RS/IM
	N/A
	
	
	

	Note 1:
3 symbols allocated to PDCCH.

Note 2:
For FDD only subframes 1, 2, 3, 4, 6, 7, 8 and 9 are allocated to avoid PBCH and synchronization signal overhead.

Note 3:
TDD UL-DL configuration as specified in the individual tests.

Note 4:
For TDD when UL-DL configuration 1 is used only subframes 4 and 9 are allocated to avoid PBCH and synchronization signal overhead. 

Note 5:
For TDD when UL-DL configuration 2 is used only subframes 3, 4, 8, and 9 are allocated to avoid PBCH and synchronization signal overhead.

Note 6:
Centred within the Transmission Bandwidth Configuration (Figure 5.4.2-1).

Note 7:
Only subframes 2, 3, 4, 7, 8 and 9 are allocated to avoid PBCH and synchronization signal overhead.

Note 8:
Allocate PDSCH on 5th and 6th PRBs within a subband.

Note 9:
The number of HARQ processes is 10 for TDD UL/DL configuration 2 and 7 for TDD UL/DL configuration 1.

Note 10:
The downlink subframes are scheduled at the 1st, 2nd, 8th, 9th, 16th, 17th, 18th, 24th, 26th, 32nd, 33rd, 34th subframes every 40ms. Information bit payload is available if downlink subframe is scheduled (starting from 0th subframe).

Note 11:
41 resource blocks (RB0–RB20 and RB30–RB49) are allocated in subframe 0 and 5 in RC.19 TDD.

Note 12:
Allocate PDSCH on 3th, 4th and 5th PRBs within a narrowband. Allocate MPDCCH on the 0th and 1st PRBs within a narrowband.

Note 13:
The PDSCH subframes are scheduled at the 0th and 1st subframes every 10ms. Information bit payload is available if downlink subframe is scheduled (starting from 0th subframe). MPDCCH subframes are scheduled at the 8th and 9th subframes every 10ms.

Note 14:
The downlink subframes are scheduled at the 2nd, 10th, 18th, 26th, 34th subframes every 40ms. Information bit payload is available if downlink subframe is scheduled (starting from 0th subframe).
Note 15:
Information bit payload is scheduled at the 8th subframe every 20ms (starting from 0th subframe).


Table A.4-1a to Table A.4-1d: Void

Table A.4-2a to Table A.4-2d: Void

Table A.4-3a to Table A.4-3k: Void

Table A.4-4a: Void

Table A.4-5a: Void

Table A.4-6a: Void

Table A.4-6b: Void

Table A.4-2 to Table A.4.12: Void

Table A.4-13: Mapping of CQI Index to Modulation coding scheme (MCS)

	CQI Index
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14
	15
	Notes

	Target Coding Rate
	OOR
	0.0762
	0.1172
	0.1885
	0.3008
	0.4385
	0.5879
	0.3691
	0.4785
	0.6016
	0.4551
	0.5537
	0.6504
	0.7539
	0.8525
	0.9258
	

	Modulation
	OOR
	QPSK
	16QAM
	64QAM
	

	MCS Scheme
	PRB
	Available
RE-s
	Imcs
	

	MCS.1
	50
	6300
	DTX
	0
	0
	2
	4
	6
	8
	11
	13
	16
	18
	21
	23
	25
	27
	27
	

	MCS.2
	50
	6000
	DTX
	0
	0
	2
	4
	6
	8
	11
	13
	15
	18
	20
	22
	24
	26
	27
	

	MCS.2A
	100
	12000
	DTX
	0
	0
	2
	4
	6
	8
	11
	13
	15
	18
	20
	22
	24
	26
	27
	

	MCS.3
	50
	5700
	DTX
	0
	0
	2
	4
	6
	8
	10
	13
	15
	17
	19
	21
	23
	25
	26
	

	MCS.3A
	100
	11400
	DTX
	0
	0
	2
	4
	6
	8
	11
	13
	15
	17
	19
	21
	23
	25
	26
	

	MCS.4
	50
	5600
	DTX
	0
	0
	2
	4
	6
	7
	10
	12
	14
	17
	19
	21
	23
	25
	26
	

	MCS4A
	100
	11200
	DTX
	0
	0
	2
	4
	6
	7
	10
	12
	14
	17
	19
	21
	23
	25
	26
	

	MCS.5
	50
	5400
	DTX
	0
	0
	2
	3
	5
	7
	10
	12
	14
	17
	19
	21
	23
	24
	25
	

	MCS.6
	50
	5300
	DTX
	0
	0
	1
	3
	5
	7
	10
	12
	14
	17
	19
	21
	22
	24
	25
	

	MCS.7
	50
	5200
	DTX
	0
	0
	1
	3
	5
	7
	10
	12
	14
	17
	18
	20
	22
	24
	25
	

	MCS.8
	50
	5000
	DTX
	0
	0
	1
	3
	5
	7
	10
	12
	13
	17
	18
	20
	22
	23
	24
	

	MCS.9
	50
	4800
	DTX
	0
	0
	1
	3
	5
	7
	10
	12
	13
	17
	18
	20
	22
	23
	24
	

	MCS.10
	6
	756
	DTX
	0
	0
	2
	4
	6
	8
	11
	13
	16
	19
	21
	23
	25
	27
	27
	

	MCS.11
	6
	684
	DTX
	0
	0
	2
	4
	6
	8
	11
	13
	14
	17
	20
	21
	23
	25
	27
	

	MCS.12
	6
	672
	DTX
	0
	0
	1
	4
	6
	8
	10
	12
	14
	17
	19
	21
	23
	25
	26
	

	MCS.13
	6
	648
	DTX
	0
	0
	2
	4
	6
	8
	11
	13
	15
	18
	20
	22
	24
	26
	27
	

	MCS.14
	25
	3150
	DTX
	0
	0
	2
	4
	6
	8
	11
	13
	16
	18
	21
	23
	25
	27
	27
	

	MCS.15
	15
	1890
	DTX
	0
	0
	2
	4
	6
	8
	11
	13
	16
	18
	21
	23
	25
	27
	27
	

	MCS.16
	15
	1800
	DTX
	0
	0
	2
	4
	6
	8
	11
	13
	15
	18
	20
	22
	24
	26
	27
	

	MCS.17
	3
	378
	DTX
	0
	1
	2
	5
	7
	9
	12
	13
	16
	19
	21
	23
	25
	27
	27
	

	MCS.18
	50
	5800
	DTX
	0
	0
	2
	4
	6
	8
	11
	13
	15
	17
	20
	22
	23
	26
	27
	

	MCS.19
	6
	624
	DTX
	0
	0
	1
	3
	5
	7
	10
	12
	14
	17
	18
	20
	22
	24
	25
	

	MCS.20
	2
	252
	DTX
	0
	0
	2
	4
	6
	8
	11
	13
	16
	19
	21
	23
	23
	23
	23
	

	MCS.21
	6
	696
	DTX
	0
	0
	2
	4
	6
	8
	11
	13
	15
	18
	20
	21
	24
	25
	27
	

	MCS.22
	6
	624
	DTX
	0
	0
	1
	3
	5
	7
	10
	12
	14
	15
	19
	20
	22
	24
	24
	

	MCS.23
	41
	4264
	DTX
	0
	0
	1
	3
	5
	7
	10
	12
	14
	15
	18
	20
	22
	24
	24
	

	MCS.24
	50
	5400
	DTX
	0
	0
	2
	3
	5
	7
	10
	12
	14
	15
	19
	21
	23
	24
	25
	

	MCS.25
	50
	5100
	DTX
	0
	0
	1
	3
	5
	7
	8
	12
	13
	15
	18
	20
	22
	23
	24
	

	MCS.26
	50
	5800
	DTX
	0
	0
	2
	4
	6
	8
	11
	13
	15
	18
	20
	22
	24
	26
	27
	

	MCS.27
	CW0
	50
	4600
	DTX
	0
	0
	1
	3
	5
	6
	10
	11
	13
	17
	18
	19
	21
	23
	23
	

	
	CW1
	50
	4600
	DTX
	0
	0
	1
	3
	5
	6
	10
	11
	13
	17
	18
	19
	21
	22
	23
	

	Note 1:
Mapping between Imcs and TBS according to Tables 7.1.7.1-1 and 7.1.7.2.1-1 in TS 36.213 [6].

Note 2:
3 symbols allocated to PDCCH.

Note 3:
Sub-frame#0 and #5 are not used for the corresponding requirement. The next subframe (i.e. sub-frame#1 or #6) shall be used for potential retransmissions.


Table A.4-14: Mapping of CQI Index to Modulation coding scheme (Modulation and TBS index Table 2 and 4-bit CQI Table 2 are used)

	CQI Index
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14
	15
	Notes

	Target Coding Rate
	OOR
	0.0762
	0.1885
	0.4385
	0.3691
	0.4785
	0.6016
	0.4551
	0.5537
	0.6504
	0.7539
	0.6394
	0.6943
	0.7783
	0.8643
	0.9258
	

	Modulation
	OOR
	QPSK
	16QAM
	64QAM
	256QAM
	

	MCS Scheme
	PRB
	Available RE-s
	Imcs
	

	MCS.1A
	50
	6300
	DTX
	0
	1
	3
	5
	7
	10
	11
	14
	16
	18
	20
	22
	24
	26
	26
	

	MCS.1B
	100
	12600
	DTX
	0
	1
	3
	5
	7
	10
	11
	14
	15
	18
	20
	22
	24
	26
	26
	

	Note 1:
Mapping between Imcs and TBS according to Tables 7.1.7.1-1 and 7.1.7.2.1-1 in TS 36.213 [6].

Note 2:
3 symbols allocated to PDCCH.

Note 3:
Sub-frame#0 and #5 are not used for the corresponding requirement. The next subframe (i.e. sub-frame#1 or #6) shall be used for potential retransmissions.


Table A.4-15: Mapping of CQI Index to Modulation coding scheme (Modulation and TBS index Table 2 and 4-bit CQI Table 2 are used)

	CQI Index
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14
	15
	Notes

	Target Coding Rate
	OOR
	0.0762
	0.1885
	0.4385
	0.3691
	0.4785
	0.6016
	0.6826
	0.5537
	0.6504
	0.7539
	0.8525
	0.6943
	0.7783
	0.8643
	0.9258
	

	Modulation
	OOR
	QPSK
	16QAM
	64QAM
	256QAM
	

	MCS Scheme
	PRB
	Available RE-s
	Imcs
	

	MCS.11A
	6
	684
	DTX
	0
	1
	3
	5
	7
	8
	10
	13
	14
	16
	18
	20
	22
	24
	25
	

	MCS.12A
	6
	672
	DTX
	0
	1
	3
	5
	6
	8
	10
	12
	14
	16
	18
	20
	22
	24
	25
	

	MCS.11B
	8
	912
	DTX
	0
	1
	3
	5
	7
	9
	10
	13
	14
	16
	18
	19
	22
	24
	26
	

	MCS.12B
	8
	896
	DTX
	0
	1
	3
	5
	6
	8
	10
	12
	14
	16
	18
	19
	22
	24
	25
	

	Note 1:
Mapping between Imcs and TBS according to Tables 7.1.7.1-1 and 7.1.7.2.1-1 in TS 36.213 [6].

Note 2:
3 symbols allocated to PDCCH.

Note 3:
Sub-frame#0 and #5 are not used for the corresponding requirement. The next subframe (i.e. sub-frame#1 or #6) shall be used for potential retransmissions.


Table A.4-16: Mapping of CQI Index to Modulation coding scheme (Modulation and TBS index Table 3)

	CQI Index
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14
	15
	Notes

	Target Coding Rate
	OOR
	0.0391
	0.0762
	0.1172
	0.1885
	0.3008
	0.4385
	0.5879
	0.3691
	0.4785
	0.6015
	Reserved
	Reserved
	Reserved
	Reserved
	Reserved
	

	Modulation
	OOR
	QPSK
	16QAM
	
	

	MCS Scheme
	PRB
	Available RE-s
	Imcs
	

	MCS.28
	3
	378
	DTX
	0
	0
	0
	2
	4
	6
	8
	11
	13
	15
	N/A
	N/A
	N/A
	N/A
	N/A
	

	Note 1:
Mapping between Imcs and TBS according to Tables 7.1.7.1-1 and 7.1.7.2.1-1 in TS 36.213 [6].

Note 2:
startSymbolBR = 3


< Unchanged sections omitted >

A.5.4
OCNG Patterns for frame structure type 

The following OCNG patterns are used for modelling allocations to virtual UEs (which are not under test). The OCNG pattern for each sub frame specifies the allocations that shall be filled with OCNG, and furthermore, the relative power level of each such allocation.

In each test case the OCNG is expressed by parameters OCNG_RA and OCNG_RB which together with a relative power level (
[image: image1.wmf]g

) specifies the PDSCH EPRE-to-RS EPRE ratios in OFDM symbols with and without reference symbols, respectively. The relative power, which is used for modelling boosting per virtual UE allocation, is expressed by:
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where 
[image: image3.wmf]i

g

 denotes the relative power level of the i:th virtual UE. The parameter settings of OCNG_RA, OCNG_RB, and the set of relative power levels 
[image: image4.wmf]g

are chosen such that when also taking allocations to the UE under test into account, as given by a PDSCH reference channel, a constant transmitted power spectral density that is constant on an OFDM symbol basis is targeted.

Moreover the OCNG pattern is accompanied by a PDCCH reference channel which specifies the control region. For any aggregation the PDCCH are padded with resource element groups with a power level given respectively by PDCCH_RA/RB as specified in the test case such that a total power spectral density in the control region that is constant on an OFDM symbol basis is targeted.

For the performance requirements of UE with the CA capability, the OCNG patterns apply for each LAA Scell.

A.5.4.1
OCNG FS3 pattern 1: One sided dynamic OCNG frame structure type 3 pattern
This OCNG Pattern fills with OCNG all empty PRB-s (PRB-s with no allocation of data or system information) of the DL sub-frames, when the unallocated area is continuous in frequency domain (one sided).

Table A.5.4.1-1: OP.1 FS3: One sided dynamic OCNG frame structure type 3 Pattern

	Relative power level 
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 [dB]
	PDSCH Data

	Subframe
	

	0
	5
	1 – 4, 6 – 9
	

	Allocation
	

	First unallocated PRB
–
Last unallocated PRB
	First unallocated PRB
–
Last unallocated PRB
	First unallocated PRB
–
Last unallocated PRB
	

	0
	0
	0
	Note 1

	Note 1:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter
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g

is used to scale the power of PDSCH.

Note 2:
If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS according to transmission mode 2. The parameter
[image: image7.wmf]PRB

g

 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213[10].
Note 3:
Subframes available for DL transmission and Occupied OFDM symbols in each subframe depend on the downlink burst transmission pattern and its corresponding configuration 


A.5.4.2
OCNG FS3 pattern 2: Two sided dynamic OCNG frame structure 3 pattern 

This OCNG Pattern fills with OCNG all empty PRB-s (PRB-s with no allocation of data or system information) of the DL sub-frames, when the unallocated area is discontinuous in frequency domain (divided in two parts by the allocated area – two sided), starts with PRB 0 and ends with PRB 
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Table A.5.4.2-1: OP.2 FS3: Two sided dynamic OCNG frame structure type 3 Pattern

	Relative power level 
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 [dB]
	PDSCH Data

	Subframe
	

	0
	5
	1 – 4, 6 – 9
	

	Allocation
	

	0 – (First allocated PRB-1) 
and 
(Last allocated PRB+1) – (
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	0 – (First allocated PRB-1) 
and 
(Last allocated PRB+1) – (
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-

)
	0 – (First allocated PRB-1) 
and 
(Last allocated PRB+1) – (
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	0
	0
	0
	Note 1

	Note 1:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter
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is used to scale the power of PDSCH.

Note 2:
If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS according to transmission mode 2. The parameter
[image: image14.wmf]PRB

g

 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.
Note 3：
Subframes available for DL transmission and Occupied OFDM symbols in each subframe depend on the downlink burst transmission pattern and its corresponding configuration.


< End of changes >
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