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1 Introduction

NSA Transmission test cases with FR2 UL CA are not included in the latest WP of TS 38.521-3, while receiver test cases with FR2 DL CA (CC > 2) are already included. The purpose of this contribution is to propose updates of WP to capture FR2 UL CA TCs. 

This contribution is RAN4 dependency (R4-1905684) [1] updating TS 38.101-3 NSA requirements to add SA UL CA requirements as references.
2 Discussion

2.1 Structure of WP for TS 38.521-3
Structure of the latest WP can be summarized as below.
	Clause
	Title

	6.X
	Transmitter test

	 - 6.XB
	 - Transmitter test for EN-DC

	    - 6.XB.1
	    - Transmitter test for intra-band contiguous EN-DC

	    - 6.XB.2
	    - Transmitter test for intra-band non-contiguous EN-DC

	    - 6.XB.3
	    - Transmitter test for inter-band EN-DC within FR1

	    - 6.XB.4
	    - Transmitter test for inter-band EN-DC including FR2

	    - 6.XB.5
	    - Transmitter test for inter-band EN-DC including both FR1 and FR2

	7.Y
	Receiver test

	 - 7.YB
	 - Receiver test for EN-DC

	    - 7.YB.0
	    - Minimum Conformance Requirements

	    - 7.YB.1
	    - Receiver test for intra-band contiguous EN-DC (2 CCs)

	    - 7.YB.2
	    - Receiver test for intra-band non-contiguous EN-DC (2 CCs)

	    - 7.YB.3
	    - Receiver test for inter-band EN-DC within FR1 (2 CCs)

	    - 7.YB.4
	    - Receiver test for inter-band EN-DC including FR2

	       - 7.YB.4.1
	       - Receiver test for inter-band EN-DC including FR2 (2 CCs)

	       - 7.YB.4.2
	       - Receiver test for inter-band EN-DC including FR2 (3 CCs)

	       - 7.YB.4.3
	       - Receiver test for inter-band EN-DC including FR2 (4 CCs)

	       - 7.YB.4.4
	       - Receiver test for inter-band EN-DC including FR2 (5 CCs)

	       - 7.YB.4.5
	       - Receiver test for inter-band EN-DC including FR2 (6 CCs)

	    - 7.YB.5
	    - Receiver test for inter-band EN-DC including both FR1 and FR2


2.2 Proposal for structure

In order to define FR2 NSA with UL CA tests (e.g. for DC_1A_n257G/H/I), following updates can be provided based on the structure of receiver tests.

Proposal 1
: To update TS 38.521-3 WP as described in Table 2.2-1.

Table 2.2-1 Proposed WP structure of TS 38.521-3 (delta is blue highlighted)
	Clause
	Title

	6.X
	Transmitter test

	 - 6.XB
	 - Transmitter test for EN-DC

	    - 6.XB.1
	    - Transmitter test for intra-band contiguous EN-DC

	    - 6.XB.2
	    - Transmitter test for intra-band non-contiguous EN-DC

	    - 6.XB.3
	    - Transmitter test for inter-band EN-DC within FR1

	    - 6.XB.4
	    - Transmitter test for inter-band EN-DC including FR2

	       - 6.XB.4.1
	       - Transmitter test for inter-band EN-DC including FR2 (2 CCs)

	       - 6.XB.4.2
	       - Transmitter test for inter-band EN-DC including FR2 (3 CCs)

	       - 6.XB.4.3
	       - Transmitter test for inter-band EN-DC including FR2 (4 CCs)

	       - 6.XB.4.4
	       - Transmitter test for inter-band EN-DC including FR2 (5 CCs)

	       - 6.XB.4.5
	       - Transmitter test for inter-band EN-DC including FR2 (6 CCs)

	       - 6.XB.4.6
	       - Transmitter test for inter-band EN-DC including FR2 (7 CCs)

	       - 6.XB.4.7
	       - Transmitter test for inter-band EN-DC including FR2 (8 CCs)

	    - 6.XB.5
	    - Transmitter test for inter-band EN-DC including both FR1 and FR2

	7.Y
	Receiver test

	 - 7.YB
	 - Receiver test for EN-DC

	    - 7.YB.0
	    - Minimum Conformance Requirements

	    - 7.YB.1
	    - Receiver test for intra-band contiguous EN-DC (2 CCs)

	    - 7.YB.2
	    - Receiver test for intra-band non-contiguous EN-DC (2 CCs)

	    - 7.YB.3
	    - Receiver test for inter-band EN-DC within FR1 (2 CCs)

	    - 7.YB.4
	    - Receiver test for inter-band EN-DC including FR2

	       - 7.YB.4.1
	       - Receiver test for inter-band EN-DC including FR2 (2 CCs)

	       - 7.YB.4.2
	       - Receiver test for inter-band EN-DC including FR2 (3 CCs)

	       - 7.YB.4.3
	       - Receiver test for inter-band EN-DC including FR2 (4 CCs)

	       - 7.YB.4.4
	       - Receiver test for inter-band EN-DC including FR2 (5 CCs)

	       - 7.YB.4.5
	       - Receiver test for inter-band EN-DC including FR2 (6 CCs)

	    - 7.YB.5
	    - Receiver test for inter-band EN-DC including both FR1 and FR2


3 Proposal
Proposal 1
: To update TS 38.521-3 WP as described in Table 2.2-1.
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