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{Start of changes}
4.1
RF conformance test cases

NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Tested Bands / CA-Configurations

Selection
	Branch
	Additional Information

	
	
	
	Condition
	Comments
	
	
	

	Transmitter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	C186
	UE supporting E-UTRA Power Class 3
	D01
	FDD, TDD
	Not required to be tested in Band 41 for Power Class 2 UE

	6.2.2_1
	UE Maximum Output Power for HPUE
	Rel-10
	C39
	UE supporting E-UTRA Power Class 1 or Power Class 2
	D04
	FDD, TDD
	FDD is for Power Class1, TDD is for Power Class 2

	
	<Unchanged Sections Skipped>
	
	
	
	
	
	

	6.3.5EA.2
	Power Control Relative power tolerance for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD, HD-FDD, TDD
	

	6.3.5EA.3
	Aggregate power control tolerance for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD, HD-FDD, TDD
	

	6.3.5EA.3_1
	Aggregate power control tolerance for UE category M1 (CE Mode B)
	Rel-13
	C156c
	UE supporting E-UTRA and (UE category M1 and CEModeB)
	D02
	HD-FDD
	

	6.3.5EB.1
	Power Control Absolute power tolerance for UE category 1bis
	Rel13
	C112c
	UE supporting E-UTRA and UE category 1bis
	
	
	

	6.3.5EB.2
	Power Control Relative power tolerance for UE category 1bis
	Rel13
	C112c
	UE supporting E-UTRA and UE category 1bis
	
	
	

	
	<Unchanged Sections Skipped>
	
	
	
	
	
	

	6.5.1E
	Frequency Error for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0
	D01
	FDD, HD-FDD, TDD
	

	6.5.1EA
	Frequency Error for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD, HD-FDD, TDD
	

	6.5.1EA_1
	Frequency Error for UE category M1 (CEmodeB)
	Rel-13
	C156c
	UE supporting E-UTRA FDD and (UE category M1 and CEModeB)
	D02
	FDD, HD-FDD, TDD
	

	6.5.1EB
	Frequency Error for UE category 1bis
	Rel-13
	C112c
	UE supporting E-UTRA and UE category 1bis
	D01
	
	FDD, TDD

	6.5.1EC
	Frequency Error for UE category M2
	Rel-14
	C112d
	UE supporting E-UTRA and UE category M2
	D01
	FDD, HD-FDD, TDD
	

	
	<Unchanged Sections Skipped>
	
	
	
	
	
	

	6.5.1F
	Frequency Error for category NB1 and NB2
	Rel-13
	C112b
	UE supporting category NB1
	D12, D13
	HD-FDD
	

	
	
	Rel-14
	C298
	UE supporting category NB2
	D12, D13
	HD-FDD
	

	6.5.1G.1
	Frequency Error for V2X Communication / Non-concurrent with E-UTRA uplink transmission
	Rel-14
	C313
	UE supporting V2X Sidelink communication
	D14
	TDD
	

	
	Performance Requirement

	8.2.1.1.1
	FDD PDSCH Single Antenna Port Performance
	Rel-8
	C01
	UE supporting E-UTRA FDD
	Each ""Test Number"" to be performed once, in a chosen band supporting tested BW
	2Rx, 4Rx
	Test execution not necessary if 8.2.1.1.1_A.1 or 8.2.1.1.1_A.2 is executed.

	
	<Unchanged Sections Skipped>
	
	
	
	
	
	

	8.10.4.2.2
	TDD localized EPDCCH performance with TM9 2x4
	Rel-10 to Rel-14
	C167
	UE supporting E-UTRA TDD and EPDCCH and Feature Group Indicator 103 with 4Rx antenna ports
	Each "Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	
	

	
	
	Rel-15
	C167m
	UE supporting E-UTRA TDD and EPDCCH and Feature Group Indicator 103 with 4Rx antenna ports and ((UE Category < 8 or 8 < UE Category < 11) and (UE DL Category < 11 or UE DL Category = 13 )),

or UE supporting E-UTRA TDD and EPDCCH with 4Rx antenna ports (UE Category = 8 or UE Category >= 11 or UE DL Category = 11 or UE DL Category = 12 or UE DL Category >=14)
	
	
	Note 5, Note 6

	8.11.1.1.1
	FDD and half-duplex FDD Closed-loop spatial multiplexing performance for UE supporting CE
	Rel-13
	C145e
	UE supporting E-UTRA FDD and UE category M1 and TM6 in CEModeA
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	
	
	Rel-14
	C145x
	UE supporting E-UTRA FDD and UE category M2 and TM6 in CEModeA
	
	
	

	8.11.1.1.2
	FDD and half-duplex FDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 for UE supporting CE
	Rel-13
	C145y
	UE supporting E-UTRA FDD and UE category M1 and TM9 in CEModeA
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	
	
	Rel-14
	C145z
	UE supporting E-UTRA FDD and UE category M2 and TM9 in CEModeA
	
	
	

	8.11.1.1.3.1
	FDD and half-duplex FDD PDSCH Transmit Diversity 2x1 for UE category M1
	Rel-13
	C145a
	UE supporting E-UTRA FDD and UE category M1
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.11.1.1.3.1_1
	FDD and half-duplex FDD PDSCH Transmit Diversity 2x1 for UE category M1 (CEmodeB)
	Rel-13
	C156c
	UE supporting E-UTRA FDD and (UE category M1 and CEModeB)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.11.1.2.1
	TDD Closed-loop spatial multiplexing performance for UE category M1 (Cell-Specific Reference Symbols)
	Rel-13
	C156x
	UE supporting E-UTRA TDD and UE category M1 and TM6 in CEModeA
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.11.1.2.2
	TDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 for UE category M1
	Rel-13
	C156e
	UE supporting E-UTRA TDD and UE category M1 and TM9 in CEModeA
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.11.1.2.3.1
	TDD PDSCH Transmit Diversity for UE category M1
	Rel-13
	C156b
	UE supporting E-UTRA TDD and UE category M1
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.11.1.2.3.1_1
	TDD PDSCH Transmit Diversity for UE category M1 (CEModeB)
	Rel-13
	C156d
	UE supporting E-UTRA TDD and UE category M1 and CEModeB
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.11.2.1.1
	FDD demodulation of MPDCCH in CE Mode A
	Rel-13
	C145b
	UE supporting E-UTRA FDD and (UE category M1 or CEModeA)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	
	
	Rel-14
	C314
	UE supporting E-UTRA FDD and (UE category M2 or CEModeA)
	
	
	

	8.11.2.1.2
	FDD and half-duplex FDD demodulation of MPDCCH in CE Mode B
	Rel-13
	C156c
	UE supporting E-UTRA FDD and (UE category M1 and CEModeB)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	
	
	Rel-14
	C315
	UE supporting E-UTRA FDD and (UE category M1 and CEModeB)
	
	
	

	8.11.2.2.1
	TDD demodulation of MPDCCH in CE Mode A
	Rel-13
	C156b
	UE supporting E-UTRA TDD and (UE category M1 or UE category M2 or CEModeA)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	
	
	Rel-14
	C316
	UE supporting E-UTRA TDD and (UE category M2 or CEModeA)
	
	
	

	8.11.2.2.2
	TDD demodulation of MPDCCH in CE Mode B
	Rel-13
	C156d
	UE supporting E-UTRA TDD and (UE category M1 or UE category M2 and CEModeB)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	
	
	Rel-14
	C317
	UE supporting E-UTRA TDD and (UE category M1 and CEModeB)
	
	
	

	
	
	

	8.12.1.1.1
	Demodulation of NPDSCH (Cell-Specific Reference Symbols) in In-band mode for Category NB1 and NB2
	Rel-13
	C112b
	UE supporting category NB1
	Each "Test Number" to be performed once, in a chosen band
	
	

	
	
	Rel-14
	C298
	UE supporting category NB2
	Each "Test Number" to be performed once, in a chosen band
	
	


{End of changes}
