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<Start of modified section1>
[bookmark: _Toc463573008]4	Recommended Test Case Applicability
<Text Skipped>
Table 4-1: Applicability of tests and additional information for testing
	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT


Skipped Items
	8
	RADIO RESOURCE CONTROL
	
	
	
	
	
	
	

	                    Skipped Items

	8.1.3.12b
	RRC connection release / Success / With priority information / Inter-band (Single frequency operation in source band)
	Rel-9
	C224c
	UEs supporting E-UTRA and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.3.X
	RRC connection release / Success / With idle mode measurement information / Measurement carrier list provided in SIB5
	Rel-15
	TBD
	UEs supporting E-UTRA and idle mode measurements
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.3.Y
	RRC connection release / Success / With idle mode measurement information / Measurement carrier list provided in RRCConnectionRelease
	Rel-15
	TBD
	UEs supporting E-UTRA and idle mode measurements
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.3.Z
	RRC connection release / Success / With idle mode measurement information / No idle mode measurement capability provided
	Rel-15
	TBD
	UEs supporting E-UTRA and idle mode measurements
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	                    Skipped Items



