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<Start>
4.9
Test procedures
4.9.11
Test procedure for Paging (for NAS testing)

4.9.11.1
Scope

This procedure aims at checking whether the UE is in registered with a certain NG-5G-S-TMSI.

4.9.11.2
Procedure description

4.9.11.2.1
Initial conditions

As specified in the TC which calls the procedure in its entirety or refers to parts of it.

4.9.11.2.2
Procedure sequence


Table 4.9.11.2.2-1: Test procedure sequence
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a paging message using the NG-5G-S-TMSI which is specified in the referring test step, and on the cell which is specified in the referring test step.
	<--
	NR RRC: Paging
	-
	-

	2
	The UE transmits an RRCSetupRequest message.
	-->
	NR RRC: RRCSetupRequest
	-
	P

	3
	The SS transmits an RRCSetup message.
	<--
	NR RRC: RRCSetup
	-
	-

	4
	The UE transmits an RRCSetupComplete message and a SERVICE REQUEST message.
	-->
	NR RRC: RRCSetupComplete

5GMM: SERVICE REQUEST
	-
	-

	5
	The SS transmits a SecurityModeCommand message.
	<--
	NR RRC: SecurityModeCommand
	-
	-

	6
	The UE transmits a SecurityModeComplete message.
	-->
	NR RRC: SecurityModeComplete
	-
	-

	7
	The SS transmits an RRCReconfiguration message and a SERVICE ACCEPT message to establish SRB2 and DRB.
	<--
	NR RRC: RRCReconfiguration
5GMM: SERVICE ACCEPT
	-
	-

	8
	The UE transmits an RRCReconfigurationComplete message.
	-->
	NR RRC: RRCReconfigurationComplete

	-
	-

	-
	EXCEPTION: Steps 9a1 to 9a2 describe behaviour which depends on the SS sequence depending on procedure parameters; the "lower case letter" identifies a step sequence that take place if a procedure parameter has a particular value.
	-
	-
	-
	-

	9a1
	IF Test Loop Function=On, the SS transmits a CLOSE UE TEST LOOP message to enter the UE test loop mode. The CLOSE UE TEST LOOP is using the associated condition for the test loop.
	<--
	NR RRC: DLInformationTransfer
TC: CLOSE UE TEST LOOP
	-
	-

	9a2
	The UE transmits a CLOSE UE TEST LOOP COMPLETE message to confirm that loopback entities for the radio bearer(s) have been created and loop back is activated.
	-->
	NR RRC: ULInformationTransfer
TC: CLOSE UE TEST LOOP COMPLETE
	-
	-

	10
	The SS transmits an RRCRelease message.
	<--
	NR RRC: RRCRelease
	-
	-


4.9.11.3
Specific Message content

None.

4.9.12
Test procedure for no response to paging (for NAS testing)

4.9.12.1
Scope

This procedure aims at checking that the UE ignores paging messages with a specified identity.

4.9.12.2
Procedure description

4.9.12.2.1
Initial conditions

As specified in the TC which calls the procedure in its entirety or refers to parts of it.

4.9.12.2.2
Procedure sequence
Table 4.9.12.2.2-1: Test procedure sequence
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a paging message using the NG-5G-S-TMSI which is specified in the referring test step, and on the cell which is specified in the referring test step.
	<--
	Paging
	-
	-

	2
	Check: Does the UE send an RRCSetupRequest message on the cell where the paging was transmitted within the next 3s?
	-->
	RRCSetupRequest
	-
	F


4.9.12.3
Specific Message content

None.

<End>
