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<<< START OF CHANGES >>>

–
TCI-State
Table 7.3.1-19: TCI-State(Id)

	Derivation Path: Table 4.6.3-190

	Information Element
	Value/remark
	Comment
	Condition

	TCI-State ::= SEQUENCE {
	
	
	

	  tci-StateId
	TCI-StateId-RRM(Id)
	
	

	  qcl-Type1 SEQUENCE {
	
	
	

	    bwp-Id
	BWP-Id of the active BWP
	
	Id = 2 or 3

	    referenceSignal CHOICE {
	
	
	

	      ssb
	SSB-Index of SSB #0 
	
	Id = 0

	
	SSB-Index of SSB #1
	
	Id = 1

	      csi-rs
	NZP-CSI-RS-ResourceId for TRS (4) 
	
	Id = 2

	
	NZP-CSI-RS-ResourceId for TRS (4) with condition SECOND SET
	
	Id = 3

	    }
	
	
	

	    qcl-Type
	typeC
	
	Id = 0 or 1 

	
	typeA
	
	Id = 2 or 3

	  }
	
	
	

	  qcl-Type2
	Not present
	
	

	  qcl-Type2 SEQUENCE {
	
	
	FR2

	    cell
	Not present
	
	

	    bwp-Id
	Not present
	
	Id = 0 or 1

	
	BWP-Id of the active BWP
	
	Id = 2 or 3

	    referenceSignal CHOICE {
	
	
	

	      ssb
	SSB-Index of SSB #0 
	
	Id = 0

	
	SSB-Index of SSB #1
	
	Id = 1

	      csi-rs
	NZP-CSI-RS-ResourceId for TRS (4)
	
	Id = 2

	
	NZP-CSI-RS-ResourceId for TRS (4) with condition SECOND SET
	
	Id = 3

	    }
	
	
	

	    qcl-Type
	typeD
	
	

	  }
	
	
	

	}
	
	
	


Table 7.3.1-20: TCI-StateId-RRM(Id)

	Derivation Path: Table 4.6.3-191

	Information Element
	Value/remark
	Comment
	Condition

	TCI-StateId
	n+Id
	n is the first TCI-StateId allocated for TCI-State configured in RRM test. Value of n is left to internal implementation

Id = 0,1,2,3
	


– 
ServingCellConfig

Table 7.3.1-21: ServingCellConfig
	Derivation Path: Table 4.6.3-167

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfig ::= SEQUENCE {
	
	
	

	  csi-MeasConfig
CHOICE {
	
	
	

	
setup
	csi-MeasConfig
	
	

	}
	
	
	


7.4
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<<< END OF CHANGES >>>

